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About This Book 


This document is a supplement to the MC68360 Quad Integrated Communications 
Controller User’s Manual (MC68360UM/AD) and the MPC860 PowerQUICC User’s 
Manual (MPC860UM/AD). It replaces the MC68MH360 Reference Manual 
(MC68MH360RM/AD). 





To locate any published errata or updates for this document, refer to the website at 
http://www.mot.com/netcomm. 


Audience 


This manual is intended for system software and hardware developers. It is assumed that 
the reader understands basic concepts of time-division-multiplexed processors and how the 
MPC860 CPM operates. 


Organization 
Following is a summary and a brief description of the major sections of this manual: 


e Chapter 1, “Overview,” gives an introduction to the QMC (QUICC multichannel 
controller) protocol including some example applications. 

e Chapter 2, ““QMC Memory Organization,” describes the operation specific to the 
QMC protocol. 

e Chapter 3, “QMC Commands,” discusses the transmit and receive commands. 

¢ Chapter 4, “QMC Exceptions,” describes QMC interrupt handling. 


e Chapter 5, “Buffer Descriptors,’ describes the contents of the receive and transmit 
buffer descriptors for the QMC protocol and discusses the placement of QMC and 
non-QMC buffer descriptors in internal and external memory. 


e Chapter 6, “QMC Initialization,” discusses the essential steps to initialize QMC 
after a hard reset. 


¢ Chapter 7, “Features Deleted in MC68MH360,” lists the features deleted from the 
MH360. 


¢ Chapter 8, “Performance,” provides a performance table for common configurations 
supported by the 860MH and/or MH360; covers general guidelines and examples 
for determining the serial bit rate and CPM loading on a given system; and discusses 
system bus utilization and arbitration. 
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¢ Chapter 9, “Multi-Subchannel (MSC) Microcode,” provides the MSC microcode 
features and operation, and discusses how to program the MSC protocol. 


e Appendix A, “68360 Bit Numbering, ’shows the bit numbering used for the 68360. 


e Appendix B, “Frequently-Asked Questions,’ provides a list of common questions 
and solutions for the MH360 and 860MH. 


e Appendix C, “Connecting S/T or U Interfaces to QUICC32,” shows how multiple 
MC 145574 (S/T interface) or MC145572 (U interface) can be connected to a 
QUICC32. It describes the level-1 connections and explains the data flow through 
the devices. 


e This manual also includes an index. 


Additional Reading 


This section provides a brief list of additional reading that supplements the information in 
this manual. 


The following materials are available from the Motorola Literature Distribution Centers 
listed on the back cover of this manual; the document order numbers are included in 
parentheses for ease in ordering: 


¢ MPC8&60 PowerQUICC User’s Manual (MPC860UM/AD) 


¢ MC68360 Quad Integrated Communications Controller User's Manual, Rev. 1 
(M68360UM/AD) 


¢ M68s000 Family Programmer’s Reference Manual, Rev. 1 (M68000PM/AD) 


Conventions 
This document uses the following notational conventions: 


ACTIVE_HIGH Names for signals that are active high are shown in uppercase text 
without an overbar. Active-high signals are referred to as asserted 
when they are high and negated when they are low. 


ACTIVE_LOW A bar over a signal name indicates that the signal is active low. 
Active-low signals are referred to as asserted (active) when they are 
low and negated when they are high. 


OxOF Hexadecimal numbers 
Ob0011 Binary numbers 
REG[FIELD] Abbreviations or acronyms for registers are shown in uppercase text. 


Specific bit fields or ranges are shown in brackets. 


Bold font (field name)Entries in boldface must be initialized by the user. 
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Acronyms and Abbreviations 


Table 1 contains acronyms and abbreviations that are used in this document. 


Table i. Acronyms and Abbreviated Terms 


eee 
ee 
[sd Bs eremns 
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Chapter 1 
Overview 


This chapter gives an overview of the QMC protocol including some example applications. 


1.1 The QMC (QUICC Multichannel Controller) 


The QMC protocol emulates up to 64 logical channels within one SCC (serial 
communication controller) using the same time-division-multiplexed (TDM) physical 
interface. This multichannel protocol is implemented using the CPM ROM space and 
additional hardware; it is not a downloadable microcode. 


The standard QUICC family members (MC68360!, MPC8607, etc.) work in TDM 
applications but can only support one logical channel per SCC. The parts currently 
supporting the QMC protocol are a superset to the following devices: 


* MC68MH360 is a superset of the MC68EN360° 
¢ MPC860MH is a superset of the MPC860EN 
e MPC860DH is a superset of the MPC860DE 


The QMC parts are pin-compatible with their respective family members. With minor 
adjustments, they can be used in identical applications such as primary rate ISDN support. 


1.2 Introduction 


Ideal for E1/T1 applications, the QMC protocol can multiplex any 64-channel combination 
of subgroups to one TDM interface. 


Each of the channels can be separately programmed either to perform HDLC formatting/ 
deformatting or to act as a transparent channel. 


Both of the SI serial interfaces (for example, TDM, or TDM,) can be dedicated to the QMC 
protocol. The SI transfers the whole frame to an scct. Using the CPM RISC, the SCC 


'MC68360 is trademarked as the QUICC. 

*MPC860 is trademarked as the PowerQUICC. 

>On the MC68MH360, protocol support for Centronics and BISYNC have been removed to create space for 
the QMC microcode. 

“This is the normal operating mode; however, it is possible to split the TDM stream over several SCCs. 


aaa aes ec nna abc RC EES USE II NSS SCE OCI EN I ER SS SOE ORR ELBE a 


MOTOROLA Chapter 1.Overview 1-1 








works transparently, not participating in any QMC protocol functions. The SCC only 
performs the parallel-to-serial conversion and adds elasticity through its FIFO memory. The 
CPM, with its special enhanced microcode and additional dedicated hardware for framing 
and masking support, does all of the protocol processing for each of the 64 channels. Note 
that it is executed without intervention from the on-board CPU. Figure 1-1 illustrates the 
QMC’s multichannel capability. Note that each SCC can support up to 64 channels from 
the TDM; however, there are limitations depending on the device used. This is summarized 
in Section 1.3, “QMC Features.” 


Each SCC can work in QMC mode, either alone or together in any combination. The larger 
FIFO of SCC1 yields the best performance and is therefore recommended for QMC 
operation. One TDM connection can be routed to one or more SCCs operating in QMC 
mode, with each SCC operating on different time slots. It is possible to use both TDMs for 
QMC with combined routing to one SCC or to separate SCCs. When using two TDMs 
connected to one SCC, restrictions such as using common clocks and sync inputs apply; it 
is also important to avoid collisions by separating the serial interface (SI) routing. 


| | | | 
| | | | 
ed Ee td ood bed bead 









Serial Interface 


Figure 1-1. QMC Channel Addressing Capability 
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1.3 QMC Features 
¢ MC68MH360-specific features 
— Up to 32 independent communication channels 
— Arbitrary mapping of any of 0-31 channels to any of 0-31 TDM time slot 


— Can support arbitrary mapping of any of 0-31 channels to any of 0-63 TDM time 
slots in case of common Rx and Tx mapping 


— Up to three additional HDLC 64-Kbps channels at 25-MHz system clock 
— Simultaneous Ethernet support at 33-MHz system clock 
— Up to 64 DMA channels with linear buffer array 
¢ MPC860MH/DH-specific features 
— Up to 64 independent communication channels 
— Arbitrary mapping of any of 0-63 channels to any of 0-63 TDM time slots 


— Supports arbitrary mapping of any of 0-63 channels to any of 0-127 TDM time 
slots in case of common Rx and Tx mapping 


— Two simultaneous 32-channel E1 links at 50-MHz system clock 
— Upto 128 DMA channels with linear buffer array 
¢ Common features 
— Independent mapping for receive/transmit 
— Supports either transparent or HDLC protocols for each channel 
— Interrupt circular buffer with programmable size and overflow identification 
— Global loop mode 
— Individual channel loop mode through the SI 
— Programmable frame length (via SI) 
e Serial interface 


— Serial-multiplexed (full duplex) input/output 2048-, 1544-, or 1536-Kbps PCM 
highways 


— Compatible with T1/DS1 24-channel and CEPT E1 32-channel PCM highway, 
ISDN basic rate, ISDN primary rate and user-defined 


— Subchanneling on each time slot 
— Allows independent transmit and receive routing, frame syncs, and clocking 


— Concatenation of any, not necessarily consecutive, time slots to channels 
independently for receive/transmit 


— Supports HO, H11, and H12 ISDN channels 


— Allows dynamic allocation of channels 
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e System interface 
— On-chip bus arbitration for serial DMAs with no performance penalty 


— Efficient bus usage (no bus usage for nonactive channels and active channels that 
have nothing to transmit) 


— Efficient control of the interrupts to the CPU 
— Supports external buffer descriptors table 


— Uses on-chip enlarged dual-ported RAM for parameter storage 


1.4 The Time Slot Assigner and the QMC 


The time slot assigner (TSA) in the MH devices is no different from the other versions. This 
section discusses the new possibilities when using the TSA in combination with the QMC. 


The QMC protocol can be executed in nonmultiplexed serial interface (NMSI) mode, but 
the usual operating mode takes advantage of the programmable time slot assigner,. 


A frame synchronization pulse alerts the time slot assigner to start counting clock pulses. 
The user programs what bits are routed to the different internal serial channels. The TSA is 
an intelligent multiplexer that restarts its sequence on every frame synchronization pulse. 


External strobe signals allow other devices that do not have built-in time slot assigner 
functions to participate in the TDM interface. This is very useful when interfacing to the 
MC68302 or other telecommunication devices like codecs. 


The time slot assigner is not limited to standard TDM lines. It is a flexible, programmable 
device that allows the user to route any combination of bits and bytes to any channel. For 
example, the user can transmit 3 bits from SCC2, skip 12 bytes, and then transmit another 
17 bits from SCC1. This routing must be programmed into the TSA memory. The 
complexity of the routing is limited only by the number of program entries in the TSA. 


Ideal for TDM bridging applications, the MC68MH360 and MPC860MH have two 
independent time slot assigners and physical interfaces. A complete set of independent 
receive and transmit clock signals, as well as independent synchronization signals, are 
available for each TDM. 


1.5 The Serial Interface (Sl) 


Functions such as frame synchronization, loopback, echo, and inverted signals are 
performed in the serial interface and cannot be achieved in NMSI mode. It 1s recommended 
to use the serial interface even if only one SCC is used for the TDM bus. 
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1.5.1 Synchronization 


Independent receive and transmit clocks and frame synchronization signals control the data 
transfer. In NMSI operation, synchronization occurs only once to initiate a transfer using 
the CD (receive) and CTS (transmit) signals in pulse mode. If any noise corrupts either 
signal, the QMC will be out of synchronization until the whole protocol is restarted. 


In contrast, the more robust SI performs a synchronization on each frame, limiting the 
damage from noise error on the clock or synchronization lines. Noisy channels can be 
restarted individually without interrupting other channels. For more details about possible 
errors in the TDM intertace, see Section 1.8, “SI RAM Errors.” 


1.5.2 Loopback Mode 


The loopback from a transmitter to a receiver 1s implemented on a per channel basis for 
every logical channel. A common transmit and receive clock as well as a common frame 
synchronization pulse must be provided for loopback mode to work. The loopback is done 
on a fixed time slot, meaning that if one logical channel transmits on time slot 17, the 
loopback occurs through time slot 17 also, whether it is same logical channel or not that 
receives the incoming data. The reason for this restriction is that no buffering is performed 
after a channel is processed by the transmitter, or before it reaches the receiver. 


Previously reserved, bit 15 of each entry in the SI-RAM is now the loopback bit controlling 
the loopback for the corresponding time slot. It is important to have each individual time 
slot as an entry in the SI-RAM for proper loopback on each individual channel. 


1.5.3 Echo Mode 


The SI can be programmed to echo incoming data. In this mode, the complete TDM link is 
retransmitted from the incoming LIRXDx to the LITXDx pin on a bit-by-bit basis. The 
receiver section of the selected SCC can operate normally and also receive the incoming bit 
stream. This is also known as global echo mode on the whole link. Individual time slot echo 
is not possible with QMC without software intervention. 


1.5.4 Inverted Signals 


For each SCC, the DPLL can be used to invert the bitstream of the transmitter before the 
signal reaches the pin. This is not a bit-order inversion, but a logical level inversion. The 
DPLL can also invert the incoming data before it is forwarded to the receiver section. A 
logical inversion on a per channel basis is not possible in the QMC without external 
hardware. To invert a specific channel, the SI can be programmed to send a strobe signal at 
the channel’s corresponding time slot, assuming the SCC 1s operating in QMC mode. This 
strobe can then be connected to an external XOR gate to perform the inversion. 
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1.6 QMC Serial Routing and Example Applications 


The QMC protocol provides multiple logical channels from a single SCC. The SCC 
channel dedicated to operate the QMC protocol should have all the relevant bits or time 
slots routed to it. Individual logical channels are selected by a combination of signals routed 
through the TDM and tables within the QMC protocol. Contrasting a non-QMC example 
application with QMC implementations highlights benefits of the multichannel protocol. 


Figure 1-2 shows an Ethernet-to-BRI bridge using an MC68EN360, a non-QMC device. 
The configuration shows the Ethernet routed via an NMSI interface to SCC1. The ISDN 
BRI is routed via the TSA over an IDL2! interface to SCC2-SCC4 for the 2B + D (B1, B2, 
and D) channels. The first byte of the frame (B1) is routed to SCC2, the second byte (B2) 
to SCC3, and then the next two bits (the D channel) to SCC4. In this example, SMC2 is 
used to connect to a PC over RS232. The internal routing 1s illustrated in Figure 1-3. Note 
that three SCCs are required to implement the ISDN BRI. This uses all the MC68EN360’s 
serial channels without efficient use of the CPM bandwidth. 






MC68EN360 
TSA 








Ethernet To LAN 


4-Wire 
ISDN 
Line 


MC68160 







MC145574 


Figure 1-2. Ethernet-to-BRI Bridge Using MC68EN360 


‘The IDL2 interface is a full duplex ISDN interface used to interface to a physical layer device, such as the 
Motorola ISDN S/T transceiver MC145474. 
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SCC1 scC2 | SCC3 | SCC4 | SMC1 | SMC2 


BRI ISDN 


Ethernet UART 





Figure 1-3. Internal Routing for Ethernet-to-BRI Bridge Using MC68EN360 


The following example shows how an MC68MH360 can implement the BRI using only one 
SCC, leaving SCC3 and SCC4 available to run other protocols such as frame relay over 
HDLC and another Ethernet link, on SCC1, to the LAN. The QMC protocol allows all three 
channels B1, B2, and D to be routed to SCC2 using the TSA. The first byte (B1) 1s routed 
to logical channel 1, the second byte (B2) to logical channel 2, and the third byte to logical 
channel 3, of which only the first 2 bits represent the D channel as illustrated in Figure 1-4 
and Figure 1-5. This routing is defined in the QMC time slot assignment tables. The first 
advantage of the QMC protocol is that it releases SCCs to run other protocols. The second 
advantage is highlighted in the next example. 
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MC68MH360 
TSA 














Ethernet To LAN 


= ra 
ISDN 
To PC 
Figure 1-4. Ethernet-to-BRI Bridge Using MC68MH360 
a Memory 
E ET U 
SCC1 SCC2 SCC3 | SCC4 | SMC1 SMC2 
UART 
Ethernet 


BRI ISDN 


Figure 1-5. Internal Routing for Ethernet-to-BRI Bridge Using MC68MH360 


Figure 1-6 and Figure 1-7 show how to build a PRI ISDN-to-Ethernet bridge using an 
MPC860MH. SCC1 is used for the Ethernet channel. SCC2 is configured for QMC mode 
in which each of the 30 B channels and the D channel are routed to separate logical 
channels. The true advantage of the QMC protocol 1s the ability to route multiple channels 
to asingle SCC. 
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Figure 1-6. Ethernet-to-PRI Bridge Using MPC860MH 
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Figure 1-7. Internal Routing for Ethernet-to-PRI Bridge Using MPC860 
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1.7 SCC Changes on the Fly 


Changes can be made on the fly in the QMC routing tables, but changes made in the SI 
RAM require the link to be disconnected. If the connection is maintained during changes, 
synchronization and routing errors are likely to happen in the current frame. A workaround 
uses a shadow RAM routing table. The shadow table can hold alternative routing 
information to be switched in at the appropriate time slot boundary. The drawback to this 
method is that the number of entries in the SI RAM is reduced by half. But since the routing 
tables in the QMC protocol are being changed anyway, the recommended solution is to 
have all relevant time slots routed to the SCC. 


The SI RAM also gives the user the capability to multiplex other channels to and from a 
TDM if not all time slots are used by the QMC. A third option is to have several external 
devices multiplexed. Use the open collector mode if several QUICCs or PowerQUICCs are 
connected together for subchanneling applications. 


1.8 SI RAM Errors 


The following three types of errors are identified: 


e Data bit error 
¢ Clock pulse error 
e Synchronization pulse error 


Errors in frame-based protocols are easy to detect by the protocol controller. An error in an 
HDLC channel ts detected at the end of a frame when a buffer is closed and all status bits 
are reported in the buffer descriptor (BD). The error type for bit errors is normally CRC 
errors. For errors occurring in the SI (noise on clock or synchronization pulses), the error 
may also be of type frame-length-violation or non-octet-aligned. See Chapter 5, “Buffer 
Descriptors,” for more information. This section covers the type of errors reported through 
the buffer descriptors. For transparent channels, the error detection mechanism 1s left to the 
user in higher-level software. Most transparent channels, such as voice carriers, are tolerant 
of errors. Frame-based channels, on the other hand, require error detection since they often 
rely on critical control messages. 


The number of clocks that occur between sync pulses is given in the SIRAM programming. 
The clock-counting state machine expects a new sync pulse after the end of each frame. The 
following paragraphs discuss the different error cases and describe the counter state and the 
frame delay before synchronization is resumed. 


A clock pulse error occurs if other than exactly one clock pulse is detected by the SI RAM 
in a given frame. In this error case, since the SI RAM bases its routing on counting clock 
pulses, the now corrupted signal routing affects all channels. The SI RAM expects another 
sync pulse when it reaches the last entry of the frame. 
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If a clock pulse is missing in a given frame N, the counter will fail to reach its end state 
before the next sync pulse (N+1) arrives, causing that sync pulse to be ignored. When the 
counter finally reaches its end state, it waits for the next sync pulse (N+2) before resetting. 
Correct routing is thus resumed in frame (N+2). In the case of an extra clock pulse, the 
counter reaches its end state too early and resumes synchronized routing upon detecting the 
next sync pulse (N+1). 


Synchronization pulse errors are similar to clock pulse errors. If the frame pulse comes too 
late, this is similar to having missed a clock pulse in the last time slot. If the frame pulse is 
too early, it is similar to having one additional clock pulse. 


1.9 E1/T1 Frame Description 


The primary rate ISDN connections offer a cost-effective, high-speed interface. The 
physical connections in North America offer 24 connections over a T1 interface; in Europe 
an El (or CEPT) connection gives 32 connections of 64 Kbps each with a time-division- 
multiplexed architecture. 


Time-division-multiplexing (TDM) allows several communication channels to share the 
same physical media. The data stream of each channel is divided into a number of 
subpackages. Each channel is then assigned a subdivision of the TDM line called a time 
slot. This time slot is repeated over time in a regular pattern. A concatenation of the 
channels’ subpackages comprises a frame. The frequency of frame repetition depends on 
the particular communication interface. Two examples—the T1 line used in North America 
and the El interface used in Europe illustrate TDM. 


For both El and T1, the frames must be repeated at a frequency of 8 KHz, or every 125 Ls. 
In many applications the required channel speed is 64 Kbps. For example, almost all voice 
channels use 8-KHz sampling with 8-bit resolution. Each channel in a T1 or El interface 
occupies 8 bits per time slot. The T1 interface multiplexes 24 channels, requiring 24 time 
slots per frame. In addition to the channels’ bits, one more bit, for frame signaling and 
synchronization, is added to create a frame totaling 193 bits. The resulting T1 physical 
interface is thus 1.544 Mbps (8 KHz * 193 bits). The El frame consists of multiplexing 
32 channels resulting in a speed of 2.048 Mbps (8 KHz * 256 bits). These two frames are 
illustrated in Figure 1-8. 
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Frame Structure for E1 2.048 Mbps 
256 Bits/125 us 
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raming (TSO) Signaling (TS16) 


FRAME STRUCTURE FOR T1 1.544 MBPS 
193 BITS/125 us 





; Framing Bit 193 


Figure 1-8. Frame Structures for E1/CEPT and T1 TDM Interfaces 


For any station to receive and transmit on a TDM line, it is necessary for it to determine the 
correct time slot boundary. The service provider or the PTT provides a 4-wire interface with 
a continuous bit stream coming down the line. The T1 and El have information embedded 
in the data stream that delineates frames. The bit pattern in position 193 in T1 over a period 
of several frames establishes a synchronization pattern. A station may have the capability 
to search for this pattern and thus find the correct time for frame synchronization. In a 
similar way, time slots 0 and 16 are reserved not only for synchronization but also for 
signaling in the E1 interface. 


Depending on its capability, a node can either extract this synchronization information or 
it can be supported by framer and time slot assigner devices. 
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A framer device will retrieve the 8- KHz frame synchronization pulses and clock signals for 
both transmit and receive sections. A time slot assigner will use these signals as inputs to 
generate pulses or envelope signals for individual bit patterns, 1.e., strobe signals for devices 
without time slot assignment capability such as the MC68302, a first-generation 
communication processor. 


For a backplane type of design without a synchronization to a network, the QMC devices 
are capable of generating all necessary bus signals from their timers and baud-rate 
generators. This design type is illustrated for a QUICC32 in Figure 1-9. 


RX and TX clocks and frame synchronization 


Line I/F unit 
for E1/T1 








i scien 


E1—DS2151Q | Rx 
Ue cE it 
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System functions 


Figure 1-9. MC68MH360 Connection to a TDM Bus 
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Chapter 2 
QMC Memory Organization 


This section describes the operation specific to the QMC protocol. When not running the 
QMC protocol, SCCs operate as described in the MC68360 and MPC860 user’s manuals. 


Figure 2-1 shows the dual-ported RAM structure for the MC68MH360 and _ the 
MPC860MH. The MC68MH360 and the MPC860MH have similar functionality but are 
organized in a different manner. 
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Figure 2-1. MC68MH360 and MPC860MH Internal Memory Structures 
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2.1.1 Dual-Ported RAM Base 


The MC68MH360’s internal memory is mapped into an 8-Kbyte block of memory, and the 
starting address is dictated by the DPRBASE programmed in the MBAR register. For more 
detail on the QUICC internal memory structure, see Section 3 of MC68360 Quad 
Integrated Communications Controller User’s Manual. The MPC860MH has its internal 
memory mapped into a 16-Kbyte block of memory. The ISB programmed in the IMMR 
register determines the starting address of this memory block. For more information on the 
PowerQUICC internal memory structure, see Section 3 of MPC860 PowerQUICC User’s 
Manual. All internal registers are addressed as offsets within the dual-ported RAM; 
therefore, all pointers are relative to this base address. 


2.1.2 SCC Base and Global Multichannel Parameters 


The SCC base points to the start of the parameter RAM for each of the SCCs at 256-byte 
intervals. On the MC68MH360, each SCC has 192 bytes of parameter RAM; each SCC on 
the MPC860MH has 256 bytes. When the QMC protocol is enabled on an SCC, its 
parameter RAM is used to store the global multichannel parameters for all the logical 
channels. This area contains parameters and pointers that are common to all channels. 


NOTE 


As the QMC requires OxAF bytes of parameter RAM for its 
global multichannel parameters, this may cause conflict with 
other CPM functionality. For example, when using the 


MPC860MH with SCC1 in QMC mode, I7C is unavailable. 


2.1.3 TSATRx/TSATTx Pointers and Time Slot Assignment Table 


The time slot assignment table pointers are within the global multichannel parameters. 
There are two pointers—Tx_S_PTR for transmit and Rx_S_PTR for receive. The 
Rx_S_PTR is normally set to SCC Base + 20; this is the normal location of the receive time 
slot assignment table. The Tx_S_PTR is normally set to SCC Base + 60; this is the normal 
location of the transmit time slot assignment table. However, if the receiver and the 
transmitter have the same mapping for the logical channels, Tx_S_PTR can point to SCC 
base + 20 so that Rx and Tx have a common time slot assignment table. Note that if a single 
TDM channel is routed to more than one SCC, they may also use just one time slot 
assignment table for all SCCs. See Section 2.3, “Multiple SCC Assignment Tables,” for 
more information. The time slot assignment table holds one 32-bit entry for each time slot. 
It has options for subchanneling, a valid bit, and a logical channel pointer. For 64-channel 
support there is only space for one table; therefore, common Rx and Tx parameters will 
need to be used unless one of the TSA tables can be accommodated elsewhere in memory, 
such as in the parameter RAM area of another SCC. Associated with the Rx/Tx_S_PTR are 
the Rx/TxPTR pointers that are maintained by the CPM and point to the current time slot. 


MOTOROLA Chapter 2. QMC Memory Organization 2-3 


2.1.4 TSATRx/TSATTx Channel Pointers 


The channel pointers are 12-bit pointers to the channel-specific parameters in the internal 
dual-ported RAM. These should not be confused with TSATRx/TSATTx pointers as 
described in Section 2.1.3, “TSATRx/TSATTx Pointers and Time Slot Assignment Table.” 
The 6 most-significant bits of the address are taken from the time slot assignment table. For 
the MH360, the most-significant bit must be zero as the addressing range is only 2 Kbytes. 
The 6 least-significant bits are zero, mapping out a 64-byte area for each of the channel- 
specific parameters. The channel-specific parameters are common for Rx and Tx. For 32- 
channel support, 2 Kbytes of dual-ported RAM is required (32 * 64), and for 64-channel 
support, 4 Kbytes of dual-ported RAM is required (64 * 64). In most cases, time slot 0 
channel pointer will address the base of dual-ported RAM for logical channel 0, and time 
slot 1 channel pointer would address the base of dual-ported RAM + 4 for logical channel 1. 
In Figure 2-2, time slot 5 channel pointer addresses logical channel 5, requiring the channel 
pointer being set to Ob000101. 


NOTE 


It is possible to concatenate multiple time slots to one logical 
channel. This is achieved by setting the channel pointers of the 
grouped time slots to the same logical channel. 


2.1.5 Logical Channel TBASE and RBASE 


TBASE and RBASE are within the channel-specific parameters. TBASE is the Tx buffer 
descriptor base address, and RBASE is the Rx buffer descriptor base address. These 16-bit 
offsets from MCBASE point to individual logical channel’s buffer descriptors located 
within the buffer descriptor table. Note that there are individual TBASE and RBASE values 
for each logical channel. 


2.1.6 MCBASE 


MCBASE is located in the global multichannel parameters. Each SCC has a unique 
MCBASE value pointing to the base of the SCC’s buffer descriptor table in external 
memory. For example, the address of logical channel five’s Tx buffer descriptor table is 
MCBASE + logical channel five TBASE. 


2.1.7 Buffer Descriptor Table 


A buffer descriptor table for each SCC is located in a 64-Kbyte area of external memory. 
This block size is determined by the TBASE and RBASE addressing range. The memory 
segment must be long-word-aligned but can start anywhere in memory. Each SCC has a 
maximum of 16,384 (64 Kbytes memory + 4-byte pointers) buffers. For a 32-channel 
implementation, each logical channel has a maximum of 256 (16,384 / (32 * 2)) buffers for 
receive and 256 buffers for transmit. For each logical channel, there is a circular queue with 
programmable start address and length. 
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2.1.8 Data Buffer Pointer 


As with the standard CPM protocols, the data buffer is addressed by a 32-bit pointer within 
the buffer descriptor. This addresses the data received or transmitted from external memory. 


2.1.9 Data Buffer 


The data buffers in external memory can hold up to 64 Kbytes of data as determined by the 
data length in the buffer descriptor. 


2.2 Global Multichannel Parameters 


The global multichannel parameters reside in the SCC’s parameter RAM page and are 
common to all logical channels. 


The largest portion of the global area is the time slot assigner tables for the receiver and 
transmitter section of the SCC. For 32-channel support, there is one table for Tx and one 
for Rx within the parameter RAM. If the connection 1s split over multiple SCCs, this table 
only needs to be present once for multiple SCCs operating in QMC mode. See Section 2.3, 
“Multiple SCC Assignment Tables,’ for more information. For 64-channel support there is 
only space for one table; therefore common Rx and Tx parameters will need to be used 
unless one of the TSA tables can be accommodated elsewhere in memory, such as in the 
parameter RAM area of another SCC. 


The dual-ported RAM is used for the channel-specific area for all SCCs. It is important that 
individual time slots are mapped to only one SCC, and that individual logical channels are 
separated to avoid contention. 


Table 2-1 lists the global parameters. Note that the boldfaced parameters must be initialized 
by the user. See Chapter 6, “QMC Initialization,” for more information. 


Table 2-1. Global Multichannel Parameters 


Offset 
re wet Description 
Sscc (Bits) 
Base 
MCBASE 32 Multichannel base pointer—This host-initialized parameter points to the starting 
address of the 64-Kbyte buffer descriptor table in external memory. The 
| MCBASE is used with the TBASE and RBASE registers in the channel-specific 
parameters. 


04 QMCSTATE | 16 Multichannel controller state (initialize to Ox8000)—Internal QMC state machine 
value used by RISC processor for global state definition. 
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Table 2-1. Global Multichannel Parameters (Continued) 


Width _ 
(Bits) Description 
16 


Maximum receive buffer length—This host-initialized entry defines the 
maximum number of bytes written to a receive buffer before moving to the next 
buffer for this channel. This parameter is only valid in HDLC mode. 

The buffer area allocated in memory for each buffer is MRBLR + 4. The QMC 
adds another long word if non-octet-aligned frames are received in HDLC 
operation. The non-octet information is written only to the last buffer of a frame, 
but it can happen in any buffer. See Section 5.1, “Receive Buffer Descriptor,” for 
more information. 

As the QMC works on long-word alignment, MRBLR value should be a multiple 
of 4 bytes. 





MRBLR 







Tx_S_ PTR Tx time slot assignment table pointer (GCC base + 60 in normal mode; SCC 
base + 20 for common Rx & Tx time slot assignment tables)—This global QMC 
parameter defines the start value of the TSATTx table. The TSATTx table in the 
global multichannel parameter listing starts by default at SCC base + 60. 
Tx_S_PTR lets the user move the starting address of this table. If the same 
routing and masking are used for the transmitter and receiver, the tables can be 
overlaid, so Tx_S_PTR can point to SCC base + 20. This parameter is an offset 
from DPRBASE. This table must be present only once per SCC global area. 
Other SCCs can access this location. 


(oe) 
> 


pare — © 

Q) 
GO ioe) ‘neanhs a © —s 
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RxPTR Rx pointer (initialize to SCC base + 20)—This global QMC parameter is a RISC 
variable that points to the current receiver time slot. The host must initialize this 
pointer to the starting location of TSATRx. The RISC processor increments this 


pointer whenever it completes the processing of a received time slot. 


GRFTHR Global receive frame threshold—Used to reduce interrupt overhead when many | 
short HDLC frames arrive, each causing an RXF interrupt. GRFTHR can be set | 


to limit the frequency of interrupts. Note that the RXF event is written to the 


interrupt table on each received frame, but GINT is set only when the number of 
RXF events (by all channels) reaches the GRFTHR value. GRFTHR can be 
changed on the fly. For information about exception handling, see Chapter 4, 
“QMC Exceptions.” 


GRFCNT 


—_ 


Global receive frame count (initialized GRFCNT = GRFTHR)—A down-counter 
used to implement the GRFTHR feature. GRFCNT decrements for each frame 
received. No other receiver interrupts affect this counter. The counter value is 
set to the threshold during initialization. GRFCNT is automatically reset to the 
GRFTHR value by the CPM after a global interrupt. 


-) 


INTBASE Multichannel interrupt base address (host-initialized)—This pointer contains the 
starting address of the interrupt circular queue in external memory. Each entry 
contains information about an interrupt request that has been generated by the 
QMC to the host. Each SCC operating in QMC mode has its own interrupt table 
in external memory. 


See Chapter 4, “QMC Exceptions.” 


aN 


INTPTR Multichannel interrupt pointer (host-initialized)—This global parameter holds the 
address of the next QMC interrupt entry in the circular interrupt table. The RISC 
processor writes the next interrupt information to this entry when an exception 
occurs. The host must copy the value of INTBASE to INTPTR before enabling 


interrupts. 
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Table 2-1. Global Multichannel Parameters (Continued) 


=p — 


Rx_S PTR Rx time-slot assignment table pointer (default = SCC base + 20 in normal 
mode)—This global QMC parameter defines the start value of the TSATRx 
table, which must be present only once per SCC global area. Other SCCs may 


access this location. 


| TxPTR TxPTR (initialize to SCC Base + 60)—jThis giobai parameter is a RISC variable 
that points to the current transmitter time slot. The host must initialize it to the 
starting location of TSATTx. The RISC processor increments this pointer 


whenever it completes the processing of a transmitter time slot. 


C_MASK32 CRC constant (OxDEBB20E3)—Redquired to calculate 32-bit CRC-CCITT. 
C_MASK322 is written by the host during QMC initialization. It is used for 32-bit 
CRC-CCITT calculation if HDLC mode of operation is chosen for a selected 
channel. (This is a programmable option. For each HDLC channel, one of two 
CRCs can be chosen, as programmed in CHAMR.) For more information, see 


Section 2.4.1, “Channel-Specific HDLC Parameters,” and Table 2-5. This entry 
must have a correct value if at least one HDLC channel is used; otherwise, it 
can be cleared (0). 


TSATRx Time slot assignment table Rx—Host-initialized, 16-bit-wide table with 32 
Entries | entries that define mapping of logical channels to time slots for the QMC 
x 16 receiver. The QMC protocol looks at chunks of 8 bits regardless of whether they 
come from one physical time slot of the TDM or whatever other combination of 
bits the TSA transfers to the SCC. These 8 bits are referred to as a time slot in 


the assignment table. It is recommended but not required to route all bits from 
the TDM to the SCC and to do all enabling and masking in the time-siot 
assignment table. See Figure 2-3. 


TSATTx 32 Time slot assignment table Tx—Maps a specific logical channel to each 
Entries | physical time slot. Time slot assignment table Tx is a host-initialized, 16-bit table 
x 16 with 32 entries that define the mapping of channels to time slots for the QMC 
transmitter. The QMC protocol looks at chunks of 8 bits regardless if they go to 
one physical time slot of the TDM or whatever other combination of bits are 
transferred from the SCC to the TDM through the TSA. These 8 bits are referred 


to as a time slot in the assignment table. It is recommended but not required to 
route all bits from the TDM to the SCC and to do all enabling and masking in the 
time slot assignment table. See Figure 2-3. 


C_MASK16 CRC constant (OxFOB8)—Redquired to calculate 16-bit CRC-CCITT. This 
constant is written by the host during QMC initialization. It is used for 16-bit 
CRC-CCITT calculation if HDLC mode of operation is chosen for a selected 
channel. (This is a programmable option. For each HDLC channel, one of two 
CRCs can be chosen, as programmed in CHAMR.) For more information, see 


Section 2.4.1, “Channel-Specific HDLC Parameters,” and Table 2-5. This entry 
must have a correct value if at least one HDLC channel is used; otherwise, it 
can be cleared (0). 


Temporary receive buffer address 
Temporary cyclic redundancy check 


TEMP_RBA 
TEMP_CRC 
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NOTE 


The area between SCC base + 20 and SCC base + 9F is 
normally used for TSA tables. The mapping above is ideal for 
32-channel support. The exact mapping of the TSA tables is 
determined by the programming of Rx_S_PTR and 
Tx_S_PTR, and is not fixed. For 64-channel support it is 
suggested to use common Rx and Tx parameters. The TSA 
table will be common and have 64 entries starting at SCC base 
+ 20; see Figure 2-4. Alternatively, another SCC’s parameter 
RAM may be used, as determined by Rx_S_PTR and 
Tx_S_PTR; see Figure 2-6 for more information. However 
implemented, the TSA tables may reside anywhere in internal 
memory. 


Figure 2-3 shows a general time slot assignment table for 32 16-bit time slots. The fields 
will be used to either transmit or receive channels. 


Time Slot 0 Mask(2:7) 


Time Slot 1 Mask(2:7 


) 
) 


Mask(2:7 


32 xX 16 


Mask(0:1) Channel Pointer Mask(2:7) 
Mask(0:1) Channel Pointer Mask(2:7) 
Time Slot 30 Mask(0:1) Channel Pointer Mask(2:7) 


Time Slot 31 





Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 2-3. Time Slot Assignment Table 
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Table 2-2 describes the fields in the time slot assignment table for receive. 


Table 2-2. Time Slot Assignment Table Entry Fields for Receive Section 


es 


Valid bit—The valid bit indicates whether this time slot is valid. 

0 The data in this 8-bit time slot is totally ignored and not written to any buffer. 

1 The data in this 8-bit time slot is valid and written to the current buffer, pointed to by the channel 
pointer entry, after protocol processing (e.g. zero deletion in HDLC). Individual bits can be 

masked out as described later. 












Wrap bit—Identifies the last entry in TSATRx. 

0 This is not the last time slot in the frame. 

1 The RISC processor wraps around and handles time slot 0 or the first 8 bits transferred from the 
TSA in the next request. The next request is identified by a frame synchronization pulse. 










This 6-bit field of the TSATRx entry identifies the data channel routed to this time slot. The actual 
channel pointer is 12 bits long, and contains the starting address of the channel-specific parameter 
area (address of RBASE). The 6 most-significant bits are taken from the TSATRx channel pointer 
field, and the 6 least-significant bits are always internally set to zero. For the MH360, the most- 
significant bit must be set to zero, as the addressing range is 2 Kbytes. 


Rx channel 
pointer 









Mask bits—These 8 bits identify the valid bits in this time slot for subchanneling support. For 8-bit 
resolution, all mask bits should be set to 1. Any unmasked bit (1) is processed in the receiver for a 

valid time slot. Any masked bit (0) is ignored by the receiver for a valid channel and no bit counter is 
affected. 






Table 2-3 describes the fields in the time slot assignment table for transmit. 


Table 2-3. Time Slot Assignment Table Entry Fields for Transmit Section 
Description 


Valid bit—The valid bit indicates whether this time slot is valid. 

0 Logic 1 is transmitted. If the Tx signal of the TDM interface is programmed to be an open drain 
output (port B programming), other devices can transmit on nonvalid time slots. 

1 Data is transmitted from its associated buffer in combination with the mask bit settings. 


Wrap bit—The wrap bit identifies the last entry in TSATTx. 
0 This is not the last time slot in the frame. 
1 The RISC processor wraps around and handles time siot 0 or the first 8 bits of data in the SCC in 


the next request. The next request is identified by a frame synchronization pulse. 


Tx channel | This 6-bit field of the TSATTx entry identifies the data channel routed to this time slot. The actual 

pointer channel pointer is 12 bits long, and contains the starting address of the channel-specific parameter 
area (address of TBASE). The 6 most-significant bits are taken from the TSATTx channel pointer 
field, and the 6 least-significant bits are always internally set to zero. For the MH360 the most- 
significant bit must be set to zero, as the addressing range is 2 Kbytes. 


Mask(0-7) Mask bits—lIdentifies the valid bits in this time slot for subchanneling support. For 8-bit resolution, all 
mask bits should be set to 1. For a valid channel with an unmasked bit (1), the bit position is filled 
according to the protocol. A valid channel with a masked bit (0) transmits a logic high (1). 
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If the transmitter and receiver have the same mapping then it is possible to use a common 
time slot assignment table. This is initialized by setting both Tx_S_PTR and Rx_S_PTR to 
SCC Base + 20. For 64-channel support it is suggested to use common Rx and Tx 
parameters. The time slot assignment table will then also be common and have 64 entries 
starting at SCC Base + 20; see Figure 2-4. 


a Mask(0:1) Channel Pointer Mask(2:7) 
epee, Channel Pointer Mask(2:7) 
ey fw | mony Fos) Channel Pointer Mask(2:7) 







Time Slot 0 


Time Slot 1 





64 x 16 








Mask(0:1) Channel Pointer Mask(2:7) 


V Channel Pointer Mask(2:7) 
Channel Pointer Mask(2:7) 


Mask(0:1) Channel Pointer Mask(2:7) 


Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Time Slot 62 


Time Slot 63 


Figure 2-4. Time Slot Assignment Table for 64-Channel Common Rx and Tx 
Mapping 


2.3 Multiple SCC Assignment Tables 


Assume a scenario as depicted in Figure 2-5. A 2.048-Mbps TDM link is fed directly into 
the TSA. Within the SI RAM, the even channels (byte-wide) are muxed to SCC3 and the 
odd channels are muxed to SCC2. This arrangement is used to spread the load over two 
SCCs. This effectively doubles the FIFO depth on the QMC protocol. Time slots are 
switched to alternate SCCs to avoid data bursts that may stress the FIFOs. Each SCC sees 
a continuous bitstream without any gaps as described earlier. 
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Figure 2-5. Rx Time Slot Assignment Table for 32 Channels over Two SCCs 
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Note 


It is important that multiples of bytes are routed to each SCC to 
delineate between time slots. Unused bits shall be routed to the 
SCC and be masked in the time slot assignment table. 
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In Figure 2-5, each SCC has its own pointer, Rx_S_PTR_2 and Rx_S_PTR_3, addressing 
SCC2’s time slot assignment table. This table only needs to be present once in one of the 
SCC2’s global parameter area. Rx_S_PTR_2 points to the start of the table, address SCC 
base + 20. The 16 logical channels from SCC2 are located in the first 16 entries of the table. 
The entry for logical channel 30 has the wrap bit (W) set, causing the CPM to wrap back 
to logical channel 0 on reception of the next byte routed to SCC2. Rx_S_PTR_3 addresses 
SCC base + 40, the start of the 16 entries for SCC3. The entry for logical channel 31 has 
the wrap bit (W) set, causing the CPM to wrap back to logical channel 1 on reception of the 
next byte routed to SCC3. Each entry within the table has a channel pointer to a logical 
channel. It is important that different SCCs do not point to the same logical channel. 


The TSATTx is also located in SCC2’s parameter RAM. This means that the area reserved 
for the TSA tables in SCC3’s parameter RAM is free for alternative use. 


A second scenario is depicted in Figure 2-6. A 4.096-Mbps TDM link is fed directly into 
the TSA. Again, within the SI RAM, the even channels (byte-wide) are muxed to SCC3 and 
the odd channels are muxed to SCC2. This arrangement is used to spread the load over two 
SCCs. Another reason this method may be used is to facilitate separate routing for the Rx 
and Tx logical channels. This requires two 64-entry tables that require 256 bytes, but only 
128 bytes are allocated in the parameter RAM of an SCC for time slot assignment tables. 
In this case, the Rx table is located in SCC2’s parameter RAM, and the TX table is located 
in SCC3’s parameter RAM, making most efficient use of memory. 


Changes on the fly are easily accomplished by setting or clearing the valid bit for each time 
slot. Changes to the mask bits can also be made on the fly. This does not cause any problems 
to the QMC microcode itself, but may cause protocol errors on the channel in question 
depending on when this change is done. 


It is possible to have a time slot assignment table for every SCC in its corresponding RAM 
page and have all of the TDM routed to the different SCCs. This gives the user a very 
flexible system that can be changed on the fly without disconnecting the TDM interface. In 
this case the user must ensure that no collisions occur on the transmit lines from several 
SCCs. 
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Figure 2-6. Time Slot Assignment Tables for 64 Channels over 2 SCCs 
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2.4 Channel-Specific Parameters 


The channel-specific parameters are located in the lower part of the dual-ported RAM. Each 
channel occupies 64 bytes of parameters. Physical time slots can be matched to logical 
channels in several combinations. Unused logical channels leave a hole in the channel- 
specific parameters that can be used for buffer descriptors for the other SCCs. 


The channel-specific area determines the operating mode—HDLC or transparent. Several 
entries take on different meanings depending on the protocol chosen. 


2.4.1 Channel-Specific HDLC Parameters 


Table 2-4 describes the channel-specific HDLC parameters. Boldfaced parameters must be 
initialized by the user. 


Table 2-4. Channel-Specific HDLC Parameters 


wien Description 
(Bits) P | 
TBASE Tx buffer descriptor base address—Offset of the channel’s transmit buffer 


descriptor table relative to MCBASE, host-initialized. See Figure 2-2. 
CHAMR Channel mode register. See Section 2.4.1.1, “CHAMR—Channel Mode Register 
(HDLC).” 
TSTATE 


Z =F Tx internal state —TSTATE defines the internal Tx state. 
- ald 
16 
— 















relative to MCBASE. See Table 2-1. MCBASE + TBPTR gives the address for the 
BD in use. 


Host-initialized to Ox3800_O000—FC = 8, Motorola mode for MH360. 
Host-initialized to Ox3000_O0000— AT = 0, Motorola mode for 860MH. 
Initialize before enabling the channel. See Section 2.4.1.2, “TSTATE—Tx Internal 
State (HDLC).” 
Tx internal data pointer—Points to current absolute address of channel. 
pe Tx internal byte count—Number of remaining bytes 
TUPACK (Tx Temp) Unpack 4 bytes from 1 long word 
ZISTATE Zero-insertion state (host-initialized to OxO0000_0100 for HDLC or transparent 
operation)—-Contains the previous state of the zero-insertion state machine. 
TCRC Temp transmit CRC—Temp value of CRC calculation result 
INTMSK 
BDFlags 


Tx buffer descriptor pointer (host-initialized to TBASE before enabling the channel 
Channel’s interrupt mask flags—See Section 2.4.1.3, “INTMSK—Interrupt Mask 
RBASE 







or after a fatal error before reinitializing the channel again) —Offset of current BD 
(HDLC).” 


Rx buffer descriptor offset (host-initialized)— Defines the offset of the channel’s 
receive BD table relative to MCBASE (64-Kbyte table). See Figure 2-2. 
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Table 2-4. Channel-Specific HDLC Parameters (Continued) 


Width 
(Bits) Description 


MFLR Maximum frame length register (host-initialized)—Defines the longest expectable 
frame for this channel. Its maximum value is 64 Kbytes. The remainder of a frame 
which is larger than MFLR is discarded and a flag in the last frame’s BD is set (LG). 
An interrupt request (RXF and RXB) might be generated depending on the 
interrupt mask. The frame length is considered to be everything between flags, 
including CRC. MFLR is checked every long word, but the content may be on any 


number of bytes. If MFLR is set to 5 for example, checking is done when 8 bytes 
jave been received. At this point, the SDMA transfers the long word to memory, 
and ail 8 bytes will be in the receive buffer. Also at this point the MFLR violation 
(>5) is detected and the interrupt may be generated. 

No more data will be written into this buffer when the MFLR violation is detected. 





RSTATE Rx internal state —Initialize to Ox38900_0000 FC=9, Motorola mode for MH360 or 


initialize to Ox3100 0000 AT=1, Motorola mode for 860MH. See Section 2.4.1.4, 
“RSTATE—Rx Internal State (HDLC),” for more information. 


Rx internal data pointer—Points to current address of specific channel. 


Rx buffer descriptor pointer (host-initialized to RBASE prior to operation or due to a 
fatal error)—Contains the offset from MCBASE to the current receive buffer. See 
Table 2-1. MCBASE + RBPTR gives the address for the BD in use. 


Rx internal byte count—Per Channel: Number of remaining bytes in buffer 
RPACK (Rx Temp) Packs 4 bytes to 1 long word before writing to buffer. 


ZDSTATE |} 32 Zero deletion machine state—(Host-initialized to OxO0000_0080 in HDLC mode, 
0x1800_0080 in transparent mode, prior to operation and after a fatal Rx error 
(global overrun, busy) before channel initialization.)—-Contains the previous state 
of zero deletion state machine. 
The middle 2 bytes, represented by zeros in the initialization value above, hold the 





2C — 16 





received pattern during reception. A window of 16 bits shows the history of what is 
received on this logical channel. More information is given in the application note 
section. 





RCRC Temp receive CRC—Temp value of CRC calculation result 
Max_length counter—Count length remaining 


TMP_MB Temp—Holds MIN(MAX_cnt, Rx internal byte count) 


2.4.1.1 CHAMR—Channel Mode Register (HDLC) 


The channel mode register is a word-length, host-initialized register. Figure 2-7 shows the 
channel mode register for HDLC operation. 


Notes: 1. All bits that are defined as reserved should be cleared (0). 
2. For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 2-7. CHAMR—Channel Mode Register (HDLC) 
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Table 2-5 describes the channel mode register’s fields for HDLC operation. Boldfaced 
parameters must be initialized by the user. 


2-16 


Table 2-5. CHAMR Field Descriptions (HDLC) 


Pra [ome an 


Mode—Each channel has a programmable option whether to use transparent mode or HDLC 


0 Transparent mode 
HDLC mode 


Idle mode. 

0 Idle mode is disabled. No idle patterns are transmitted between frames. After transmitting the 
NOF + 1 flags, the transmitter starts the data of the frame. If between frames and the frame 
buffer is not ready, the transmitter sends flags until it can start transmitting the data. The NOF 
shall be greater or equal to the PAD setting; see Section 5.2, “Transmit Buffer Descriptor.” If 
NOF = 0, this is identical to flag sharing in HDLC mode. For a high CPM load or with long bus 
latencies, the QMC protocol may insert additional flags. 

Idle mode enabled. At least one idle pattern is transmitted between adjacent frames. If 
between frames and the frame buffer is not ready, the transmitter sends idle characters. When 
data is ready, the NOF + 1 flags are sent followed by the data frame. 

If in IDLE mode and NOF = 1, the following sequence is transmitted: 
init value, FF, FF, flag, flag, data, 

The init value before the idle will be 1’s, in this case it is assumed the transmitter was 

uninitialized. An uninitialized SCC transmits 1s in every position. 


Enable transmit. 

0 Disable transmitter. If this bit is cleared and the channel's transmitter is routed to a certain 
time slot (within TSATTx, see Figure 2-3) the transmitter sends 1’s on this time slot. 
The transmit portion of the channel is enabled and data is sent according to protocol and to 
other control settings. 
Note that there is no ENR bit in the QMC protocol. To enable the receiver, the ZDSTATE and 
RSTATE parameters shall be set to their initial values. 


Enable polling. This bit enables the transmitter to poll the transmit buffer descriptors. 

0 The CPM does not check the ready bit (R) in the transmit buffer descriptor. 

1 The CPM checks the ready bit (R) in the transmit buffer descriptor. 

The user can use this bit to prevent unnecessary external bus cycles when checking the ready bit 
(R) in the buffer descriptor. This bit should always be set by the software at the beginning of a 
transmit sequence of one or more frames. This bit is cleared (0) by the RISC processor when no 
more buffers are ready in the transmit queue when it finds a buffer descriptor with the R bit 
cleared (0), i. e., at the end of a frame or at the end of a multiframe transmission. In order to 
prevent deadlock the software should always prepare the new BD, or multiple BDs, and set (1) 
the ready bit in the BD, before setting (1) the POL bit. 

Note that as this bit is automatically cleared by the CPM; the user should not attempt to clear this 
bit in software. 


This bit selects the type of CRC when using the HDLC channel mode. 
0 16-bit CCITT-CRC is selected for this channel. 
1 32-bit CCITT-CRC is selected. 
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Table 2-5. CHAMR Field Descriptions (HDLC) (Continued) 


ra 


12-15 Number of flags—Defines the minimum number of flags before frames. However, even if 
NOF = 0, at least one flag is transmitted before the first frame. See the description of the IDLM 


bit for more information. 





2.4.1.2 TSTATE—Tx Internal State (HDLC) 


TSTATE defines the internal transmitter state. The high byte of TSTATE defines the 
function code/address type and the Motorola/Intel bit. Bit 3 (or bit 28 for the 68360) should 
always be set to 1. Figure 2-8 shows the TSTATE register for HDLC operation. 





Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 2-8. TSTATE—Tx Internal State (HDLC) 


For the MH360, TSTATE should be host-initialized to 0x3800_0000 before enabling the 
channel—function code 8. Table 2-6 describes the TSTATE fields for the MH360 with 
boldfaced parameters to be initialized by the user. 


Table 2-6. TSTATE Field Descriptions for MH360 (HDLC) 


Motorola/Intel bit 
0 = The bus format is Intel format (little-endian). 
1 = The system bus is considered to be organized in Motorola format (big-endian). 


FC[3—0] Function code—this field contains the function code for the transmitter DMA channel for data 
buffers in external memory (transmit buffers). Function codes are needed by the memory 


controller to decode a correct memory cycle and activate the correct handshaking. 





For the 860MH, TSTATE should be host-initialized to 0x3000_0000 before enabling the 
channel—AT = 0. Note that for the 860MH, bit 4 should always be zero as only bits 5—7 
map to AT[1-—3]. Table 2-7 describes the TSTATE fields for the 860MH with boldfaced 
parameters to be initialized by the user. 
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Table 2-7. TSTATE Field Descriptions for 860MH (HDLC) 


Motorola/Intel bit 


0 = The bus format is Intel format (little-endian). 
1 = The system bus is considered to be organized in Motorola format (big-endian). 


Address type—This field contains the address type for the transmitter DMA channel for data 
buffers in external memory (transmit buffers). Address types are needed by the memory 
controller to decode a correct memory cycle and activate the correct handshaking. 





2.4.1.3 INTMSK—Interrupt Mask (HDLC) 


Each event defined in the interrupt circular queue entry maps directly to a bit in INTMSK 
as Shown in Figure 2-9. There is one mask bit for each event—NID (bit 2), IDL (bit 3), 
MRF (bit 10), UN (bit 11), RXF (bit 12), BSY (bit 13), TXB (bit 14) and RXB (bit 15). Bits 
that do not map to an event are reserved. Reserved bits must be set to zero. Refer to 
Chapter 4, “QMC Exceptions,” for more detail. 


¢ (= No interrupt request is generated and no new entry is written in the circular 
interrupt table. 


e |= Interrupts are enabled. 
This register is initialized by the host prior to operation. 


Interrupt Table Entry: 





INTMSK: 
po ee ea ee ee ee fa apts hte ais. | 
RESERVED mee T RESERVED INTERRUPT MASK BITS 
RESET: 
0 


Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 










Figure 2-9. INTMSK and Interrupt Table Entry (HDLC) 
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2.4.1.4 RSTATE—Rx Internal State (HDLC) 


Host-initialized to 0x3900_0000 before enabling the channel or after a fatal error (that 1s, 
global overrun, busy) or after a STOP Rx command. 


The high byte of RSTATE defines the function code/address type and the Motorola/Intel bit. 
Bit 3 (or bit 28 for the 68360) should always be set to 1. Figure 2-10 shows the RSTATE 
register for HDLC operation. 





0 0 i MOT FC[3-O}/ ATI1-3} 
Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 
Figure 2-10. RSTATE—Rx Internal State (HDLC) 


For the MH360, RSTATE should be host-initialized to 0x3900_0000 before enabling the 
channel—function code 9. Table 2-8 describes the RSTATE fields for the MH360 with 
boldfaced parameters to be initialized by the user. 


Table 2-8. RSTATE Field Descriptions for MH360 (HDLC) 


Motorola/Intel bit 


0 = The bus format is Intel format (little-endian). 
1 = The system bus is considered to be organized in Motorola format (big-endian). 


Function code—This field contains the function code for the transmitter DMA channel for 
data buffers in external memory (transmit buffers). Function codes are needed by the 
memory controller to decode a correct memory cycle and activate the correct handshaking. 





For the 860MH, RSTATE should be host-initialized to 0x3100_0000 before enabling the 
channel—AT = 1. Note that for the 860MH, bit 4 should always be zero as only bits 5—7 
map to AT[1—3]. Table 2-9 describes the RSTATE fields for the 860MH with boldfaced 
parameters to be initialized by the user. 
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Table 2-9. RSTATE Field Descriptions for 860MH (HDLC) 


Motorola/Intel bit 


0 = The bus format is Intel format (little-endian). 
1 = The system bus is considered to be organized in Motorola format (big-endian). 


Address type—This field contains the address type for the transmitter DMA channel for data 
buffers in external memory (transmit buffers). Address types are needed by the memory 
controller to decode a correct memory cycle and activate the correct handshaking. 





2.4.2 Channel-Specific Transparent Parameters 


Table 2-10 describes the channel-specific transparent parameters. Boldfaced parameters 
must be initialized by the user. 


Table 2-10. Channel-Specific Transparent Parameters 


Tx buffer descriptor base address—Defines the offset of the channel's transmit BD 
table relative to MCBASE, host-initialized. See Figure 2-2. 


CHAMR Channel mode register. See Section 2.4.2.1, “CHAMR—Channel Mode Register 
(Transparent Mode).” 


TSTATE Tx internal state —TSTATE defines the internal Tx state. 
Host-initialized to Ox3800_O0000-—FC = 8, Motorola mode for MH360. 
Host-initialized to Ox3000_O000—AT = 0, Motorola mode for 860MH. 
Initialize before enabling the channel. See Section 2.4.2.2, “TSTATE—Tx Internal 
State (Transparent Mode).” 


Tx internal data pointer—Points to current absolute address of channel. 


TBPTR Tx buffer descriptor pointer (host-initialized to TBASE before enabling the channel 
or after a fatal error before reinitializing the channel)—Contains the offset of 


current BD relative to MCBASE. See Table 2-1. MCBASE + TBPTR gives the 
address for the BD in use. 


co) 
m 


Tx internal byte count—Number of remaining bytes 

TUPACK (Tx temp) Unpack 4 bytes from 1 long word 

ZISTATE Zero-insertion machine state (host-initialized to OxO000_0100)—Contains the 
previous state of the zero-insertion state machine. 


INTMSK Channel’s interrupt mask flags. See Figure 2-9. 


RBASE Receive buffer descriptor base offset—Defines the offset of the channel’s 64-Kbyte 


fe) 


receive BD table relative to MCBASE. Host-initialized. See also Figure 2-2. 
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Table 2-10. Channel-Specific Transparent Parameters (Continued) 


Ed) 


a TMRBLR Z Transparent maximum receive buffer length (host-initialized entry)—Defines the 
initialize to Ox3100_0000 AT = 1, Motorola mode for 860MH. See Section 2.4.2.5, 

















Rx internal state —Initialize to Ox8900__0000 FC = 9, Motorola mode for MH360, 



































maximum number of bytes written to a receive buffer before moving to the next 
QMC works on long-word alignment. 
RSTATE 
“RSTATE—Rx Internal State (Transparent Mode),” for more information. 
2C RBPTR 16 Rx buffer descriptor pointer (host-initialized to RBASE, prior to operation or due to 
a fatal error)—Contains the offset from MCBASE to the current receive buffer. See 
Figure 2-2. MCBASE + RBPTR gives the address for the BD in use. 
ef ft Rx internal byte count—Per Channel: Number of remaining bytes in buffer 
RPACK (Rx temp)—Packs 4 bytes to 1 long word before writing to buffer. 
34 ZDSTATE | 32 Zero deletion machine state—(Host-initialized to OxO000_0080 in HDLC mode, 
(global overrun, busy) before channel initialization.) —Contains the previous state 
of the zero-deletion state machine. The middle 2 bytes, represented by zeros in the 
initialization value above, holds the received pattern during reception. A window of 
16 bits shows the history of what is received on this logical channel. 
3C TRNSYNC | 16 Transparent synchronization—In transparent mode, this register controls 
synchronization for single time slots or superchannel applications. See 
Section 2.4.2.4, “TRNSYNC—Transparent Synchronization.” 
ee_[res fe [OOCOOOCCCS 
2.4.2.1 CHAMR—Channel Mode Register (Transparent Mode) 
The channel mode register is a word-length, host-initialized register. Figure 2-11 shows the 
Ceres ee a 
Notes: 1. All bits defined as reserved are cleared (0). 


buffer for this channel. Note that this value must be a multiple of 4 bytes as the 
28 ff Rx internal data pointer—Points to current address of specific channel. 
0x1800_0080 in transparent mode, prior to operation and after a fatal Rx error 
fe [ves fe [ OCO—OCCCS 
channel mode register for transparent mode. 
2. For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 2-11. CHAMR—Channel Mode Register (Transparent Mode) 


Table 2-11 describes the channel mode register’s fields for transparent operation. Boldfaced 
parameters must be initialized by the user. 
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Table 2-11. CHAMR Bit Settings (Transparent Mode) 


Crewe [ mn 


Mode—Each channel has a programmable option whether to use transparent mode or HDLC 


QO Transparent mode 
1 HDLC mode 


Reverse data 

0 The bit order will not be reversed, transmitting/receiving the LSB of each octet first. 

1 The bit order as seen on the channels is reversed, transmitting/receiving the MSB of each 
octet first. 


Enable transmit 

0 Disable transmitter. If this bit is cleared and the channel’s transmitter is routed to a certain 
time slot (within TSATTx, see Figure 2-3) the transmitter sends 1’s on this time slot. 

1 The transmit portion of the channel is enabled and data is sent according to protocol and to 
other control settings. 


0 The first byte is put in the first available time slot or is read from the first available time slot to 
this logical channel. 
1 The synchronization algorithm according to TRANSYNC is done. 


Enable polling—Enables the transmitter to poll the transmit BDs. 

0 The CPM will not check the ready (R) bit in the transmit buffer descriptor. 

1 The CPM will go check the ready (R) bit in the transmit buffer descriptor. 

The user can use this bit to prevent unnecessary external bus cycles when checking the ready 
bit (R) in the buffer descriptor. Software should always set POL at the beginning of a transmit 
sequence of one or more frames. The RISC processor clears POL (0) when no more buffers are 
ready in the transmit queue when it finds a buffer descriptor with the R bit cleared (0), that is, at 
the end of a frame or at the end of a multiframe transmission. To prevent deadlock, software 
should prepare the new BD, or multiple BDs, and set (1) the ready (R) bit in the BD before setting 
(1) POL. 

Note that the CPM automatically clears this bit; the user should never try to clear this bit in 
software. 
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2.4.2.2 TSTATE—Tx Internal State (Transparent Mode) 


TSTATE defines the internal transmitter state. The high byte of TSTATE defines the 
function code/address type and the Motorola/Intel bit (bit 3) that should always be set to 1. 
Figure 2-12 shows the TSTATE register for transparent mode. 





Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 2-12. TSTATE—YTx Internal State (Transparent Mode) 


For the MH360, TSTATE should be host-initialized to 0x3800_O000 before enabling the 
channel—function code 8. Table 2-12 describes the TSTATE fields for the MH360 with 
boldfaced parameters to be initialized by the user. 


Table 2-12. TSTATE Field Descriptions for MH360 (Transparent Mode) 


Motorola/intel bit 
0 = The bus format is Intel format (little-endian). 
1 = The system bus is considered to be organized in Motorola format (big-endian). 


Function code—This field contains the function code for the transmitter DMA channel for data 
buffers in external memory (transmit buffers). Function codes are needed by the memory 
controller to decode a correct memory cycle and activate the correct handshaking. 





For the 860MH, TSTATE should be host-initialized to 0x3000_0000 before enabling the 
channel—AT = 0. Note that for the 860MH bit 4 should always be zero as only bits 5—7 
map to AT[1—3]. Table 2-13 describes the TSTATE fields for the 860MH with boldfaced 
parameters to be initialized by the user. 


Table 2-13. TSTATE Field Descriptions for 860MH (Transparent Mode) 


Motorola/Intel bit 
0 = The bus format is Intel format (little-endian). 
1 = The system bus is considered to be organized in Motorola format (big-endian). 


5-7 AT[1-—3] Address type—This field contains the address type for the transmitter DMA channel for data 
buffers in external memory (transmit buffers). Address types are needed by the memory 
controller to decode a correct memory cycle and activate the correct handshaking. 
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2.4.2.3 INTMSK—Interrupt Mask (Transparent Mode) 


Each event defined in the interrupt circular queue entry maps directly to a bit in INTMSK 
as Shown in Figure 2-13. There is one mask bit for each event—UN (bit 11), BSY (bit 13), 
TXB (bit 14) and RXB (bit 15). Bits that do not map to an event are reserved. Reserved bits 
must be set to zero. 


¢ (= No interrupt request is generated and no new entry is written in the circular 
interrupt table. 


e |= Interrupts are enabled. 
This register is initialized by the host before operation. 
INTERRUPT TABLE ENTRY: 
TPP PP PPP eae 
fw [es fs [| ometnnes Fs was [oy | | 
fe 


} efoto tote fedofe x 













RESERVED RESERVED RESERVED INTERRUPT MASK BITS 





Reset: 
0 0 


Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 2-13. INTMSK and Interrupt Table Entry (Transparent Mode) 
2.4.2.4 TRNSYNC—Transparent Synchronization 


In transparent mode, the TRNSYNC register controls the synchronization for single time 
slots or superchannel applications. 


Note 


This register has no meaning if the SYNC bit in the channel 
mode register (CHAMR) is cleared (0). 


When sending a transparent message over several time slots, it is necessary to know in 
which time slot the first byte of data appears. 


The TRNSYNC word-length register is divided into two parts with the high byte 
controlling the first received time slot and the low byte controlling the transmitter 
synchronization. 





2-24 QMC Supplement MOTOROLA 


Take the example of a superchannel of several time slots: 
TSn, TSn +1, TSn+ 2....... TSn + xX 


The algorithm for the receiver byte in decimal is: 
(TSn+1)*2 


The algorithm for the transmit byte in decimal is: 
(TSn+x+1)*2 


The result from these calculations is a decimal value programmed into TRNSYNC. 


NOTE 


Note that TSn is not necessarily the first time slot in the frame. 
For example, if a superchannel is produced from TS2, TS4, and 
TS6, the message may be arranged with TS4 holding the first 
byte, then TS6, and the final byte held in TS2 of the following 
frame. 


The following nine cases in Figure 2-14, named C1 to C9, show different scenarios ranging 
from a single time slot per logical channel to a superchannel using several time slots. In this 
application, 24 time slots are routed to this SCC from the SI RAM. After time slot 23, the 
frame starts with 0 again. The arrow in all the figures illustrates the starting position. 


C1 is for a single byte in TS7, so TSn = 7 


Rx Byte: (7+1)*2=16 
As x=0, TSn+x=TSn=/7, so 
TX Byte: (7+1)*2=16 


C2 is a single byte in TS23, so TSn = 23. Note that time slot after 23 is 0, so in the 
calculations below 23 + 1 =0. 


Rx Byte: (23+1)*2=0 
As x =0, TSn+x=TSn = 23, so 
TX Byte: (23+1)*2=0 


C3 is a 2-byte pattern TS7, TS8, so TSn = 7 


Rx Byte: (7+1)*2=16 
As x=1, TSn+x=8,s0 
TX Byte: (8+1)*2=18 
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C4 is a 2-byte pattern TS8, TS7, so TSn = 8 
Rx Byte: (8+1) *2= 16 


As x= 1, TSn+x=/7,s0 
TX Byte: (7+1)*2=16 


C5 is a 2-byte pattern TS19, TS23, so TSn = 19 
Rx Byte: (19+1)*2=40 


As x= 1, TSn+xX= 23, s0 
TX Byte: (23+1)*2=0 


C6 is a 2-byte pattern TS23, TS19, so TSn = 23 
Rx Byte: (23+1)*2=0 


As x=1, TSn+x=19, so: 
TX Byte: (19+1)*2=40 


C7 is a 4-byte pattern TS20, TS23, TS8, TS9 & TS19, so TSn = 20 
Rx Byte: (20+ 1)*2=42 


As x = 5, TSn+x=19,s0 
TX Byte: (19+1)*2=40 


C8 is a 4-byte pattern TS8, TS9, TS19, TS20 & TS23, so TSn = 8 
Rx Byte: (8+1)*2=18 


As x = 5, TSn + xX = 23, so 
TX Byte: (23+1)*2=0 


C9 is a 4-byte pattern TS19, TS20, TS23, TS8 & TS9, so TSn = 19 
Rx Byte: (19+1)*2=40 


As x= 5, TSn+x=9, so 
TX Byte: (9+1)*2=20 


NOTE 


Case Cl and C2 can be used as described above. A more 
elegant solution for single time slot applications is to have the 
SYNC bit cleared (0) in the channel mode register. Both 
scenarios produce the same result. 
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C1 


C2 


C3 


C4 


C5 


C6 


C7 


C8 


C9 
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SINGLE CHANNEL IN TS7 


De Me ee es ed 


SINGLE CHANNEL IN TS23 


Se 0 a ee ee a 


DUAL CHANNEL IN TS 7+8 
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Figure 2-14. Examples of Different T1 Time Slot Allocation 
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2.4.2.5 RSTATE—Rx Internal State (Transparent Mode) 


The RSTATE is host-initialized before enabling the channel or after a fatal error (that is, 
global overrun, busy) or after a STOP Rx command. 


The high byte of RSTATE defines the function code/address type and the Motorola/Intel bit. 
Bit 3 (or bit 29 for the 68360) should always be set to 1. Figure 2-15 shows the RSTATE 
register for transparent mode. 
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Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 
Figure 2-15. RSTATE—Rx Internal State (Transparent Mode) 


For the MH360, RSTATE should be initialized to 0x3900_0000 before enabling the 
channel—function code 9. Table 2-14 describes the RSTATE fields for the MH360 with 
boldfaced parameters to be initialized by the user. 


Table 2-14. RSTATE Field Descriptions for MH360 (Transparent Mode) 


Motorola/Intel bit 


0 = The bus format is Intel format (little-endian). 
1 = The system bus is considered to be organized in Motorola format (big-endian). 


Function code—This field contains the function code for the transmitter DMA channel for 
data buffers in external memory (transmit buffers). Function codes are needed by the 
memory controller to decode a correct memory cycle and activate the correct handshaking. 
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For the 860MH, RSTATE should be initialized to 0x3100_0000 before enabling the channel 
—AT = 1. Note that for the 860MH, bit 4 should always be zero as only bits 5—7 map to 
AT[1-—3]. Table 2-15 describes the RSTATE fields for the 860MH with boldfaced 
parameters to be initialized by the user. 


Table 2-15. RSTATE Field Descriptions for 860MH (Transparent Mode) 


Motorola/Intel bit 
0 = The bus format is Intel format (little-endian). 
1 = The system bus is considered to be organized in Motorola format (big-endian). 


Address type—This field contains the address type for the transmitter DMA channel for data 
buffers in external memory (transmit buffers). Address types are needed by the memory 
controller to decode a correct memory cycle and activate the correct handshaking. 
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Chapter 3 
QMC Commands 


The host issues commands to the QMC by writing to the command register (CR). The QMC 
commands are similar to those of standard QUICC HDLC protocol. The CR format for 
QMC is shown in Figure 3-1. 


0 | 2 3 4 5 6 7 8 9 10 11 12 13 14 15 
cast] oucorcooe a a [oe [0 | ___ crane Nowe - 


Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 3-1. Command Register (CR) 


3.1 Transmit Commands 
STOP TRANSMIT <channel> (QMC opcode = 001) 


The stop transmit command disables the transmission of data on the selected channel and 
clears the POL bit in the CHAMR register. Upon asserting this command in the middle of 
a frame, the RISC processor sends an ABORT indication (7F) followed by IDLEs or 
FLAGs, depending on the mode, on the selected channel. If this command is issued 
between frames, the RISC processor continues sending IDLEs or FLAGs (depending on the 
IDLM mode bit in the CHAMR register) in this channel. 


The Tx buffer descriptor pointer (TBPTR) is not advanced to the next buffer; see Table 2-4 
and Section 2.2, “Global Multichannel Parameters.” 


Set (1) the POL bit to start transmission or to continue after a stop command. 


Only after transmission start for a deactivated channel, which is identified by a cleared (0) 
V bit in the time slot assignment table or a cleared (0) ENT bit, is it necessary to initialize 
ZISTATE and TSTATE before setting (1) the POL bit. 


To deactivate a channel, clear the V bit in the TSA table and the ENT bit in the channel 
mode register (CHAMR). 
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3.2 Receive Commands 
STOP RECEIVE<channel> (QMC opcode = 000) 


The stop receive command forces the receiver of the selected channel to stop receiving. 
After issuing this command, the microcode does not change any of the receive parameters 
in the dual-ported RAM. 


Initialize ZDSTATE and RSTATE to their initial values to start reception or to continue 
receiving after a stop command. 


NOTE 


No commands exist to start transmission and reception. This 
function is realized via the GSMR register. 
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Chapter 4 
QMC Exceptions 


QMC interrupt handling involves two principle data structures—the SCC event register 
(SCCE) and the circular interrupt table. Figure 4-1 illustrates the circular interrupt table. 
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Figure 4-1. Circular Interrupt Table in External Memory 


INTBASE (interrupt base) points to the starting location of the queue in external memory, 
and INTPTR (interrupt pointer) marks the current empty position available to the RISC 
processor. Both pointers are host-initialized global QMC parameters; see Table 2-1. The 
entry whose W (wrap) bit is set to 1 marks the end of the queue. When one of the QMC 
channels generates an interrupt request, the RISC processor writes a new entry to the queue. 
In addition to the channel’s number, this entry contains a description of the exception. The 
V (valid) bit is then set and INTPTR is incremented. When INTPTR reaches the entry with 
W = 1, INTPTR is reset to INTBASE. 


An interrupt is written to the interrupt table only if it survives a mask with the INTMASK 
(interrupt mask) register. Following a write to the queue, the QMC protocol updates the 
SCC event register (SCCE) according to the type of exception. 
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Following a request that is not masked out by the INTMASK or the SCCM (SCC mask) 
register, an interrupt is generated to the host. The host reads the SCCE to determine the 
cause of interrupt. A dedicated SCCE bit (GINT) indicates that at least one new entry was 
added to the queue. After clearing GINT, the host starts processing the queue. The host then 
clears this entry’s valid bit (V). The host follows this procedure until it reaches an entry with 
V = 0, indicating an invalid entry. 


NOTE 


It is important that the user clear all interrupt flags in a queue 
entry even though its valid bit may be cleared since old flags are 
not necessarily overwritten with each new event. 


4.1 Global Error Events 


A global error affects the operation of the SCC. A global error can occur for two reasons— 
serial data rates being too high for the CPM to handle, and CPM bus latency being too long 
for correct FIFO operation. 


There are two global errors— global transmitting underrun (GUN) and global receiver 
overrun (GOV). GUN indicates that transmission has failed due to lack of data; and GOV 
indicates that the receiver has failed because the RISC processor did not write previous data 
to the receive buffer. In both cases, it is unknown which channel(s) are affected. 


Nonglobal, individual channel errors are handled differently. See Section 4.3, “Interrupt 
Table Entry,” for underrun and overrun in a specific channel. 


The incoming data to the CPM is governed by transfers between the SCC and the SI. Every 
transfer in either direction causes a request to the CPM state machine. If requests are 
received too quickly, the CPM crashes due to an overload of serial data. This causes a global 
error depending on whether it happened in the transmit side or the receive side. This error 
affects all QMC channels. 


The other error condition is bus latency. A receiving channel submits data to the FIFO for 
transfer to external memory as long as the channel operates normally. If the bus latency for 
the SDMA channels is too long and the receive FIFO is filled and overwritten, a receiver 
overflow occurs. The overwriting channels cannot be traced, affecting entire QMC 
operation. 


A similar situation can occur during transmission when the SDMA cannot fill the FIFO 
from external memory because of bus latency. Again, it cannot be determined which 
channel is underrun, and the whole QMC operation is affected. 


Global errors are unlikely to occur in normal system operation, if correct serial speed is 
used. The only area of concern is data movement between the FIFO and external memory. 
To avoid problems, the user must understand the bus arbitration mechanism of the QUICC 
and meet the latency requirements; see Chapter 8, “Performance,” for more information. 
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4.1.1 Global Underrun (GUN) 
The QMC performs the following actions when it detects a GUN event: 
e Transmits an abort sequence of minimum sixteen 1’s in each time slot. 


e Generates an interrupt request to the host (if enabled) and sets the GUN bit in the 
SCCE register. 


e Stops reading data from buffer. 


e Sends [DLEs or FLAGs in all time slots depending on channel mode settings until 
the host does the following: 
Host initializes all transmitting channels and time slots by preparing all buffer 
descriptors for transmission (R bits are set) and setting the POL bit. No other re- 
initialization is needed. 


4.1.2 Global Overrun (GOV) in the FIFO 


A global overrun affects all channels operating from an SCC. Following GOV, the QMC 
performs the following: 


¢ Updates the RSTATE register to prevent further reception on this channel. Bit 20 in 
the RSTATE register indicates that the receiver is stopped. 


¢ Generates an interrupt request to the host Gf enabled) and sets the GOV bit in the 
SCCE. 


e Stops writing data to all channel’s buffers. 


e Waits for host to initialize all the receiving channels by setting first the ZDSTATE 
followed by the RSTATE to their initial values. 


4.1.3 Restart from a Global Error 


The last two bullets in the above two sections describe the only steps necessary for re- 
initialization. The transmit and receive sections must be restarted individually for each 
separate logical channel. 


For details about initialization, see Chapter 6, “QMC Initialization.” 


4.2 SCC Event Register (SCCE) 


The QMC’s SCCE is a word-length register used to report events and generate interrupt 
requests. See Figure 4-2 and Table 4-1 for SCCE field descriptions. For each of its flags, a 
corresponding programmable mask/enable bit in the SCCM determines whether an 
interrupt request is generated. If a bit in the SCCM register is zero, the corresponding 
interrupt flag does not survive, and the CPM does not proceed with its usual interrupt 
handling. If a bit in the SCCM is set, the corresponding interrupt flag in the SCCE survives, 
and the SCC event bit is set in the CPM interrupt-pending register. See Figure 4-3 for 
SCCM assignments. 
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0 1 2 3 4 5 6 7 
ov Tain 
Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 4-2. SCC Event Register 


Table 4-1.SCC Event Register Field Descriptions 


eel 
a 


Interrupt table (interrupt queue) overflow 

0 No interrupt table overflow has occurred. 

1 An overflow condition in the circular interrupt table occurs (and an interrupt request is 
generated). This condition occurs if the RISC processor attempts to write a new interrupt entry 
into an entry that was not handled by the host. Such an entry is identified by V = 1. 


This entry is cleared by the software immediately after entering the interrupt routine. When this 
occurs, the last interrupt is lost and not overwritten on the first entry. 


Global interrupt 


0 No global interrupt has occurred. 

1 This flag indicates that at least one new entry in the circular interrupt table has been generated 
by the QMC. The host clears GINT by writing a 1 to its location in SCCE. After clearing it, the 
host reads the next entry from the circular interrupt table, and starts processing a specific 
channel's exception. 


The user must make sure that no more valid interrupts are pending in the interrupt table after 
clearing the GINT bit, before performing the RTE to avoid deadlock. This procedure ensures that 
no pending interrupts exist in the queue. 


Global transmitter underrun 


No global transmitter underrun has occurred. 

This flag indicates that an underrun occurred in the SCC’s transmitter FIFO. This error is fatal 
since it is unknown which channel(s) are affected. Following the assertion of the GUN bit in the 
SCCE, the QMC stops transmitting data on all channels. The TDM Tx line goes into idle mode. 
This error affects only the transmitter; the receiver continues to work. 


After initializing all the individual channels, the host may resume transmitting. If enabled in the 
SCCM, an interrupt request is generated when GUN is set. The host may clear GUN by writing 1 
to its location in the SCCE. 


Global receiver overrun 


0 No global receiver overrun has occurred. 

1 This flag indicates that an overrun occurred in the SCC’s transmitter FIFO. This error is fatal 
since it is unknown which channel(s) are affected. Following the assertion of the GOV bit in the 
SCCE, the QMC stops receiving data on all channels. Data is no longer written to memory. 
This error affects only the receiver; the transmitter continues to work. 

After initializing all the individual channels, the host may resume receiving. If enabled in SCCM, 

an interrupt request is generated when GOV is set. The host may clear GOV by writing 1 to its 

location in the SCCE. 
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Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 4-3. SCCM Register 


4.3 Interrupt Table Entry 


The interrupt table contains information about channel-specific events. Its flags are shown 
in Figure 4-4. Note that some bits have no meaning when operating in transparent mode. 
For more detailed description on which bits are used in HDLC and transparent operation, 
refer to Section 2.4, “Channel-Specific Parameters.” Table 4-2 describes the fields of an 
interrupt table entry. 


0 5 6 7 8 9 


1 2 a 4 10 11 12 13 14 15 
Vv] Ww TNO [WL] — | CHANNEL NUMBER] -MRF [UN | PAP] Boy | TH | AX | 
RESET: 
0 0 0 0 0 00 0 0 0 0 0 0 0 0 0 





Note: For the 68360, the bit numbering is reversed. See Appendix A for more information. 


Figure 4-4. Interrupt Table Entry 


Table 4-2. Interrupt Table Entry Field Descriptions 


Cd 


Valid bit 
0 = Entry is not valid. 
1 = Valid entry containing interrupt information. 


Upon generating a new entry, the RISC processor sets this bit. The V bit is cleared by the host 
immediately after it reads the interrupt flags in this entry (before processing the interrupt). The 
V bits in the queue are host-initialized. During the initialization procedure, the host must clear 
those bits in all queue entries. 


Wrap bit 


0 = This is not the last entry in the circular interrupt table. 


1 = This is the last circular interrupt table entry. The next event’s entry is written/read (by RISC/ 
host) from the address contained in INTBASE. 

During initialization, the host must clear all W bits in the queue except the last one which must 

be set. The length of the queue is left to the user and can be a maximum of 64 Kbytes. 


Not idle 


0 = No NID event has occurred. 
1 =A pattern which is not an idle pattern was identified. 


NID interrupts are not generated in transparent mode. 
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Table 4-2. Interrupt Table Entry Field Descriptions (Continued) 


a 


0 = No IDL event has occurred. 


1 = The channel’s receiver has identified the first occurrence of HDLC idle (FFFE) after any 
non-idle pattern. 


IDL interrupts are not generated in transparent mode. 





This 5-bit field identifies the requesting logical channel index (0-31). 
Number 


10 MRF Maximum receive frame length violation—This interrupt occurs in HDLC mode when more 
than MFLR number bytes are received. As soon as MFLR is exceeded, this interrupt is 
generated and the remainder of the frame is discarded. At this point the receive buffer is not 
closed and the reception process continues. The receive buffer is closed upon detecting a 
flag. The length field written to this buffer descriptor is the entire number of bytes received 
between the two flags. 

MRF interrupts are not generated in transparent mode. 
Note: The MRF interrupt is generated directly wnen the MFLR value is a multiple of 4 bytes. 
The checking of this is done on a long-word boundary whenever the SDMA transfers 32 bits to 


memory. If MFLR is not aligned to 4x bytes, this interrupt may be 1- to 3-byte timings late for 
this channel. In any case, the violation can be checked to any number of bytes. The last entry 
in the data buffer is always a full long word. 


Tx no data 

0 = No UN event has occurred. 

1 = There is no valid data to send to the transmitter. The transmitter sends an abort indication 
consisting of 16 consecutive 1’s and then sends idles or flags according to the protocol and 
the channel mode register setting. This error occurs when a transmit channel has no data 
buffer ready for a multibuffer transmission already in progress. Transmission of a frame is a 
continuous bitstream without gaps or interruption. When a buffer is not ready in the middle 
of this sequence, it is an error situation. This can be viewed as channel underrun. The 
transmitter for this channel is stopped. See Section 6.3, “Restarting the Transmitter,” for 





recovery information. 


12 RXF Rx frame 

0 = No RXF event has occurred. 

1 =A complete HDLC frame is received. Data is stored in external memory and the buffer 
descriptor is updated. If during frame reception an abort sequence of at least seven 1’s is 
detected, the buffer is closed and both RXB and RXF are reported along with the AB in the 
buffer descriptor. 

As a result of end-of-frame, the global frame counter GRFCNT is decremented for interrupt 

generation. This counter is decremented on RXF only, regardless if the RXF was caused by 

correct closing or due to an error. 

RXF interrupts are not generated in transparent mode. 


13 BSY Busy 
0 = No BSY event has occurred. 
1 = A frame was received but was discarded due to lack of buffers. This can be viewed as 
channel overrun. After a busy condition, the receiver for this channel is disabled and no 
more data is transferred to memory. Receiver restart is described in Section 6.4, 
“Restarting the Receiver.’ 
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Table 4-2. Interrupt Table Entry Field Descriptions (Continued) 


Ce a 


Tx buffer 


0 = No TXB event has occurred. 
1 =A buffer has been completely transmitted. This bit is set (and an interrupt request is 
generated) as soon as the programmed number of PAD characters (or the closing flag, for 


PAD = 0) is written to the SCC’s transmit FIFO. The number of PAD characters determines 
the timing of the TXB interrupt in relation to the closing flag sent out at TXD. See 
Chapter 5, “Buffer Descriptors,” for an explanation of PAD characters and their use. 


Rx buffer 


O = No RXB event has occurred. 
1 =A buffer has been received on this channel. 





4.4 Channel Interrupt Processing Flow 


Figure 4-5 illustrates the flow of a channel interrupt. Note that this does not describe the 
processing of the global interrupts GUN and GOV. 
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Figure 4-5. Channel Interrupt Flow 
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Chapter 5 
Buffer Descriptors 


QMC buffer descriptors are located within 64 Kbytes in external memory; see Figure 2-2. 
Each buffer descriptor contains key information about the buffer it defines. 


The first two sections describe the contents of the receive and transmit buffer descriptors 
for the QMC protocol. 


The third section discusses the placement of QMC and non-QMC buffer descriptors in 
internal and external memory. 


5.1 Receive Buffer Descriptor 


Figure 5-1 shows a receive buffer descriptor. 















0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 
omservo [@T-[w[) [tela ]-[e[-[e[wls[a[-[— 
OFFSET +2 DATA LENGTH 
OFFSET +6 


Notes: For the 68360, the bit numbering is reversed. See Appendix A for more information. 
Entries in boldface must be initialized by the user. 


Figure 5-1. Receive Buffer Descriptor (RxBD) 


Table 5-1 describes the individual fields of a receive buffer descriptor. Boldfaced entries 
must be initialized by the user. 


Table 5-1. Receive Buffer Descriptor (RxBD) Field Descriptions 


Ed 


Empty 


0 The data buffer associated with this buffer descriptor has been filled with received data, or 
data reception has been aborted due to an error. The core is free to examine or write to any 


field of this RxBD. The CPM does not use this buffer descriptor again while the empty bit 
remains zero. 

The data buffer associated with this buffer descriptor is empty, or reception is currently in 
progress. This RxBD and its associated receive buffer are owned by tne CPM. If E = 1, the 
CPU core should not write to any field of this RxBD. 
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Table 5-1. Receive Buffer Descriptor (RxBD) Field Descriptions (Continued) 


Wrap (final buffer descriptor in table) 


0 This is not the last buffer descriptor in the RxBD table. 

1 This is the last buffer descriptor in the RxBD table. After this buffer is used, the CPM receives 
incoming data into the first buffer descriptor in the table (the buffer descriptor pointed to by 
RBASE). The number of RxBDs in this table is programmable and is determined only by the 
wrap bit and by the space constraints of the dual-ported RAM. 


Interrupt 


0 The RXB bit will not be set after this buffer has been used, but RXF operation remains 
unaffected. 

1 The RXB bit (and/or the RXF bit in HDLC mode) of the interrupt table entry will be set when 
this buffer has been used by the HDLC controller. These two bits may cause interrupts (if 
enabled). 


Last-in-frame (HDLC mode only)—The HDLC controller sets L when this buffer is the last in a 
frame. This implies the receipt of a closing flag or reception of an error, in which case one or more 
of the CD, OV, AB, and LG bits are set. The HDLC controller writes the number of frame octets to 
the data length field. 


O This buffer ts not the last in a frame. 
1 This buffer is the last in a frame. 


First-in-frame—tThe controller sets this bit when this buffer is the first in a frame. 


QO The buffer is not the first in a frame. 
1 The buffer is the first in a frame. 


Continuous Mode 


0 Normal operation. 

1 The empty bit is not cleared by the CPM after this buffer descriptor is closed, allowing the 
associated data buffer to be overwritten automatically when the CPM next accesses this 
buffer descriptor. The empty bit is not cleared if an error occurs during reception. The user 
must terminate continuous mode by clearing this bit. 


User bit—The CPM never touches, sets, or clears this user-defined bit. The user determines how 
this bit is used. For example, it can be used to signal between higher level protocols whether a 
buffer has been processed by the CPU. 


Rx frame length violation (HDLC mode only)—A frame length greater than the maximum value 
was received in this channel. Only the maximum-allowed number of bytes, MFLR rounded to the 
nearest higher longword alignment, are written to the data buffer. This event is recognized as 
soon as the MFLR value is exceeded when data is long-word-aligned. When data is not long- 
word-aligned, this interrupt occurs when the SDMA writes 32 bits to memory. The worst-case 
latency from MFLR violation until detected is 3-byte timings for this channel. When MFLR 
violation is detected, the receiver is still receiving even though the data is discarded. The buffer is 
closed when a flag is detected, and this is considered to be the closing flag for this buffer. At this 
point, LG = 1 and an interrupt may be generated. The length field for this buffer includes 
everything between the opening flag and this last identified flag. 
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Table 5-1. Receive Buffer Descriptor (RxBD) Field Descriptions (Continued) 


A 


Rx non-octet-aligned frame (HDLC mode only)—A frame that contained a number of bits not 
exactly divisible by eight was received. NO = 1 for any type of nonalignment regardless of frame 
length. The shortest frame that can be detected is of type Flag-Bit-Flag. This causes the buffer to 
be closed with the NO error indicated. 


Figure 5-2 shows how the non-octet alignment is reported and where data can be found. 


Rx abort sequence—A minimum of seven consecutive ones was received during frame 
reception. Abort is not detected between frames. The sequence ...closing-flag, data, CRC, flag, 
AB, flag, data, opening-flag... does not cause an abort error. If the abort is iong enough to be an 
idle, an idle line interrupt may be generated. An abort within the frame is not reported by a unique 


interrupt but rather with an RXF interrupt; the user has to examine the buffer descriptor. 


Rx CRC error—This frame contains a CRC error. The received CRC bytes are always written to 
the receive buffer. 


La Se 


16-31 | DL Data length—the number of octets written by the CPM into this buffer descriptor’s data buffer. It is 
written by the CPM once when the buffer descriptor is closed. 
When this buffer descriptor is the last buffer descriptor of a frame (L = 1), the data length equals 
the total number of octets in the frame (including the two- or four-byte CRC). 


Note: The amount of memory allocated for this buffer should be greater than or equal to the 
contents of the maximum receive buffer length register (MRBLR + 4). 


32-63 | RxBP | Rx buffer pointer—The receive buffer pointer, which always points to the first location of the 
associated data buffer, may reside in either internal or external memory. The Rx buffer pointer 


must be divisible by 4. 





Figure 5-2 shows how non-octet alignment is reported and how data is stored. The two 
diagrams on the left show the reception of a single-buffer, 12-byte frame including the 


CRC. In the top case, the reception is correctly octet-aligned and the frame length indicates 
12 bytes. 
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Figure 5-2. Nonoctet Alignment Data 


In the bottom case, two more bits are received. The frame length is now 13 bytes, and the 
address positions X13 through X15 point to invalid data. Address position X12 contains 
information about the non-octet alignment. Valid information is written starting at the MSB 
position, shown as ‘x’ in the diagram. Starting from the LSB position, zeros are filled in 
followed by a ‘1’ immediately preceding the valid data. 


The two diagrams on the right show how the data and the extra information is stored for a 
frame length that is not a multiple of 4 bytes. The additional information is always on a 
long-word boundary. In the top case the frame length is 10 bytes and in the bottom case the 
length is 11 bytes. 


For a minimum frame consisting of ‘flag, | bit, flag’ the frame length is 1. The only valid 
entry is at address X XO with content of x 1000000. 


To accommodate the extra long word that may be written at the end of a frame, it is 
recommended to reserve MRBLR + 4 bytes for each buffer area. 
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5.2 Transmit Buffer Descriptor 


Figure 5-3 shows the transmit buffer descriptor. 


OFFSET +0 
OFFSET +2 DATA LENGTH 


OFFSET +4 
Tx DATA BUFFER POINTER 
OFFSET +6 


Notes: Entries in boldface must be initialized by the user. 
For the 68360, the bit numbering is reversed. See Appendix A for more information. 





Figure 5-3. Transmit Buffer Descriptor (TxBD) 


Table 5-2 describes the individual fields of a transmit buffer descriptor. Boldfaced entries 
must be initialized by the user. 


Table 5-2. Transmit Buffer Descriptor (TxBD) Field Descriptions 


eee [ew 


Ready 

0 The data buffer associated with this buffer descriptor is not ready for transmission. The user 
can manipulate this buffer descriptor or its associated data buffer. The CPM clears this bit 
after the buffer has been transmitted or after an error condition is encountered. 
The data buffer, which has been prepared for transmission by the user, has not been 
transmitted or is being transmitted. If R = 1, the user cannot write to fields of this buffer 


descriptor. 


Wrap (final buffer descriptor in table) 

0 This is not the last buffer descriptor in the TxBD table. 

1 This is the last descriptor in the Tx buffer descriptor table. After this buffer is used, the CPM 
transmits data from the first buffer descriptor in the table (the buffer descriptor pointed to by 
TBASE). The number of TxBDs in this table is programmable and is determined only by the 


wrap bit and the overall space constraints of the dual-ported RAM. 


3 Interrupt 
0 No interrupt is generated after this buffer has been serviced. 
1 TXB in the circular interrupt table entry is set when the controller services this buffer. This bit 
can cause an interrupt (if enabled). 
4 L Last 
0 This is not the last buffer in the frame. 
1 This is the last buffer in the current frame. 


5 TC Tx CRC (HDLC mode only). This bit is valid only when L = 1; otherwise, it is ignored. 
0 Transmit the closing flag after the last data byte. This setting can be used for testing purposes 
to send an erroneous CRC after the data. 
1 Transmit the CRC sequence after the last data byte. 
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cae ae Transmit Buffer Descriptor (TxBD) Field Descriptions (Continued) 


int mode 

0 Normal operation. 

1 The R bit is not cleared by the CPM after this buffer descriptor is closed, allowing the 
associated data buffer to be retransmitted automatically when the CPM next accesses this 
buffer descriptor. 


User bit—The CPM never touches, sets, or clears this user-defined bit. The user determines how 
this bit is used. For example, it can be used to signal between higher-level protocols whether a 


buffer has been processed by the CPU. 


Te SN nn 


the TXB interrupt is not given before the closing flag has been transmitted through the TXD line. 


The number of PAD characters must not exceed the NOF characters, ensuring that the closing of 
one buffer (the interrupt generation) occurs before the start of the next frame (clearing of R-bit). 


After the sequence of a closing flag followed by (PAD + 1) flag characters, a TXB interrupt will be 
generated; see Figure 5-4. 


12-15 Padding bits—These four bits indicate the number of PAD characters (Ox7E or OxFF depending 
on IDLM mode in the CHAMR register) that the transmitter sends after the closing flag. The 
transmitter issues a TXB interrupt only after sending the programmed value of pads to the Tx 
FIFO. The user can use the PAD value to guarantee that a TXB interrupt occurs after the closing 
flag has been sent on the TXD line. PAD = 0 means the TXB interrupt is issued immediately after 
sending the closing flag to the Tx FIFO. 

The number of PAD characters depends on the FIFO size and the number of time slots in use. An 
example explains the calculation: In SCC1 the FIFO is 32 bytes. If 16 time slots are used in the 
link, the resulting number of PAD characters is 32/16 = 2, to append to this buffer to ensure that 

16-31 Data length—The data length is the number of bytes the CPM should transmit from this buffer 
descriptor’s data buffer. It is never modified by the CPM. This field should be greater than zero. 


32-63 | TxBP | Tx buffer pointer—The transmit buffer pointer, which contains the address of the associated data 
buffer, may be even or odd. The buffer may reside in either internal or external memory. This 


value is never modified by the CPM. 





Figure 5-4 shows a TXB interrupt generated after (PAD + 1) flag characters following the 
closing flag. Four flags (NOF = 3) precede the next data. To set up this sequence correctly, 
the PAD value must not exceed NOF. 


PAD=1, NOF=3 


TXB INTERRUPT CLEARING R-BIT 


Figure 5-4. Relation between PAD and NOF 
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5.3 Placement of Buffer Descriptors 


The internal dual-ported RAM is used to store the buffer descriptors for all non-QMC 
operation. This solution causes minimum loading of the external bus. When starting any 
operation or switching between buffers during operations, several accesses must be made 
by the CPM to find the actual data buffers and to read and write control and status 
information. This process is unseen by the user for internal accesses, and any external bus 
master or memory refresh control can occur uninterrupted. 


5.3.1 MC68MH360 Internal Memory Structure 


To support 32 channels on the MC68MH360, the entire 2-Kbyte dual-ported RAM is 
needed for channel-specific parameters. Each logical channel occupies 64 bytes; thus 32 
channels require 2 Kbytes. No conflicts arise for QMC operation since it uses external 
memory for the buffer descriptors; however, buffer descriptors for other protocols must be 
in internal memory. 


If the QMC uses all 32 channels, no space is left in the lower 2-Kbyte area; the only free 
areas are in the RAM pages, each 192-bytes large. Depending on the functions, channels 
and protocols used, some areas remain free for buffer descriptors. If a function is not 
enabled, its parameter RAM area may be used. 


If fewer than 32 logical channels are used or if physical channels are concatenated to super 
channels, space is freed in the dual-ported RAM. Each logical channel creates a 64-byte 
hole in the dual-ported RAM that an SCC can use for buffer descriptors. QMC channels can 
use this area rather than external memory for buffer descriptors, reducing the load on the 
external bus. 


If the external 64-Kbyte area overlaps the internal dual-ported RAM, external and internal 
buffer descriptors can be combined for the QMC. This is controlled by the show cycles 
setting. If split buses are used with SHEN1/SHENO = 00, a memory access is always made 
to the dual-ported RAM if the source is an internal master. For more information, refer to 
the description of the module configuration register in the MC68360 Quad Integrated 
Communications Controller User’s Manual. 


Figure 5-5 shows the internal memory map. Figure 5-6 shows the SCC parameter RAM 
overlap example. Figure 5-7 through Figure 5-10 give a detailed memory map for each 
SCC, showing parameter RAM usage for different functions. 

e RAM page one is dedicated to SCC1 and for miscellaneous storage. 

e RAM page two is dedicated for SCC2, RISC timers, and the SPI channel. 

¢ RAM page three is dedicated for SCC3, SMC1, and IDMAI operations. 

¢ RAM page four is dedicated for SCC4, SMC2, and IDMA2 operations. 
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Figure 5-5. MC68MH360 Internal Memory 
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Figure 5-6. SCC2 Parameter RAM Overlap Example 


QMC Supplement 





Ethernet 
Registers 





MOTOROLA 


NOTE 


The gaps shown between RAM pages are not implemented on 
the MC68360MH and cannot be addressed. 


Table 5-3 shows functions available for various protocols on each SCC for the MC68360. 


Table 5-3. MC68360 Functions Available 










me | || | | | 
Il on her aioe ane een lame ie 
oe 








SCC4 Yes J IDMA2, SMC2 | IDMA2, SMC2] IDMA2, SMC2 i IDMA2 


Figure 5-7 to Figure 5-10 show that not all the functions available to each SCC can be used 
simultaneously due to overlaps of the register locations stored in the parameter RAM. For 
example, in Figure 5-8, the SPI area overlaps the Ethernet area, which means the user can 
use either SPI or Ethernet on SCC2, but not both at once. 





5.3.2 Parameter RAM Usage for QMC over Several SCCs 


There are two possible memory configurations for operating the QMC protocol on several 
SCCs. For each SCC in QMC protocol, a global parameter area is used, consuming at most 
170 bytes if every global area contains the routing tables. The time slot assignment tables 
(TSATRx and TSATTx) together occupy 128 bytes. The tables for each SCC in the 
parameter RAM can be duplicated, requiring 170 bytes per SCC. 


Alternatively, multiple SCCs can use one set of common time slot assignment tables 
(TSATRx and TSATTx), as described in Section 2.1.3, “TSATRx/TSATTx Pointers and 
Time Slot Assignment Table.” One SCC RAM page uses 172 bytes, 44 bytes for registers 
and 128 bytes for the common time slot assignment tables, allowing the other SCCs to use 
only 44 bytes of parameter RAM for QMC protocol, freeing 128 bytes. This alternative is 
referred to as “‘QMC on Multiple SCCs’ in Figure 5-7 to Figure 5-15. 





MOTOROLA Chapter 5. Buffer Descriptors 5-9 


Transparent HDLC UART 
DPRBASE + C00 —_ DPRBASE + C00 DPRBASE+C00 








HDLC Regs 
ss 92 eee 


UART Regs 
= 102 Bytes - 





DPRBASE + C37 
DPRBASE + C38 


DPRBASE + C5B 
DPRBASE + C5C 


Free Area Free Area DPRBASE + C65 





= 120 Bytes = 84 Bytes DPRBASE + C66 
Free Area 
= 74 Bytes 
DPRBASE + CA DPRBASE + CAF DPRBASE + CA 
DPRBASE + CBO DPRBASE + CBO DPRBASE + CBO 


DPRBASE+CBR.. = /88y¥es | ~pprease+cBR = 88S. | ppreaSE+cBRH.. = /6Byles: 







QMC on 
Ethernet Qmc Multiple SCCs* 
DPRBASE + COO DPRBASE + COO DPRBASE + C00 
Ethernet Regs QMC QMC Regs 
= 164 Bytes = 172 By es = 32 ts 
DPRBASE + C1F 
DPRBASE + C20 


Free Area 
= 128 Bytes 


DPRBASE + C9F 
| DPRBASE + CAO! Qc Regs 
DPRBASE + CA3 | =12 Bytes 
DPRBASE + CA4| Free Area DPRBASE + CAB DPRBASE + CAB | eG 
= 12 Bytes DPRBASE + CAG Free Area | DPRBASE + CAC) Eee area 
DPRBASE + CA DPRBASE +CAF|__= 4 Bytes DPRBASE +CAF|___=4 Bytes 
DPRBASE + CBO} DPRBASE + CBO DPRBASE + CBO my 
DPRBASE + CBF. = =| DPRBASE + CBFI. DPRBASE +CBF|.. =! Bytes 


Locations used Locations free 
z | for SCC registers for BD 


#—TSATRx & TSATTX are mapped to an alternative SCC’s parameter RAM. 


Locations used 
for secondary 
registers 
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Figure 5-8. MC68MH360 SCC2 Parameter RAM Usage 
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Figure 5-9. MC68MH360 SCC3 Parameter RAM Usage 
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Figure 5-10. MC68MH360 SCC4 Parameter RAM Usage 
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5.3.3 MPC860MH Internal Memory Structure 

Figure 5-11 shows the internal memory structure of the MPC860MH. To support 32 
channels on the MP860, only 2-Kbyte dual-ported RAM is needed for channel-specific 
parameters. Each logical channel occupies 64 bytes; thus 32 channels require 2 Kbytes, 
leaving 2 Kbytes free in the dual-ported RAM for buffer descriptors for other protocols. 


To support 64 channels on the MPC860, 4-Kbyte dual-ported RAM is required for channel- 
specific parameters. Each logical channel occupies 64 bytes, requiring 4 Kbytes for 64 
channels. 


Non-QMC protocol implementations may be constrained by these memory requirements 
since their buffer descriptors need to use internal memory space. 


IMMR 


4 Kbytes 
Internal 
Registers 









IMMR + 0x2000 


4 Kbytes 


IMMR + 0x3C00 | 


Parameter RAM 


Figure 5-11. MPC860MH Internal Memory 
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If the QMC operates with a full 64 channels, no space is left in the lower 4-Kbyte area. In 
this case, the only free areas are in the RAM pages, each 256-bytes large. Depending on the 
functions, channels and protocols used, some areas remain free for buffer descriptors. Also, 
if a particular function is not enabled, its parameter RAM area may also be used. 


If fewer than 64 logical channels are used or if physical channels are concatenated to super 
channels, space is freed in the dual-ported RAM. Each unused logical channel creates a 64- 
byte hole in the dual-ported RAM. This area is free for buffer descriptors for any SCC. 
QMC channels can also use this space instead of external memory for buffer descriptors, 
reducing the load on the external bus. 


Figure 5-11 shows the internal memory map for the MPC860MH. Figure 5-12 to 
Figure 5-15 show a more detailed memory map for each SCC, showing the parameter RAM 
usage for different functions. 


e RAM page one is dedicated to SCC1, °C, IDMA1 and for miscellaneous storage. 
¢ RAM page two is dedicated for SCC2, SPI, IDMA2 and RISC timers 

e RAM page three 1s dedicated for SCC3, SMC1 and DSP1 operations. 

¢ RAM page four is dedicated for SCC4, SMC2 and DSP2 operations. 


Table 5-4 shows the functions available for various protocols on each SCC for the 


MPC860MH. 
Table 5-4. MPC860MH Functions Available 


Function 
SCC1 | Yes Misc, IC, Misc, |2C, Misc, I°C, Misc, IDMA1 | Misc, IDMA1 | Misc, IDMA1 
IDMA1 IDMA1 IDMA1 











—— 
SCC2 | Yes SPI, Timer, SPI, Timer, 
IDMA2 IDMA2 IDMA2 

“ bce 

Cae 
SCC4 | Yes 
ie: aan 
Figure 5-12 to Figure 5-15 show that not all the functions available on each SCC can be 


I2C 
SCC3 | Yes 
N 
SMC2, DSP2 | SMC2, DSP2 | SMC2, DSP2 DSP2 
used simultaneously due to overlaps of the register locations stored in the parameter RAM. 
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*—17C is not available in these configurations due to memory conflict. 


Figure 5-12. MPC860MH SCC1 Parameter RAM Usage 
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Figure 5-13. MPC860MH SCC2 Parameter RAM Usage 
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Figure 5-14. MPC860MH SCC3 Parameter RAM Usage 
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Figure 5-15. MPC860MH SCC4 Parameter RAM Usage 
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5.3.4 MC68MH360 Configured for QMC and Ethernet 


Certain difficulties may arise when QMC and Ethernet are used together. 


In a 25-MHz system, Ethernet can work together with 16 QMC channels. In this case, a 
careful use of logical channels can free a 1-Kbyte space in the parameter area for up to 128 
buffer descriptors. For more information, see Section 5.3.2, “Parameter RAM Usage for 
QMC over Several SCCs.” 


For 32-channel QMC operation coupled with Ethernet, a 33-MHz part is required. In 
addition, Ethernet must operate on SCC1, and the QMC protocol must be divided over 
SCC3 and SCC4 to use the combined FIFO size. This leaves SCC4’s parameter RAM page 
unused as the largest single open space for the SCC1 Ethernet, resulting in 24 buffer 
descriptors for transmission and reception in a single block. See Chapter 2, “QMC Memory 
Organization,’ for more information. 
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Chapter 6 
QMC Initialization 


This section describes the essential steps to initialize QMC after a hard reset. Section 6.1, 
“Initialization Steps,’ discusses the steps required to initialize the QMC protocol, and 
Section 6.2, “68MH360 T1 Example,” provides example code. 


6.1 Initialization Steps 


This section describes the steps required to initialize the QMC protocol. 


Step 1: Initialize the SIMODE (serial interface mode) register. The SIMODE register is 
defined on page 7-78 of the MC68360 User’s Manual, and page 16-114 of the MPC860 
user’s manual. Table 6-1 shows the transmit buffer descriptor field descriptions. 


Table 6-1. Transmit Buffer Descriptor Field Descriptions 
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Since the SIMODE register defaults to 0xO000_0000, a typical application may set these 
bits as follows: 


SIMODE..CRTa.= 1¢ /* common syncs & clocks */ 
SIMODE.RFSDa = 1; /* receive frame sync = 1 clock delay */ 
SIMODE .<TFSDa = 1; /* transmit frame sync = 1 clock delay */ 


Step 2: Initialize the SICR (SI clock route) register. The SICR register is defined on page 
7-86 of the MC68360 User’s Manual and page 16-121 of the MPC860 User’s Manual. 
Table 6-2 shows the SICR bit settings. 


Table 6-2. SICR Bit Settings 


Support SCCx grant mode 


| 1 | Supportsccx grantmode JO 
Connect SCCx receive to a clock X-as SCx = 1 
Connect SCCx transmit to a clock X- as SCx = 1 


As the SICR register defaults to 0xO000_0000, a typical application may set these bits as 
follows: 





PLOR. oe kL je L; (PA SCCL, 2S PMs es 7 


Step 3: Configure port A for TDMa and/or TDMb signals, LITXDx, LIRXDx, LITCLKx, 
and L1RCLKx. For more information on port A, see page 7-358 of the MC68360 User’s 
Manual and page 16-455 of the MPC860 User’s Manual. 


The following setting enables TDMa and TDMb, and selects both LITCLKx and 
LIRCLKx pins. Note that only LIRCLKx is required if common clocking is selected by 
the CRTx bit in the SIMODE register. 
PAPAR = OxXA5F0; /* init port A pin assignment register */ 
PADIR = Ox0OFO; /* init port A data direction register */ 
Step 4: Configure port B for TDMa and/or TDMb signals, LICLKOx and L1ST1, 2, 3, and/ 


or 4. For more information on port B, see page 7-363 of the MC68360 User’s Manual and 
page 16-460 of the MPC860 User’s Manual. 


The following setting enables both L1CLKOx and all LISTx strobes. Note that the LISTx 
functions are repeated on port C and should only be configured on one port. 
PBPAR = OxFCOO; /* init port B pin assignment register */ 


PBDIR = 0x0COO; /* init port B data direction register */ 
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Step 5: Configure port C for TDMa and/or TDMb signals LIST1, 2, 3, and/or 4; 
LITSYNCx and/or LIRSYNCx. For more information on port C, see page 7-365 of the 
MC68360 User’s Manual and page 16-465 of the MPC860 User’s Manual. 


The following setting enables LIRSYNCx, LITSYNCx, and all LISTx strobes. Note that 
if common clocking is used, selected by the CRTx bit in the SI MODE register, only 
LIRSYNCx is required. Note that the LISTx functions are repeated on Port B and should 
only be configured on one port. 


PCPAR = OxOFOF; /* init port C pin assignment register */ 


PCDIR = Ox0O00F; /* init port C data direction register */ 


Step 6: Write the values to the SI RAM locations that will route the time slots required. For 
more information on SI RAM programming, see page 7-72 of the MC68360 User’s Manual 
and page 16-106 of the MPC860 User’s Manual. 


The following example configures every byte to be transferred to SCC1; note that the final 
entry in both the Tx and Rx tables has the LST bit set. Also, this example for TDMa 
assumes that SIGMR[RDM] 1s set to 0b10 (32 entries for Rx and Tx). If n is the last entry, 
the following applies: 


STRAM[O] = 0x0042; /* init 1st receive element */ 
SIRAM[1] = 0x0042; /* init 2nd receive element */ 
STRAM[n-1] = 0x0043; /* init nth receive element */ 
STRAM[32] = 0x0042; /* init 1st xmit element */ 
STRAM[33] = 0x0042; /* init 2nd xmit element */ 
STRAM[34] = 0x0042; /* anit 3rd xmit element */ 
STRAM[32+n] = 0x0043; /* init nth xmit element */ 
NOTE 


On the MH360, the SI RAM is mapped in a continuous 256- 
byte block from REGB + 700->7FF. On the 860MH, it is 
mapped to a 512-byte block from CO0O->DFF. Also on the 
860MH, the SI RAM has 16-bit entries aligned to 32-bit 
boundaries; therefore, only half of the actual address space is 
valid (there are 256 valid bytes). 
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Step 7: Enable TDM. The TDMs are enabled via the SI global mode register, SIGMR. For 
more information on SIGMR programming, see page 7-77 of the MC68360 User’s Manual 
and page 16-113 of the MPC860 User’s Manual. See Table 6-3 for SIGMR bit settings. 


Table 6-3. SIGMR Bit Settings 


a 
[rowed rane [Sone 


The following example enables both TDM channels for 32 entries. 















SIGMR = Ox0OE; /* enable TDMa, TDMb, each 32 entries, no shadow */ 
Note that SIGMR[RDM] must be O0b1x if TDMb is used even if TDMa is not enabled. 
Step 8. If shadow RAM is used, the SI command register (SICMR) is used to alternate 


between normal and shadow RAM routings. For more information on SICMR | 


programming, see page 7-87 of the MC68360 user’s manual and page 16-122 of the 
MPC860 user’s manual. 
To enable both the Rx and Tx normal RAM area, use the following command: 


SICMR = 0x00; /* enable Rx and Tx normal RAM */ 


To enable both the Rx and TX shadow RAM area, use the following command: 


SICMR: = OxF0; /* enable Rx and Tx shadow RAM on both TDMs */ 
Change this entry dynamically to allow switching between the shadow and normal RAM. 


Step 9. Initialize general SCCx mode reg high, GSMR_H (see Table 6-4). For more 
information on GSMR programming, see page 7-111 of the MC68360 User’s Manual and 
page 16-148 of the MPC860 User’s Manual. 


Table 6-4. GSMR_H Bit Settings 
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Table 6-4. GSMR_H Bit Settings (Continued) 
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a 
Lc GL 
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A typical setting would be: 











GSMR_H = 0x0000_0780; /* enable pulse mode and sampling */ 


Step 10. Initialize general SCCx mode reg low, GSMR_L (see Table 6-5). For more 
information on GSMR programming, see page 7-111 of the MC68360 User’s Manual and 
page 16-153 of the MPC860 User’s Manual. 


Table 6-5. GSMR_L Bit Settings 
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Clear the ENR and ENT bits at the end of the initialization. The MODE setting for QMC 
mode is 061010. 


A typical setting would be: 


GSMR_L = 0x0000_000A; /* enable QMC */ 


Step 11. Initialize basic global multichannel parameters as follows. See Chapter 2, ““QMC 
Memory Organization,’ for more information. 


¢ MCBASE: (multichannel base pointer) is a pointer to a 64-Kbyte buffer descriptor 
table in external memory. For example: 
SCC1.MCBASE = 0x1_0000; /* BD base located 0x1_0000 */ 


¢ INTBASE: (interrupt table base pointer) - points to the interrupt table in external 
memory. For example: 


SCC1.INTBASE = OxFO000; /* interrupt table base OxFO000 */ 


¢ MRBLR: (maximum receive buffer length) - should be large (> 30) for better 
performance and should be a multiple of 4 bytes. This is valid for HDLC only. For 
example: 


SCC1.MRBLR = 60; /* set receive buffer length to 60 */ 


¢ GRFTHR: (global receive frame threshold) - normally set to 1. For example: 
SCC1.GRFTHR = 1; | /* 1 receive frame to interrupt */ 

¢ GRFCNT: (global receive frame count) - should be initialized to the same value as 
GRFTHR. For example: 
SCC1.GRFCNT = 1; /* 1 receive frame to interrupt */ 
C_MASK32*CRC Constant,. 32-bit. =O0xDEBB2Z0E3 
SCC1.C_MASK32 = OxDEBB20E3; /* init 32-bit CRC const */ 
C_MASK16:CRC constant,16-bit=0xFOB8 


SCC1.C_MASK16 = OxFOB8; Pe Save Lesbith sCRC Const. &/ 


Step 12. Copy INTBASE to INTPTR (multichannel interrupt pointer). See Chapter 4, 
“QMC Exceptions,” for more information. 


SCC1.INTPTR = SCC1.INTBASE; /* init intptr */ 





6-6 QMC Supplement MOTOROLA 


Step 13. Initialize the time slot assignment tables, TSATTx and TSATRx. Each valid entry 
should have the V bit set. Clear the W bit in all entries except the last entry in the table. The 
‘mask’ bits determine which bits of the time slot are processed by the CPM—normally set 
to OxFF to process all 8 bits. The 6-bit CP field holds the most-significant bits of the starting 
address of the channel-specific parameter area. For the MH360, the most-significant bit 
must be zero. The 6 least-significant bits are always cleared. See Section 2.1.3, “TSATRx/ 
TSATTx Pointers and Time Slot Assignment Table,’ for more information. The following 
is example pseudocode for TSA table programming: 


for (x = U; x < time siots; x++) 

{ 
SCC1.TSATR[x] .W = 0; /* noe tast ‘time slot *7 
SCCL ~TSATR (x) 2CP = ac; /* mark channel number */ 
SCC1.TSATR[x].mask0O_1 = 3; /* no subchanneling */ 


SCC1.TSATR[x] .mask2_7 = Ox3F; /* no subchanneling */ 


SCC] -TSATR [sc)).V¥ = Le /* Trark: tame sleet valid */ 


SCC1.TSATR[{last].W = 1; /* last time slot wrap */ 


Step 14. Initialize TSAT pointers (Tx_S_PTR and Rx_S_PTR), and the current time slot 
entry pointers, (RxPTR and TxPTR). Initialize both Tx_S_PTR and TxPTR to the first 
entry of the TSATx. Also initialize both Rx_S_PTR and RxPTR to the first entry of the 
TSARx. For common Rx and Tx time slot assignment tables, they all should point to SCC 
base + 20; however, they may be located anywhere within the dual-ported RAM. See 
Section 2.1.3, “IT'SATRx/TSATTx Pointers and Time Slot Assignment Table,” for more 
information. The following is an example configuration: 


SCCL.Tx_S_PTR = SCC1.MCBASH+0x20;/* init pointer to TSATTx table */ 
SCC OPA LR =. SCCk sx. -S: Pae 
SCC1.Rx_S_ PTR = SCC1.MCBASE+0x20;/* init pointer to TSATRx table */ 


SCC1.RxPTR = SCC1.Rx_S_PTR; 
Step 15. Initialize multichannel controller state QMC-STATE to 0x8000. 


pdpr=sSCCi OMC. STATE: ="0x6000; 
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Step 16. Initialize channel-specific parameters for HDLC or transparent mode as follows. 
For more information on HDLC, see Section 2.4.1, “Channel-Specific HDLC Parameters,” 
and for transparent mode, see Section 2.4.2, “Channel-Specific Transparent Parameters.” 
Repeat for each of the enabled channels. 


e TBASE: TxBD descriptors base address. Initialize to location of first TxBD = 


MCBASE+TBASE. 

RBASE: RxBD descriptors base address. Initialize to location of first RxBD = 
MCBASE+RBASE. 

ch[0].RBASE = 0; /* locate CHO RxBDS at 0 */ 
Ch [0] -TBASGE =. 8s /* locate CHO TXBDS:.at 8 */ 
ch[1].RBASE = 0x10; /* locate CH1 RxBDS 0x10 */ 
ehpl|..TBASE = Oxi? /* locate CH1 TxBDS 0x18 */ 
Chiz | ~RBASE = -O%20; /* locate CH2 RxBDS Ox20. */ 
ent 2 | <tBASE <=. 0x26; /* Locate. CH2 TXBDS: 0x28. */ 
ch[3].RBASE = 0x30; /* locate CH3 RxBDS 0x30 */ 
ch[3].TBASE = 0x38; /* locate CH3 TXBDS 0x38 */ 


Copy RBASE to RBPTR (Rx buffer descriptor pointer) and TBASE to TBPTR (Tx 
buffer descriptor pointer). 
ch[x].TBPTR = ch[x].TBASE; 
ch[x].RBPTR = ch[x] .RBASE; 

e TSTATE: Tx internal state. For the MH360, this is typically 0x3800_0000. For the 
860MH, this is typically 0x3000_0000. 
ch[{x].TSTATE = 0x3800_0000; /* setting for MH360 */ 


ch[x].TSTATE = 0x3000_0000; /* setting for 860MH */ 


e RSTATE: Rx internal state. For the MH360, this is typically 0x3900_0000. For the 
860MH, this is typically 0x3100_0000. 


ch[x].RSTATE = 0x3900_0000; /* setting for MH360 */ 


ch[x] .RSTATE = 0x3100_0000; /* setting for 860MH */ 


e ZISTATE: zero insertion should be initialized to OxOO00_0100. 
ch[x].ZISTATE = 0x100; 


¢ ZDSTATE: zero deletion machine state should be initialized to 0x1800_0080 for 
transparent mode or 0x0000_0080 for HDLC. 


ch[x].ZDSTATE = 0x80; /* set ZDZTATE for HDLC */ 


e INTMSK: channel’s interrupt mask flags. Bits should be set to enable the 
corresponding interrupts. 


ch[x].INTMSK = OxA; 
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e MELR/MRBLR: MFLR (HDLC mode)—application-dependent. 
MRBLR (transparent mode)—must be divisible by 4 and large (>30) for better 
performance. 


ch[x].MFLR = 60; 
e TRNSYNC: transparent synchronization, system-specific. 


Step 17. Initialize RxBDs. Prepare an adequate number of receive buffers at the location 
addressed by RBASE. In the status word, set the E bit, set the I bit if interrupts are required 
and set the W bit for the last buffer descriptor. The data length is normally cleared, and the 
buffer pointer is set to a location in external memory. See Section 5.1, “Receive Buffer 
Descriptor,” for more information. Repeat for each enabled channel. 


Step 18. Initialize TxBDs. Prepare an adequate number of transmit buffers at the location 
addressed by TBASE. In the status word, set the R bit, set the I bit if interrupts are required, 
and set the W bit for the last buffer descriptor. Other options are available and may be set 
or cleared depending on the application. The data length is written with the number of bytes 
to transmit, and the buffer pointer is set to a location in external memory. See Section 5.2, 
“Transmit Buffer Descriptor,” for more information. Repeat for each enabled channel. 


Step 19. Initialize the circular interrupt table. If interrupts are required, initialize the 
interrupt table as explained in Chapter 4, “QMC Exceptions.” Clear the V and W bits, but 
make sure to set the last entry’s W bit. 


Step 20. Initialize the channel mode register CHAMR (see Table 6-6). For more 
information see Section 2.4.1.1, “CHAMR—Channel Mode Register (HDLC),” for HDLC 
mode and Section 2.4.2.1, “CHAMR—Channel Mode Register (Transparent Mode),” for 
transparent mode. 


Table 6-6. CHAMR Bit Settings 
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Note the ENT bit is initially cleared, but then must be set when the channel 1s ready to start 
transmitting. Similarly, the POL bit is initially cleared, but then must be set each time a 
buffer descriptor is enabled to transmit. Example settings are as follows: 


ch[x].CHAMR.MODE = 1; /* select HDLC */ 
ch[x].CHAMR.IDLM = 0; /* no idles between frames */ 
ch[x].CHAMR.ENT = 1; /* enable channel xmit */ 
ch(x].CHAMR.CRC = 1; /* select 32-bit CRC */ 
ch[x].CHAMR.NOF = 7; /* 7 flags between frames */ 
ch[{x].CHAMR.POL = 1; /* enable polling by RISC */ 


Step 21. Initialize the SCCE register. From reset, SCCEx will be zero requiring no 
initialization. However, if required, it can be cleared by writing a 1 in each of the status bits. 
See Section 4.1, “Global Error Events,” for more information. 


SCCE1 = OxF; /* clear all interrupts */ 


Step 22. Initialize the mask register, SCCMx. Any interrupts which are not used should be 
masked in the SCCM register. SCC interrupts should be enabled using the CIMR register, 
if required. The CIMR register is defined on page 7-381 of the MC68360 User’s Manual 
and page 16-483 of the MPC860 User’s Manual. 


SCCM1 = OxF; /* enable all interrupts */ 
CIMR.SCC1 = 1; /* SCC1 interrupts enabled */ 


Step 23. Enable the transmitter (ENT bit) and the receiver (ENR bit) in the general SCC 
mode register (GSMR). 


GSMR_L1.ENR = 1; /* enable receiver */ 


| 


GSMR_L1.ENT = 1; /* enable transmit */ 


6.2 68MH360 T1 Example 


/* This is an example of transmitting and receiving on four */ 
/* HDLC channels in loopback mode. */ 

/* Equipment : SBC360 Evaluation Board with QUICC32 */ 
pM Ch ef 


void *const stdout = 0; /* standard output device */ 
#include <string.h> J* String tuncti0ons *7 

#include <stdio.h> j* 1/O Eunetzons: */ 

#define gmcl /* SCC1 is multichannel comm */ 
#include "68360.h" /* dual-ported RAM equates */ 
struct dprbase *pdpr; /* pointer to dual-ported RAM */ 
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struct descs { 


rxbdq recvbdo0; /* receive buffer 0 */ 

txbdq xmitbdo; /* transmit buffer 0 */ 

y Chnbpd 4 \- /* 4 sets of chan descriptors */ 
Static char *poem[6]; /* poem area */ 
short linecntr; /* line counter */ 


struct intrpten { 


unsigned V:1; /* entry valid bit */ 

unsigned W:1; /* entry wrap bit */ 

unsigned NID:1; /* not-an-idle has occurred */ 
unsigned IDL:1; /* an idle has occurred */ 


unsigned :1; 


unsigned CHNMBR:5; /* channel number */ 
unsigned MRF:1; /* maximum frame length violation */ 
unsigned UN:1; /* Tx underrun */ 
unsigned RXF:1; /* receive frame */ 
unsigned BSY:1; /* frame discarded, no buffers */ 
unsigned TXB:1; /* buffer transmitted */ 
unsigned RXB:1; /* receive buffer closed */ 
bf anerot FEO y > /* interrupt table */ 
short recvent,xmitcnt,othrent = 0; /* interrupt counters */ 
main () 
{ 
vould SCCLesr (3 /* exception service rtn */ 
int *pvec; /* exception vector pntr */ 
char vecblk = 3; /* vector number block */ 
char intivi. <= 4; /* interrupt level */ 
pdpr = (struct dprbase *) (getmbar() & OXFFFFEO00);/* init dual-ported 
RAM ptr */ 


pdpr->CICR.VBA2_VBAO (unsigned) (vecblk);/* vecs at vec num O0x60-7F */ 


UI 


pdpr->CICR.IRL2 IRLO = (unsigned) (intlvl);/* CPM interrupts level 4 */ 
pdpr->CICR.HP4_HPO = Oxi1F; /* MO Ant Prioriby change: */ 


/* SCdP is zero from reset */ 


pdpr->CICR.SCcP = 1; /* GCC? BO -SCCE pest Eion: */ 
pdpr=sCLCR;SCbP = "2; i SCC3. O: SCCB“DOSEELOM 47 
padpr==CICR.SCar = 3; /* SCC4 to SCCA position */ 
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*pvec = (in 
pdpr->TRR4 

pdpr->TMR4. 
pdpr->TMR4. 
pdpr->TMR4. 
pdpr->TMR4. 
pdpr->TGCR. 
pdpr->PAPAR 
pdpr->PADIR 
pdpr->TRR3 

pdpr->TMR3. 
pdpr->TMR3. 
pdpr->TMR3. 
pdpr->TMR3. 
pdpr->TGCR. 
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init int vector */ 

ina sbaimer rer +7 

init prescalar */ 

select toggle */ 

restart after ref reac */ 
master clock */ 

enable timer */ 

enable TOUT4 pin */ 

Dili Le LS -“an Gutout */ 
init timer ref */ 

init prescalar */ 

select pulse */ 

restart after ref reac */ 
external clock */ 


enable timer */ 


l= 0x3000;/* enable TOUT3 & TIN3 */ 


A \ a f* 


Calculate 


pdpr->PADIR |= 0x2000; J/* it, 13: 2S an.. owtput: *7 

/* SDCR has been initialized by the debugger */ 
pdpr->SIMODE.CRTa = 1; /* common syncs & clocks */ 
pdpr->SIMODE.RFSDa = 1; /* receive frame sync 1 clk dly */ 
pdpr->SIMODE.TFSDa = 1; /* xmit frame sync 1 clk dly */ 
pdpr->SICR.SCl = 1; /* SCC1 is TDM */ 
pdpr->PAPAR |= 0x100; /* enable LIRCLKa */ 

/* PAPAR, PADIR & PAODR are cleared at reset */ 
pdpr->PCPAR = 0x800; /* enable LIRSYNCa */ 


/* Port C registers are cleared at reset */ 


pdpr->SIGMR = 4; /* enable TDMa */ 





pdpr->SIRAM[0O] = 0x8042; /* init lst receive element */ 
pdpr->SIRAM[1] = 0x8042; /* init 2nd receive element */ 
pdpr->SIRAM[2] = 0x8042; /* init 3rd receive element */ 
pdpr->SIRAM[3] = 0x8043; /* init 4th receive element */ 
pdpr->SIRAM[64] = 0x8042; /* init ist xmit element */ 
pdpr->SIRAM[65] = 0x8042; /* init 2nd xmit element */ 
pdpr->SIRAM[66] = O0x8042; /* init 3rd xmit element */ 
pdpr->SIRAM[67] = 0x8043; /* init 4th xmit element */ 
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papr=sGSMR_H1.CDP = 1; * enable CD* pulse */ 


pdpr->GSMR_H1.CTSP = 1; /* enable CTS* pulse */ 
pdpr->GSMR_H1.CDS = 1; /* enable CDS* sampling */ 
pdpr-=GSMR_HI.CTSS = 1; /* enable CTS* sampling */ 


/* GSMR_H1 is zero from reset */ 
pdpr->GSMR_L1.MODE = OxA; /* select QMC mode */ 
/* GSMR_L1 is zero from reset * 


Ddpr SCC MCEAGCE. = Ost 





/ 
000; /* BD base located 0x1_0000 */ 
0 


Q 
pdpr->SCC1.INTBASE = OxF000; /* interrupt table base OxF000 */ 


pdpr->SCC1.MRBLR = 60; /* set receive buffer length to 60 */ 
pdpr->SCC1.GRFTHR = 1; /* 1 receive frame to intrpt */ 
pdpr->SCC1.GRFCNT = 1; /* 1 receive frame to intrpt */ 


pdpr->SCC1.C_MASK32 = OxDEBB20E3;/* init 32-bit CRC const */ 

pdpr->SCC1.C_MASK16 = OxFOB8; /* init 16-bit CRC const */ 

pdpr->SCC1.INTPTR = pdpr->SCC1.INTBASE;/* init intptr */ 
inittsatr (4); 

pdpr->SCC1.TSATR[3].W = 1; /* last time slot */ 


pdpr->SCC1.Tx_S_PTR = (short *) (pdpr->SCC1.MCBASE+0x20);/* init pntr to 
TSATTxX table */ 


pdpr=SSCCl..TxXPTR = pdpr-sSCC1.Tx-S.PTRs/* inlet curr TSATTx pntr */ 


pdpr->SCC1i.Rx_S_PTR = (short *) (pdpr->SCC1l.MCBASE+0x20);/* init pntr to 
TSATRxX table */ 


pdpr->SCCi.RxPTR = pdpr->SCC1.Rx_S_PTR;/* init curr TSATRx pntr */ 
pdpr->SCC1.QMC_STATE = 0x8000;/* init QMC-STATE */ 


| 


chbd = (struct descs *) ( (int) (pdpr->SCCl1.MBASE) ) ; 

pdpr->ch[0].RBASE = 0; /* locate CHO RxBDS at 0 */ 
pdpr= Sch. 0]|.TBASE: = -8% /* J1ocate -CHO: TXBDS: at. S #7 
pdpr->ch[1].RBASE = 0x10; /* locate CH1 RxBDS 0x10 */ 
papr==ch[1LT.TBASE: = 0x18; /* Locate (CH. ‘TXBDS: 0x18: -*/ 
pdpr->ch[2].RBASE = 0x20; /* locate CH2 RxBDS 0x20 */ 
pdpr->ch[2].TBASE = 0x28; /* locate CH2 TxBDS 0x28 */ 
pdprssch{3]~RBASE: =: 0x3.0; /* locate CH3 RxBDS 0x30 */ 
pdpr=sch [3] sTBASE = 0x33> /* locate -CH3: “TABDS 0x36 */ 
for (vl = 0; vl < 4; vi++4) 


{ 
pdpr->ch[vl1] .TSTATE = 0x3800_0000; 
pdpr->ch[vl].RSTATE = 0x3900_0000; 
pdpr-sch [vil .7LSTATE.-= OxXL00% 
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pdpr->ch[v1l].ZDSTATE = 0x80; 
pdpr-sch[vl].INTMSK = OxA; 
pdpr-=>ch[vl].MFLR = 60; 
pdpr->ch[v1].TBPTR = pdpr->ch[vl1].TBASE; 
pdpr->ch[vl1l].RBPTR = pdpr->ch{[{vl1].RBASE; 


re 


echbd [0]: recvbd0Urxbdotr =~ (char *)}4 (ant) chbd: -+--0x100)377 receive BDO 
pointer=0x100 */ 
chbd[ii.récvbd0.rxbdptr = (char *)((int)chbd: + 0%200)+/* receive BD1 
pointer=0x200 */ 
chbd[2].recvbd0.rxbdptr = (char *) ((int)chbd + 0x300);/* receive BD2 
pointer=0x300 */ 
chbd[3].recvbd0.rxbdptr = (char *) ((int)chbd + 0x400);/* receive BD3 


pointer=0x400 */ 


for (vl = 0; vl < 4; vl++) 

{ 
chbd [v1] .recvbd0.rxbdsac.E = 1; /* mark receive bufs empty */ 
chbd[v1].recvbd0.rxbdsac.W = 1; /*endreceive buffer descriptors */ 
chbd [v1] .recvbd0.rxbdsac.I = 1; /* enable intrpts */ 


/* Continuous mode bits are initialized to 0 from reset */ 


/* Transmit data length field is initialized to 0 from */ 


/* reset; the Ready bit is also 0 from reset. */ 
chbd[v1].xmitbd0.txbdsac.W = 1;/* end xmit buffer descriptors */ 
chbd[v1].xmitbd0.txbdsac.I = 1; /* enable intrpts */ 
chbd[v1].xmitbd0.txbdsac.L = 1; /* last buffer in frame */ 
chbd. [vi] .xmitbd0.txbdesacyTCs: 1: /* xmit CRC sequence */ 
chbd[v1].xmitbd0.txbdcnt = 0; /* clear data length field */ 
a 
/* Clear interrupt table */ 
intrpt = pdpr->INTBASE; 
for (vl = O¢ vl < 10> vil4++) 


i‘ 
cm chee coy un valle re ena Oy /* clear valid bits */ 
intrpt[v1l].W = 0; /* clear wrap bits */ 


iy 
ITED LS) cw = Le 


poem[0O] = "Humpty Dumpty sat on a wall\n\r'; 
poem[1] = "Humpty Dumpty had a great fall\n\r'; 
poem[2] = "All the king's horses and all the king's men\n\r'; 
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poem [3] 


"Couldn't put Humpty together again\n\r"; 


poem[4] = ""; 

poem[5] = ""; 

Linecner = -0> /* init line counter */ 
for (linecntr = 0; linecntr < 4; linecntr++) 


{ 


WW 


chbd[linecntr].xmitbd0.txbdptr 
pointer */ 


poem[linecntr] ;/* init xmit 


chbdflinecntr].xmitbd0.txbdent 
init xmit cnt */ 


Ht 


strlen(poem|iinecntr]) + 1i;/* 


chbd[linecntr] .xmitbd0.txbdsac.R 1;/* set xmit in BD */ 


} 


EOL (vie Oe VL oS SS aes 
{ 
pdpr->ch[v1].CHAMR.MODE = 1; /* select HDLC */ 
pdpr->ch[v1l]}].CHAMR.IDLM = 0; /* no idles between frames */ 
pdprsScH Vi) .CHAMR. ENT = Ls /* enable channel xmit */ 
pdpr->ch[vl1].CHAMR.CRC = 1; /* select 32-bit CRC */ 
pdpr->ch[vl].CHAMR.NOF = 7; /* 7 flags between frames */ 
pdpr->ch[vl].CHAMR.POL = 1; /* enable polling by RISC */ 
} 
/* SCCE1 is cleared from reset */ 
pdpr->SCCM1 = OxF; /* enable all intrpts */ 
pdpr->CIMR.SCCl = 1; /* SCCl1l interrupts enabled */ 
pdpr->GSMR_L1.ENR = 1; /* enable receiver */ 
pdpr->GSMR_L1.ENT = 1; /* enable transmit */ 
while (pdpr->GSMR_L1.ENR == 1 | pdpr->GSMR_L1.ENT == 1) 
asm (" stop #$2000"); j/* stop for next anterrupt. */ 
} 
#oragma interrupt () /* make function an exception sr */ 
void SCClesr() /* SCC1 exception service rtn */ 
{ 
Short er; /* event register scratchpad loc */ 
asm(" move.w #$2300,sr"); /* decrement interrupt mask level */ 
er = pdpr->SCCE1; /* init event register scratchpad */ 
pdpr->SCCE1 = er; /* clear event register */ 
1£ ((er & 8) == 8) /* if interrupt table overflow */ 
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oe 


if ((er & 4) == 4) 
{}; 
if (ler: & 2) == .2) 
{}; 
Le: (ters holy Se) 


{}; 
pdpr->CISR = 0x4000_0000; 
} 
getmbar () 
{ 
asm(" move.w #7,d0"); 
asm(" movec.l1 d0,sfc"); 
asm(” leat S3t£00;).a0":); 
asm(" moves.1 (a0),d0"); 
} 
getvbr () 
{ 
asm(" movec.1 vbr,d0"); 
} 
inittsatr (maxts) 


short maxts; 


{ 
short curts; 
for (curts = 0; -curts <= maxts; 
{ 


pdpr->SCC1.TSATR[curts] 
pdpr->ScCC1.TSATR{[curts ] 
pdpr->SCCcl1.TSATR[curts] 
pdpr->SCCl1.TSATR[curts] 
papr=ssCCl. TSATR{ curts | 


/* if global interrupt occurred */ 


/* if global underrun */ 


/* if global overrun */ 


/* clear in-service bit */ 


/* CPU space func code to dod */ 


/* load SFC for CPU space */ 


/* AQ points to MBAR */ 


/* get MBAR */ 


/* get vector base reg value */ 


-W = OQ; 


curts4++) 


/* not last time slot */ 


-CP = curts; /* mark chan nmbr */ 


-mask7_6 
.mask5_0 
«Vv = is 


3;/* no subchaneling */ 
Ox3F;/* no subchning */ 


/* mark time slot valid */ 
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6.3 Restarting the Transmitter 


A global underrun may require the SCC transmitter to be restarted. However, for channel- 
specific errors, only the affected channel need be restarted. The following steps are required 
to restart each channel: 


e Prepare buffer descriptors. 
e Set the POL bit in the channel mode register. 
A stopped, but not deactivated channel is started as described above. A deactivated channel 


must first have the ZISTATE and TSTATE reinitialized to their correct values, followed by 
setting TSATTx[V] and CHAMR[ENT]. Lastly, set CHAMR[POL] if the buffers are ready. 


6.4 Restarting the Receiver 


A global receiver overrun may require the SCC receiver to be restarted. However, for 
channel-specific errors, only the affected channel need be restarted. The following steps are 
required to restart each channel: 


e Prepare buffer descriptors. 
e Initialize the ZDSTATE to either OxO80 (HDLC) or 0x1800_0080 (transparent). 
e Initialize the RSTATE to 0x3900_0000 for MH360 and 860MH. 


6.5 Disabling Receiver and Transmitter 


A transmit channel can be stopped from sending any more data to the line with the STOP 
command described in Section 3.1, “Transmit Commands.” The transmitter will continue 
to send IDLEs or FLAGs according to the channel mode register setting. To deactivate a 
channel, the V bit has to be cleared in the time slot assignment table and the ENT bit has to 
be cleared in the channel mode register. 


To stop a channel while receiving, use the STOP command as described in Section 3.2, 
“Receive Commands,” then perform a restart as described above. 


6.6 Debugging Hints 


Note that the following guidelines are subject to change; code should not rely on this 
information. The hints are for debugging purposes only. 


6.6.1 Pointer Registers 


Table 6-7 discusses the debugging hints for pointer registers. See Section 2.4.1, “Channel- 
Specific HDLC Parameters,’ and See Section 2.4.2, “Channel-Specific Transparent 
Parameters,’ for more information. 
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Table 6-7. Pointer Registers 


Comments 


Channel-specific Tx internal data pointer | Holds pointer to current data in buffer. 

parameters— | =. 

HDLC and Tx internal byte count | Holds down-counter of data left to transmit in this buffer 
transparent descriptor—loaded when the buffer descriptor is 


opened with the BD length field. 


Rx internal data pointer | Holds pointer to address inside the current buffer 
where data will be received. 
Rx internal byte count Holds down-counter of space left in this Rx buffer— 
loaded when the BD is opened with the MRBLR field. 
6.6.2 State Registers 


The QMC has two sets of state parameters—global and channel-specific. These registers 
change if the QMC is running and the SCC is receiving clock. 





Table 6-8. State Registers 


Comments 


Global state 0 QMCSTATE bit 0 
parameter ¢ 1 if the QMC is stopped or has not started 
¢ 0 if the QMC is running 


Channel-specific 
parameters— 
HDLC! 2 


TSTATE bit 8— currently transmitting a frame 
bit 9— buffer descriptor is currently open (data is being 
transmitted from a BD) 
bit 12— channel has been initialized and is running 


24 RSTATE | bit 8—currently receiving a frame 
| bit 9— buffer descriptor is currently open (data is being 
received into a BD) 


bit 11— reception is halted 
low word—current BD status word 


TSTATE bit 9— buffer descriptor is currently open (data is being 
transmitted from a BD) 
bit 12—channel has been initialized and is running. 


| Channel-specific 
parameters— 
transparent 


RSTATE bit 9— buffer descriptor is currently open (data is being 
received into a BD) 
bit 11— reception is halted 
low word—current BD status word 





Notes: ! For more information on TSTATE and RSTATE, see Section 2.4.1, “Channel-Specific HDLC 
Parameters.” 


@ ZISTATE and ZDSTATE contain no meaningful parameters. 
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Chapter 7 
Features Deleted in MC68MH360 


An MC68MH360 operating in normal mode without the QMC protocol can perform the 
same functions as the MC68360 and MC68EN360 with two exceptions 1n protocol support. 
In order to create space in the CPM ROM for the QMC protocol, the support for Centronics 
and BiSync have been removed from the MH360. In all other respects, the MC68MH360 
is compatible with its predecessors. 


MOTOROLA Chapter 7. Features Deleted in MC68MH360 7-1 





7-2 QMC Supplement MOTOROLA 


Chapter 8 
Performance 


Calculating performance is key to choosing the clock frequency required for a given 
system. For the 860MH and MH360, the large number of possible channel combinations 
complicates performance estimation. 


This chapter addresses the problem by first providing a performance table for common 
configurations supported by the 860MH and/or the MH360 in Section 8.1, “Common 
Channel Combinations.” For configurations not covered in the first section, Section 8.2, 
“CPM Loading,’ covers general guidelines and examples for determining the serial bit rate 
and CPM loading on a given system. The final section, Section 8.3, “Bus Latency and Peak 
Load,” addresses system bus utilization and arbitration. 


For more definitive answers to performance questions, benchmark the desired 
configuration on a development board. 


8.1 Common Channel Combinations 


Table 8-1 provides some common channel combinations configured on the MH devices 
along with suggested operating frequencies. Note that the MH360 is available only at 25 
and 33 MHz,; the 860MH is currently available at 25, 40, and 50 MHz. 


Table 8-1. Common QMC Configurations 


Frequency Supported 
Protocols Selected 


SCC1: 24-channel QMC. Serial bit rate 1.544 Mbps (T1) 


SCC1: 32-channel QMC. 
Serial bit rate 2.048 Mbps (E1/CEPT) 


SCC1: 10-Mbps Ethernet; SCC2: 12 x 64-Kbps QMC; 


SCC3: 12 x 64-Kbps QMC. TDM bit rate = 1.544 Mbps 


SCC1: 10-Mbps Ethernet; SCC2: 16 x 64-Kbps QMC; 
TDM bit rate = 1.544 Mbps 


SCC1: 32 x 64-Kbps QMC; SCC2: 64 Kbps; 
SCC3:64 Kbps; SCC4: 64 Kbps; all HDLC. 
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Table 8-1. Common QMC Configurations (Continued) 


Frequency Supported 
Protocols Selected 


SCC1: 10-Mbps Ethernet; SCC2: 16 x 64-Kbps QMC; 
SCC3: 16 x 64-Kops QMC; SCC4: 64-Kbps HDLC. 
TDM bit rate = 2.048 Mbps 


SCC1: 10-Mbps Ethernet; SCC2: 12 x 64-Kbps QMC; 
SCC3: 12 x 64-Kbps QMC; SCC4: 64-Kbps HDLC. 
TDM bit rate = 1.544 Mbps 


SCC1: 24-channel QMC; SCC2: 24-channel QMC. 
Serial bit rate 2 x 1.544 Mbps — 2x T1 


SCC1: 10-Mbps Ethernet SCC2: 24-channel QMC; 
SCC3: 24 Channel QMC. 
Serial bit rate 2 x 1.544 Mbps — 2x T1 


SCC1: 32-channel QMC; SCC2: 32-channel QMC. 
Serial bit rate 2 x 2.048 Mbps (E1/CEPT) 





8.2 CPM Loading 


This section primarily deals with the CPM loading of the MH360 and 860MH. As the CPM 
architecture is identical on both devices, the performance for a given clock frequency is 
identical. Compared to standard protocols, the QMC protocol places more demands on the 
CPM RISC because it requires the CPM to handle all of the bit manipulation normally 
implemented with hardware support built into the SCCs. 


The SCC operates transparently in QMC mode. The SCC’s main function is serial-to- 
parallel conversion of the data stream out of the time slot assigner, and parallel-to-serial 
conversion of the data stream gated into the time slot assigner. All bit manipulating is done 
in the CPM RISC software or hardware. Thus, the CPM has a much higher load when 
operating in QMC mode, even if all time slots are concatenated to one logical channel. This 
loading is reflected in the measured performance. 


Table 8-2 gives loading guidelines. The table assumes a single SCC running at 100% of the 
CPM bandwidth. For each protocol supported, the table gives the ratio of the SCC bit rate 
versus clock frequency, and the maximum serial throughput at standard frequencies. 


HDLC 1:3.125 FD 
UART 1: 10.4 FD 


Table 8-2. CPM Performance Table 


Maximum Serial Throughput 










SCC Rate: Clock Frequency 
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Table 8-2. CPM Performance Table (Continued) 


Maximum Serial Throughput 
Protocol 


Ethernet 1:1.136 HD 


SMC UART 1: 113.636 FD 0.220 0.290 0.352 0.440 


NOTE 
FD = Full duplex, HD = Half duplex 













SCC Rate: Clock Frequency 










Further examples are given in Appendix A of the MPC860 
user’s manual. 


Using Table 8-2, estimations of bandwidth utilization may be made. To calculate the total 
system load, add the CPM utilization from govey channel together. Assuming 
approximately linear performance versus frequency/, the general problem reduces to taking 
simple ratios: 


wate serial rate, serial rate, 
CPM Utilization = ) ( 


max serial rate, max serial rate, 


For example, since a 25-MHz Ethernet running at 22 Mbps consumes approximately 100% 
of the bandwidth, what bandwidth does a 10-Mbps channel require? 


CEM Unione Os 
max serial rate 22, 


The above equation shows the 10-Mbps channel requiring 45% of the CPM bandwidth. 
More examples follow. 


‘Most protocols’ performance is scalable linearly to frequency with the exception of Ethernet which has 
nonlinear behavior. However, for these calculations we assume linear scaling with frequency. 
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Example #1 


A device is operating at 25 MHz. SCC1 runs 1x10-Mbps Ethernet in half duplex, SCC2 
runs | x 2-Mbps HDLC, SCC3 runs 1 x 64-Kbps HDLC, SCC4 runs 1 x 9.6-Kbps UART 
and SMCI1 runs | x 38-Kbps SMC UART. The following equation applies: 


10) (2) (0.064) (0.0096) 0.038 
(38 js (2) oe ) a ; ). Gen =) = 0,96 (<1) 


This yields a percentage CPM utilization of 96% meaning the device can handle these 
protocols at this frequency. Note the 9.6-Kbps UART link only requires 0.4% of the CPM 
bandwidth, implying that in any configuration where there is free bandwidth that it will be 
possible to run a low-rate UART link. 


Example #2 


A device operating at 25 MHz is required to run 24 channels at 64 Kbps in QMC mode with 
an additional 2 HDLC channels operating at 128 Kbps each. The following equation 
applies: 


(- x 7) r (= x 0.064 


3 a1 ) = 0.76 (<1) 


Example #3 


The last example shows an application with 32 QMC channels and one additional 2-Mbps 
HDLC channel. The following equation applies: 


(=| ‘ (a) = 19) (will not work) 


Since the result above is greater than 1, this configuration may not work at 25 MHz. If a 33- 
MHz operation is used, CPM utilization will drop below 1, allowing the combination to be 
supported. The following equation applies: 


25 
1.22 x & = 0.92 (<1) 


In general, a channel combination will work if the combined load is less than 1. The 
equations are scalable to frequency with the exception of the nonlinear Ethernet protocol. 
Taking Ethernet into account is difficult. Designers will need to benchmark performance 
for results near 1. 
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8.3 Bus Latency and Peak Load 


Each time slot is 8 bits, but the QMC protocol transfers 32 bits of data whenever possible. 
Thus, for each active channel operating within large frames, two 32-bit SDMA data 
transfers (one for Tx and one for Rx) occur approximately every fourth TDM frame (every 
500 us in CEPT/T1 interfaces). During buffer closing or opening, load will increase 
approximately 3 to 4 times. Table 8-3 illustrates the bus activities involved when one QMC 
channel switches from one Tx HDLC frame to the next. 


Table 8-3. QMC Actions in Tx Buffer Switch 
se |e [eee 
Number Bus Cycles 
(last in frame) 


Send CRC 
Send CRC 


Send flag 

Read interrupt table 
Write interrupt table 
Write BD 











Send flag 
Read next BD status/length 
Read BD data pointer 
Read data 


Send first byte of next frame 


Note: The table assumes the channel uses one time slot per TDM frame and that no PAD characters, 
preceding flags or flag sharing is used. 









Cael 





In Table 8-3, the frame number refers to the 125-s frame; the numbering is arbitrary but 
sequential. The actions refer to the visible functions executed on the CPM. The number of 
external bus cycles executed by the CPM represents the load on the bus. 


The sequence in Table 8-3 starts when the last 32 bits are read from a buffer. One byte is 
transferred over the TDM link per frame over the next four 125-us frames. Then the CRC 
is sent. In this case, it is a 16-bit CRC requiring two time slots over the next two frames. 
The heavy load on the bus starts when the CPM must close the buffer in frame 8. At this 
point the CPM needs three accesses to the bus to read and write to the interrupt table and 
update the buffer descriptor’s status. In the following frame, the next buffer is opened 
requiring three accesses to read the status and length, read the data pointer and read the data. 
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In the worst-case scenario, all channels open and close a buffer during the same TDM frame 
resulting in the peak load all performance calculations are based on. This peak load 1s far 
from the norm and can be controlled by the transmitter spreading the starting point of 
transmit buffers over several TDM frames. 


In multimaster systems, bus latency may affect the performance of the device. The 
maximum external bus latency figures shown in Table 8-4 are measured from the assertion 
of the BR (bus request) to the assertion of the BGACK (bus grant acknowledge); that is, 
from start of bus request output being active until the cycle is completed. For multimaster 
systems, bus arbitration overhead is included. Latencies of up to 40 clocks were simulated; 
for values over 40, the acceptable latency may be larger. 


Table 8-4 shows average maximum acceptable bus latencies, meaning the device can 
tolerate longer bus delays if they are infrequent. For lengthy delays, a larger FIFO can pick 
up the slack, continuing emptying or filling depending on the data flow direction. 
Therefore, the larger the FIFO the more tolerant the system is to infrequent peaks in bus 
delays. However, the average acceptable bus latency still depends on the overall data rate 
and frame length and not on the FIFO size. 


Table 8-4. Simulated Latencies 














Maximum Acceptable Latency 















(Bus'Cycies) Channel Combinations 
Not supported SCC1: Ethernet; SCC2: 16 x 64 Kbps; SCC3: 16 x 64 Kbps 


SCC1: Ethernet; SCC2: 16 x 64 Kbps; SCC3: 16 x 64 Kbps; 
SCC4: 64 Kbps HDLC 





Not supported 


40 clocks 


11 


SCC1: 32 x 64 Kbps. Serial bit rate 2.048 Mbps (E1/CEPT) 





SCC1: 32 x 64 Kbps; SCC2: 64 Kbps; SCC3: 64 Kbps; SCC4: 64 Kbps; 
all HDLC 


QMC with 24 channels. Serial bit rate 1.544 Mbps (T1) 


SCC1: 24 x 64 Kbps; SCC2: 64 Kbps; SCC3: 64 Kbps; SCC4: 64 Kbps; 
all HDLC 





SCC1: Ethernet; SCC2: 12 x 64 Kbps; SCC3: 12 x 64 Kbps. 
TDM bit rate = 1.544 Mbps 


Not supported 





SCC1: Ethernet; SCC2: 12 x 64 Kbps; SCC3: 12 x 64 Kbps; 
SCC4: 64-Kbps HDLC. 
TDM bit rate = 1.544 Mbps 


SCC1: 16 x 128 Kbps. TDM bit rate = 2.048 Mbps 





40 clocks 
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Chapter 9 
Multi-Subchannel (MSC) Microcode 


The RISC processor in the PowerQUICC has an option to execute microcode from the 
internal dual-ported RAM. Motorola uses this feature to enhance existing protocols or 
implement additional protocols. Customers can purchase RAM microcodes in an object- 
code format and download it to the PowerQUICC dual-ported RAM during system 
initialization. 


The RAM microcode is provided by Motorola as a set of S records that can be downloaded 
directly to an application development system or stored in a system EPROM; for more 
information on S records, see Appendix C of the M68000 Family Programmer’s Reference 
Manual. After system reset, the binary of the microcode should be copied to the dual-ported 
RAM. The QUICC registers, including the RISC controller configuration register (RCCR), 
should be initialized as specified in the microcode RAM documentation. Before the RISC 
is used in the system, the user should issue a reset command to the communications 
processor command register (CR). The microcode RAM functions are available in addition 
to all protocols available in the standard QUICC microcode ROM. 


9.1 MSC Microcode Features 


The multi-subchannel (MSC) microcode is a downloadable microcode for the MPC860MH 
and has the following key features: 


e¢ General 
— Multiple subchannels within a single 8-bit time slot 
— Bit resolution for subchannels 
— Up to 32 independent communications channels for both Rx and Tx 
— Supports either transparent or HDLC protocols per subchannel 
e Performance 
— 32 channels + 10-Mbps ethernet support at 40-MHz system clock 


sesatnianess sn eet eet AB eDOCS a eet ca ts stout RR ccna cece emacs bas annnsc Ur inott ae: 


MOTOROLA Chapter 9. Multi-Subchannel (MSC) Microcode 9-1 


prsecenreeenste 


9.2 MSC Microcode Operation 


In normal operation (without the MSC microcode), the QMC protocol allows specific bits 
in an 8-bit time slot to be masked to create a single subchannel per SCC. A problem arises 
when multiple subchannels are multiplexed within a single time slot as in GSM (global 
system for mobile communications) where four 16-Kbps subchannels are multiplexed into 
a single 64-Kbps channel over a 2.048-Mbps A bis link. A brute-force solution routes the 
separate subchannels to different SCCs, consuming all four SCCs for the single TDM link 
as Shown in Figure 9-1. Each SCC filters out one of the four 2-bit subchannels in time slot 2 
(TS2) using a unique mask located in its time slot assignment tables (TSATRx/TSATTX). 
With the MSC microcode, subchannels can be regenerated using only one SCC. 


TSO TS1 TS2 TS31 
Il) —_—$___ areal) _—__ — sa) ——P <—.—__———_ 
<——___—__»> 

8 Bits 





SCC1 SCC2 SCC3 ScC4 
Masking performed within each SCC to create 2-bit channels 


Figure 9-1. Two-Bit Subchannel Implementation without MSC Microcode 


The MSC microcode enables an 8-bit time slot to be split into multiple, bit-resolution 
subchannels. The microcode applies user-defined masks in a time slot assignment table 
entry to subdivide a given channel. Bit 11 of a table entry is now called the L bit to mark 
the last subchannel of a given time slot. Figure 9-2 shows the MSC microcode solution to 
the above GSM problem. Again in this example, time slot 2 contains four 2-bit channels, 
but now the full time slot can be routed to a single SCC and split into subchannels within 
the time slot assignment tables. 
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NOTE 


As the L bit (bit 11 of a time slot assignment table entry) 1s 
taken from the original channel pointer field, the addressing 
capability of the QMC is reduced from 6 bits (64 channels) to 
5 bits (32 channels) for receive and transmit. 


TSO TS1 TS2 TS31 
=—.__»»14___».4+—____ > —+__» 
—_—__» 
8 BITS 
SCC1 





LC2A LC2B LC2C LC2D 
Masking performed by a single SCC to create four 2-bit channels 


Figure 9-2. Two-Bit Subchannel Implementation with MSC Microcode 


9.3 Programming the MSC Protocol 


The MSC protocol configuration is identical to the QMC configuration with the exception 
of the time slot assignment tables. Figure 9-3 shows the addition of the L bit needed for the 
MSC configuration. Note that it is possible to have up to 32 channels coming from any 
permutation of the time slots. 
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Time Slot 0 Mask(0:1) Channel Pointer Mask(2:7) 
lot 1 
nme oct Channel Pointer | Mask(2:7) 
Mask(0:1) Channel Pointer Mask(2:7) 
32 x 16 

Mask(0:1) Channel Pointer Mask(2:7) 

Mask(0:1) Channel Pointer Mask(2:7) 

Time Slot 30 Mask(0:1) Channel Pointer Mask(2:7) 
Time Slot 31 





Channel Pointer 


: 


Figure 9-3. Time Slot Assignment Table Showing MSC Configuration 


Table 9-1 describes the fields in the time slot assignment table for recetve (TSATRx) when 
the MSC microcode is enabled. 


Table 9-1. Time Slot Assignment Table Entry Fields for Receive (MSC) 


Valid bit—The valid bit indicates whether this time slot is valid. 

0 The data in this 8-bit time slot is totally ignored and not written to any buffer. 

1 The data in this 8-bit time slot is valid and written to the current buffer, pointed to by the channel 
pointer entry, after protocol processing (for example, zero deletion in HDLC). 


Wrap bit—Identifies the last entry in TSATTx. 

0 This is not the last time slot in the frame. 

1 The RISC processor wraps around and handles time slot 0 or the first 8 bits transferred from the 
TSA in the next request. The next request is identified by a frame synchronization pulse. 
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Table 9-1. Time Slot Assignment Table Entry Fields for Receive (MSC) (Continued) 


cs 


Last bit—lIdentifies the last subchannel in a time slot. 

0 This is not the last subchannel in the time slot. 

1 This is the last sub channel within an 8-bit time slot. The RISC processor handles the next time 
slot transferred from the TSA in the next request. 


Rx channel | This field of the TSATRx entry identifies the data channel that is routed to this time slot. The actual 


pointer channel pointer is 11 bits long, and contains the starting address of the channel-specific parameter 
area (address of TBASE). The 5 most-significant bits are taken from TSATRx, and the 6 least- 
significant bits are aiways internally set to zero. For the MSC operation, the addressing range is 
2 Kbytes. 


Mask(0-7) Mask bits—These 8 bits identify the valid bits in this time slot for subchanneling support. For 8-bit 
resolution, all mask bits should be set to 1. Any unmasked bit (1) is processed in the receiver for a 
valid time slot. Any masked bit (0) is ignored by the receiver for a valid channel and no bit counter is 
affected. 





Table 9-2 describes the fields in the time slot assignment table for transmit (TSATTx) for 
MSC operation. 


Table 9-2. Time Slot Assignment Table Entry Fields for Transmit (MSC) 


Description 


Valid bit—The valid bit indicates whether this time slot is valid. 

0 Logic 1 is transmitted. If the Tx signal of the TDM interface is programmed to be an open drain 
output (port B programming), other devices can transmit on nonvalid time slots. 

1 Data is transmitted from its associated buffer in combination with the mask bit settings. 


Wrap bit—The wrap bit identifies the last entry in TSATTx. 

0 This is not the last time slot in the frame. 

1 The RISC processor wraps around and handles time slot 0 or the first 8 bits of data in the SCC in 
the next request. The next request is identified by a frame synchronization pulse. 


Last bit—Identifies the last subchannel in a time slot. 

Q This is not the last subchannel in the time slot. 

1 This is the last sub channel within an 8-bit time slot. The RISC processor handles the next time 
slot transferred to the TSA in the next request. 


Tx channel | This field of the TSATTx entry identifies a data channel which is routed to this time slot. The actual 

pointer channel pointer is 11 bits long, and contains the starting address of the channel-specific parameter 
area (address of TBASE). The 5 most significant bits are taken from TSATTX channel pointer field, 
and the 6 least significant bits are always internally set to zero. For MSC protocol, the addressing 
range is 2 Kbytes. 


Mask(0-7) Mask bits—Identifies the valid bits in this time slot for subchanneling support. For 8-bit resolution, all 
mask bits should be set to 1. For a valid channel with an unmasked bit (1), the bit position is filled 


according to the protocol. A valid channel with a masked bit (0) transmits a logic high (1). 
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9.4 MSC Subchanneling Example 


Figure 9-4 shows an example for eight 20-bit subchannels. 


al’ Ilan oe 
[a = [o| ome | wm 
pel © lel meen | 
lala Iaaasen | me 













Time Slot 0 






Time Slot 31 


Figure 9-4. Example for Eight 2-Bit Subchannels 





The example in Figure 9-4 uses two time slots to handle eight 2-bit subchannels. Time 
slot 0 is subdivided into four 2-bit subchannels. Note that time slot 0 1s processed four times 
for the channels labeled OA, OB, OC and OD, each with different masks. It is only in the 
fourth entry that the L-bit (last bit) is set, instructing the CPM to process the next time slot. 
The same is true for time slot 31. It again is subdivided into four 2-bit subchannels. Note 
that the maximum number of channels is 32 due to the 5-bit channel pointer. 
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9.5 QMC Memory Organization 


Figure 9-5 shows the internal memory map of the MPC860MH when the MSC microcode 
is resident. Note that the microcode resides in the first 1 Kbyte of dual-ported RAM and 
uses the last 256 bytes of dual-ported RAM for data. This means that the channel-specific 
parameters are offset from IMMR + 0x2400, and may occupy up to IMMR + 0x2BFF. This 
space can hold parameters for up to 32 channels. Any unused memory, and the 768 bytes 
from IMMR = 0x2C00 may be used by the user for buffer descriptors or as standard RAM. 










IMMR 
4-Kbyte 
Internal 
Registers 
256-byte Microcode 
IMMR_+ 0x2000} IMMR + 0x2000 
Gf Kbyte Microcode 
iy; UY IMMR + 0x2400 
4-Kbyte 2 Kbytes for Channel- 
Dual-Ported Specific Parameters 
RAM = £ ~~ IMMR + Ox2C00 
768-Byte User/BD 
IMMR + Ox2F00 
Y/256-byte Microcode IMMR + 0x3000 
4 Microcode & 
IMMR_+ 0x3COQ, Ws Microcode Scratch 





Not implemented 





Parameter RAM 


Figure 9-5. MPC860MH Internal Memory Map with MSC Microcode Enabled 
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9.6 Multi-Subchannel Initialization 


The initialization of the MSC microcode is the same as the standard QMC initialization 
with the following additions: 


Prepare TSATTx and TSATRx to include the L (last) bit 

The RISC controller trap registers for the MPC860 rev A must be set as follows: 
— Address SCC base + 9CC, RCTRI = 0x8074 

— Address SCC base + 9CE, RCTR2 = 0x8054 

— Address SCC base + 9D0, RCTR3 = 0x92F2 

— Address SCC base + 9D2, RCTR4 = 0x9097 

Load microcode S records into dual-ported RAM 

Set the RCCR (address SCC base + 9C4) = 0x0002 

Set the GSMR_H = 0x07A0 (RFW = 1) 
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Appendix A 
68360 Bit Numbering 


This appendix shows the bit numbering for the 68360. 


A.1 Time Slot Assignment Table 


Figure A-1 shows the 68360 bit numbering for a general time slot assignment table for 
thirty-two 16-bit time slots. The fields will be used to either transmit or receive channels. 







Time Slot 0 Mask(7:6) Channel Pointer Mask(5:0) 

Time Slot 1 Mask(7:6) Channel Pointer Mask(5:0) 
Mask(7:6) Channel Pointer Mask(5:0) 
SO a 
Mask(7:6) Channel Pointer Mask(5:0) 
Mask(7:6) Channel Pointer Mask(5:0) 

Time Slot 30 Mask(7:6) Channel Pointer Mask(5:0) 

Time Slot 31 Mask(7:6) Channel Pointer Mask(5:0) 


Figure A-1. Time Slot Assignment Table 
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Figure A-2 shows the 68360 bit numbering for a time slot assignment table for 64-channel 
common Rx and Tx mapping. 


Mask(7:6) Channel Pointer Mask(5:0) 



























Time Slot 0 
Time Slot 1 Mask(7:6) Channel Pointer Mask(5:0) 
Mask(7:6) Channel Pointer Mask(5:0) 

64 x 16 

V WwW Mask(7:6) Channel Pointer Mask(5:0) 
Mask(7:6) Channel Pointer Mask(5:0) 
TUG SE 02 Mask(7:6) Channel Pointer Mask(5:0) 
Time Slot 63 Mask(7:6) Channel Pointer Mask(5:0) 


Figure A-2. Time Slot Assignment Table for 64-Channel Common Rx and Tx 
Mapping 
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A.2 Registers in HDLC Mode 
Figure A-3 to Figure A-6 show the 68360 bit numbering for registers in HDLC mode. 


15 14 13 12 11 10 9 8 7 6 5 4 3 2 


1 0 
mone [—o [Tun [ENT [RESERVED [POL | crc [0 | nesenveD [ —-iNOFSSSS 


RESET: 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 
Figure A-3. CHAMR—Channel Mode Register (HDLC) 
Interrupt Table Entry: 
14 13 10 ] 8 7 6 


15 12 11 5 4 3 2 1 0 
pe _[ — | __cRAWEL NOWBER wa [UN [AF [os [7G | A 


RESET: 


0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 
INTMSK: 
15 4-49 42H 10 9 8 7 6 5 4 3 2 1 0 
RESERVED [INTERRUPT MASK RESERVED INTERRUPT MASK BITS 
RESET: 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 


Figure A-4. Interrupt Table Entry and INTMSK (HDLC) 


31 30 29 28 27 26 25 24 


oo [tor [ero 


Figure A-5. TSTATE (HDLC) 


31 30 29 28 al 26 25 24 
ae eee eee eee 


Figure A-6. RSTATE (HDLC) 
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A.3 Registers in Transparent Mode 


Figure A-7 to Figure A-10 show the 68360 bit numbering for registers in transparent 
mode. 


14 


Cee 


eee MODCK MODCK 
0 0 0 0 0.-3) 1 0 0 0 0 0 0 0 


Figure A-7. CHAMR—Channel Mode Register (Transparent Mode) 


INTMSK: 

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 

RESERVED RESERVED RESERVED RES INTERRUPT MASK BITS 
RESET: 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 
INTMSK: 

15 14 13 l2 11 10 5 2 

RESERVED RESERVED SESERVED RES WGicRAUPT WASK ETS 
RESET: 

0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 


Figure A-8. INTMSK and Interrupt Table Entry (Transparent Mode) 


31 30 29 28 27 26 25 24 
oo [i por [oo 


Figure A-9. TSTATE (Transparent Mode) 


31 30 29 28 27 26 25 24 
fo [oti [wor[ foro 
Figure A-10. RSTATE (Transparent Mode) 
A.4 Command Register 
Figure A-11 shows the 68360 bit numbering for the command register. 


14 13 12 11 10 9 8 7 6 5 4 3 2 1 


15 
Cast | oncorcooe [+ [1 [4 [0] 0 |  ChAWeLNMeR | - | As 


Figure A-11. Command Register 


ER 
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A.5 SCC Event Register 
Figure A-12 shows the 68360 bit numbering for the SCC event register. 


7 6 5 4 3 2 1 0 
[i eov ant [oun [00] 
Figure A-12. SCC Event (SCCE) Register 


A.6 SCCM Register | 
Figure A-13 shows the 68360 bit numbering for the SCCM register. 


7 6 9 4 3 2 1 0 
ier Tent [aun] cov 
Figure A-13. SCCM Register 


A.7 Receive and Transmit Buffer Descriptors 


Figure A-14 and Figure A-15 show the 68360 bit numbering for the receive and transmit 
buffer descriptors. 


ae 14 Eu 12 11 10 9 8 th 6 5 4 3 2 1 

















OFFSET ee ee 
OFFSET +6 
Figure A-14. Receive Buffer Descriptor (RxBD) 
15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0 
Sa A mele ec Po ea ee 
OFFSET +6 





Figure A-15. Transmit Buffer Descriptor (TxBD) 
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Appendix B 
Frequently-Asked Questions 


This appendix provides a list of frequently-asked questions and solutions for the MH360 
and 860MH. 


B.1 Questions Common to MH360 and 860MH 
 Q: What are the performance differences between the 68MH360 and 860MH? 


A: Since the 860 and 360 have the same CPM, performance scales linearly with 
frequency as shown in Table B-1. 


Table B-1. CPU Performance 


eee [ter [ome 
ee eee oe 


Q: Comparing the MH360 and 860MH, what is the best way to support two Tl TDM 
channels? 


A: There are two bottlenecks in running the QMC protocol on the 360 and 860. One is 
CPM performance, and the other is parameter RAM space. 











Running the QMC protocol consumes nearly all of the CPM bandwidth at 25 MHz. 
As the CPM is the same for the 360 and 860, the same limitation applies to both 
when running at 25 MHz. 


In addition, the QMC protocol consumes nearly all of the dual-ported RAM of a 360 
preventing more than one QMC from running at the same time (even if the 360’s 
speed could be increased). 


However, since the 860 has twice as much dual-ported RAM as the 360, it does have 
enough space to run two QMC-s. Also, the CPM bandwidth is doubled at 50 MHz. 
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B.2 


B-2 


Therefore, a SO-MHz MPC860MH will be needed to run 64 channels of HDLC on 
one device. 


860MH-Related Questions 


Q: Is Ethernet only available on SCC1 for both 860EN and 860MH? 


A: 


Q: 


A: 


Ethernet is available on any channel. We recommend it on SCC1 due to its larger 
FIFO. 


How is 64-channel QMC implemented on the 50-MHz 860MH? What is the serial 
speed of the TDM channels? 


Use two SCCs running 32-channel QMC protocol. Each channel 1s assumed to be 
64-Kbps, like a normal time slot on a T1/E1 line, giving an aggregate rate of 4 Mbps 
(that is, twice the E]1 rate). 


Q: Does running transparent-mode processing on the QMC channels decrease the load 


A: 


on the CPM? 


CPM loading in transparent mode is not significantly different from the loading in 
HDLC mode; therefore, performance will be the same. 


Q: How many channelized T1/E1 ports does the 860MH support? (where E] is thirty- 


A: 


two 64-Kbps channels and T1 is 24 channels) 


With respect to running multiple channels of HDLC, the major limitation of the 
current 860MH is clock frequency. A 25-MHz part can run only 32 HDLC channels, 
while a 50-MHz part can run 64 channels. At this point, however, the size of the 
dual-ported RAM limits the number of HDLC channels to 64. 


The MPC860 also has just two time slot assigners. Therefore, it can directly 
terminate at most two T1s or Els. 


Q: How is the 860MH configured to support more than 32 channels. 


A: 


The QMC protocol for the 860MH can be used to support more than 32 HDLC 
channels 1n three ways: 


e In one method, use shared transmit/receive channel routing on one SCC to run 
the QMC protocol linking the maximum of 64 time slots of a single multiplexed 
line to 64 separate logical channels. 


e In another method, run the QMC protocol on two separate SCCs, each with its 
own set of parameters. With this method, two separate Els can be routed to the 
two separate SCCs. It is not possible, however, to share channels from both Els 
at random between the SCCs. (One E1 will map to the 32 logical channels of one 
SCC.) 
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e A hybrid approach runs a single line of up to 64 multiplexed time slots to two 
separate SCCs, each with its own set of parameters. Normally this would route 
32 time slots to each SCC. This would have the benefit of doubling your effective 
FIFO depth, allowing greater system design flexibility. 


Q: My understanding is that the MH360 could not support the SS-7 microcode. Is this 
also true of the 860MH? 


A: The 860MH will not support SS-7 over the multiplexed (QMC) channels. If SS-7 is 
to be run, it must be run over its own dedicated SCC. However, by using the time 
slot assigner, the traffic from this SCC could be routed over the same El or T'! as the 
other multiplexed HDLC channels. 


For example, one channel of an El could be routed to an SCC running SS-7, and the 
other 31 channels to an SCC running QMC. Thus, the number of SS-7 channels 
allowed is limited to the number of SCCs (that is, at most 4). 


Q: What is the CPM’s maximum CPU bus utilization when running two 2-Mbps QMC 
channels? 


A: For 64 channels (two E1 lines), two 2-Mbps full duplex means 8 Mbps of aggregate 
traffic. Factoring in a large margin for buffer descriptor accesses bumps this 8 Mbps 
up to 10 Mbps. The 10 Mbps of traffic translates to 0.3 megatransfers of 32 bits each 
requiring only 1.5 MHz out of a 50-MHz bus (assuming a 5 wait-state memory). A 
similar calculation for Ethernet would account for higher data traffic and fewer 
descriptor accesses. 


Q: Is the 860MH pin compatible with the 860DH? 

A: Yes, it is pin compatible. 

Q: Are BISYNC and Centronics still removed from the 860MH as they are with the 
MH360? 

A: No, Centronics and Bisync are both supported on the 860MH. 


Q: How is time slot 0 identified on an SCC? Is an external sync required? 


A: The TSA identifies time slot 0. A sync pulse must be provided to the TSA at the 
beginning of a frame. 


Q: What does the larger dual-ported RAM on the 860MH provide? 


A: The larger dual-ported RAM means that up to 64 QMC channels may be supported. 
It also provides more buffer descriptor area needed for the higher serial performance 
at higher speeds. 
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B.3 MH360-Related Questions 


Q: Does the MH360 still have a full Ethernet controller? 

A: Yes. 

Q: What frequency MH360 is required to support 10-Mbps Ethernet and 64-channel 
QMC on a 2.048-Mbps TDM? 

A: A 33-MHz MH360 is required. 

Q: How should an MH360 be configured to run both 2.048-Mbps QMC and 10-Mbps 
Ethernet? 

A: Put Ethernet on SCC1 and split the TDM time slot—16 channels on SCC2 and 16 
on SCC3. 


Q: When the part has the core disabled (68040 companion mode), will it support both 
the Ethernet and a 32-channel QMC when clocked at 25 MHz? If not, how many 
QMC channels will it handle? 


A: A 33-MHz part is needed to run 32-channel QMC and Ethernet. A 25-MHz MH360 
can support 24-channel QMC and Ethernet. The bottleneck is in the CPM 
performance not the CPU. 


: Is the pinout for the MH360 the same as the standard 360? 
Yes. 


: Can two GCI ports be connected to an MH360? 


: Yes, with some caveats. Run each GCI channel into a TSA. Then use SCCI for the 
two B channels and SCC2 for the other two B channels. Finally, use SCC3 and SCC4 
for the respective D channels. However, this method provides no support for M-, C/ 
I-, A-, or E-channels. 


>O ra 


Q: What are the differences in loopback modes for the time slot assigner, particularly 
with respect to the MH360? 


A: There are three ways to do loopback: 


e Use the GSMR to make all 32 virtual channels loop back as they pass through 
the SCC. Each virtual channel will transmit through the SCC in the order defined 
in the transmit portion of the SI RAM. The transmit side of the virtual channel 
will loop back directly into the receive side of the virtual channel with no 
indirection by the SI. 


e Use the SIMODE to cause global loopback of the multiplexed data stream in the 
SI. By this method, the first transmit time slot will loop back into the first receive 
time slot, etc. However, different time slots can be assigned to different virtual 
channels in the SI RAM. For example, virtual channel 1 could be assigned to 
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transmit time slot 1, but virtual channel 5 could be assigned to receive time slot 
1. Therefore, global loopback would cause the data transmitted on channel | to 
be received on channel 5. 


¢ For loopback on an individual time slot, set bit 15 of the corresponding entry in 
the SIRAM. 


For the last two methods, use a common transmit/receive clock and transmit/receive 
sync pulses. Also in these last two methods, if the loopbacked data is to be received 


on the same virtual channel, make sure the transmit and receive portions of your SI 
RAM entries match. 


Q: Does the MH360 support signalling system 7 (SS-7) on all 32 channels? 

A: No. The MH360 does not support SS-7. Run the SS-7 microcode on a normal 
QUICC to get 4 channels of SS-7 support. 

Q: Is any extra support logic required to attach an MH360 to an ISDN primary rate line? 

A: Yes, a Tl transceiver and framer unit will be needed. Manufacturers include Dallas 


Semiconductor, Mitel, and Level One. 


Q: Can the MH360 be used as an ISDN basic rate terminator? 


A: Yes, send multiple Motorola U Interface outputs into a single SCC using the QMC 
controller and the Motorola IDL2. 


Q: 360 documentation says that the time slot assigner can be used with all of the SCCs 
and the SMCs. However, the MH360 reference manual states that the time slot 
assigner works with the SCCs. Can the time slot assigner work with the SMCs? 


A: Yes. 


Q: What is the maximum bus latency at 25 MHz when using 32 64-Kbps channels? 


A: Nine clocks. It is very important. At 25 MHz, the CPM is just able to empty the 
FIFO quickly enough to prevent underrun. If the part is run at 33 MHz or if only 24 
channels are needed, the margin increases allowing for a better worst case. 


Q: Can TDM, be used for the QMC on the MH360? 
A: Yes. 


Q: Can the transparent channels of the MH360 (QMC mode) synchronize on an inline 
data pattern? 


A: No. 
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Appendix C 
Connecting ISDN Multiple 
S/T or U Interfaces to QUICC32 


Using IDL or GCI protocols, the MC145574 (S/T interface) and the MC145572 
(U interface) can be gluelessly interfaced to members of the MC68302 family for low-cost, 
active-ISDN basic rate terminal applications. 


For applications needing to support more than one basic rate interface (BRD), such as LAN/ 
WAN bridges, PBX, line cards or multiple-line terminal adaptors, a system solution using 
multiple MC145574s or MC145572s can be built around a QUICC32 (MC68MH360). 


The QUICC32 and the QMC (QUICC’s multichannel controller) protocol are useful for 
such ISDN applications requiring several logical channels on one physical medium. 


This appendix shows how multiple MC145574s or MC145572s can be connected to a 
QUICC32, describing the level-1 connections and explaining the data flow through the 
devices. 


No software issues are addressed in this appendix. 


C.1 The QMC Protocol 


Based upon the IDL bus, the QMC protocol implemented on the QUICC32 generates a 
TDM (time-division multiplexing) bus with programmable time slots for each ISDN 
interface. With 32 time slots, each carrying 8 consecutive bits forming 64-Kbps channels, 
a 2-Mbps TDM line (roughly equivalent to a CEPT/E1 link) can be created. 


Time slot zero (TSO) is dedicated to the first B1 channel, with TS1 assigned to the first B2 
channel and TS2 to the first D channel. Even though only 2 bits are used for signaling, the 
D channel has 8 bits reserved on the TDM link since the QMC microcode must process data 
on 8-bit boundaries for correct delineation of channels. The unused 6 bits are masked in the 
QMC time slot assignment table. 


Since the TDM line allows a maximum of 32 channels, the above process of routing 
channels to time slots (that is, the second B1 channel routed to TS3 and so on) can be 
repeated for up to 10 BRIs. 
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Using on-chip time slot assigners, the S/T and U interfaces in IDL2 mode can match the 
QMC bus structure—both interfaces can be connected to a 2.048-MHz IDL2 bus and route 
the B1 channel, B2 channel and D channel to any time slot. 


Figure C-1 shows the IDL2 bus configured to match the QMC protocol. 


IDL-FSC [ [ 


IDL-TX Es =) 7/2)" / Bn | 81 | b2 [oF 


TSO TS1 TS2 = TS3 TS30 TS31 


asics Se =), 2 2) | 61 | 62 [0A 


TSO TS1 TS2 TS3 TS30 1831 





Figure C-1. IDL2 Bus Structure for a Connection to the QMC Bus 


C.2 Control and Status Information 


Using the SPI port, the QUICC32 and the ISDN interfaces exchange control and status 
information via out-of-band signaling. Optionally, the MC145572s could use an 8-bit 
parallel port for control and status transfer, allowing the U interfaces to be connected to the 
processor bus. 


| Figure C-2 shows the connection between the QUICC32 and an S/T interface. 


C-2 QMC Supplement MOTOROLA 


L1CLKx 
LiTXDx 
LiRXDx 
LISYNC Line 
ISDN Interface 
S/T chip 
IRQ IRQ MC145574 


GPI/O 


SPICLK 
SPITX 
SPIRX 


QUICC32 


* Pull-up resistors on SCPEN and IRQ signals 
are not represented. 





Figure C-2. IDL and SCP Connections between the QUICC32 and the S/T Interface 


The QUICC32 is always a slave on the IDL bus, with the data clock (DCL) and frame sync 
(FSC) signals acting as inputs. As explained in Section C.3, “Data Clock (DCL) and Frame 
Sync (FSC) Generation,” this specific application requires the S/T interface be configured 
in slave mode on the IDL bus, with external circuitry providing the DCL and FSC signals 
to both the QUICC32 and the S/T interface. 


The D channel request/grant function is not required for this application since each S/T is 
assumed to be directly connected to the NT1 (that is, point-to-point configuration with only 
one TE connected to one NT). 


The DGNT signal is left unconnected, and DREQ can be directly connected to VSS. As 
there is no contention on the D channel, the D channel contention procedure of the 
MC145574 should be disabled by setting BR7[6]. 


Figure C-3 shows the connection between the QUICC32 and a U interface. 
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Figure C-3. IDL and SCP Connections between the QUICC32 and the U Interface 


As with the S/T interface example, the U interface must be configured in slave mode with 
the DCL and FSC signals provided to both the QUICC32 and the U interface. 


In slave mode, the FSX and FSR signals of the MC145572 must be connected together. 
There are no DREQ/DGRANT signals on the U interface. 


C.3 Data Clock (DCL) and Frame Sync (FSC) 
Generation 


The main consideration when connecting multiple interfaces to the same physical medium 
is the clock and frame sync generation. 


As stated earlier, the QUICC32 does not provide DCL and FSC signals. The U or S/T 
interface could be configured in master mode on the IDL bus and generate both DCL and 
FSC synchronized to the line-interface signal. 


To have all the B- and D channels of a multi-interface system synchronized on the same 
TDM bus, only one S/T or U interface should be configured as master to provide common 
DCL and FSC signals to the QUICC32 and all other interfaces. 
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However, this configuration works only if the single master S/T or U interface is guaranteed 
to be active, constantly generating synchronized DCL and FSC signals for the network. 
Since the designated master transceiver cannot be guaranteed active, all transceivers must 
be configured in slave mode, and the problem of synchronization remains. 


DCL and FSC must be generated from within the network and cannot be derived from an 
independent source (e.g., crystal or oscillator). However, the S/T and U interfaces, even in 
slave mode, provide a way to generate these signals as explained in the following sections. 


C.3.1 MC145574 S/T Interface 


To facilitate the generation of timing signals required by the slave IDL interface, TCLK is 
provided in the S/T interface. The TCLK signal will output a clock synchronized to the 
received data transmitted by the NT. That clock is output only when the S/T interface is 
active and when the DCL and FSC signals are present (both conditions are required 
simultaneously). This TCLK signal can be used to provide network timing. Its frequency is 
selectable via the SCP. 


The TCLK signal of the MC145574 is enabled by setting OR7[5]. BR13[5] and BR7[2] 
determine the TCLK frequency as shown in Table C-1. 


Table C-1. TCLK Frequencies Selected by BR13[5] and BR7[2] 


BR7[2] TCLK 
2.56 MHz 
2.048 MHz 





A TCLK signal configured as a 2.048-MHz clock can be used as the DCL for the IDL bus. 


Dividing the TCLK signal by 256 provides the 8-KHz frame sync FSC. Since the FSC must 
have a pulse between one DCL and eight DCLs in width, additional logic may be needed 
after the divider to generate a signal with a correct duty cycle. 


Figure C-4 and Figure C-5 show a schematic and a timing diagram, respectively, for a logic 
design used to generate a 8-KHz FSC with a 1-DCL width pulse from a 2.048-MHz clock 
(TCLK). 





MOTOROLA Appendix C. Connecting ISDN Multiple S/T or U Interfaces to QUICC32 C-5 


8-KHz Clock 
Duty cycle 50% 


256 Divider 2.048-MHz 


Duty cycle Clock 
of 50% 


2.048-MHz 2.048-MHz 
Clock Clock 
Flip-flop 1 Flip-flop 2 





Figure C-4. FSC Generation from a 2.048-MHz Clock—Block 
Diagram 
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Figure C-5. FSC Generation from a 2.048-MHz Clock—Timing 


The S/T interface includes elastic buffers allowing continued operation under any phase 
relationship between the IDL frame sync and the network. These buffers allow the frame 
sync to wander with respect to the network up to 60 Us peak-to-peak, exceeding the Q.502 
requirements of 18 Us peak-to-peak over a 24-hour period. 


Figure C-6 shows a block diagram of the connection between four S/T interfaces and the 
QUICC32. The diagram would be the same for up to 10 S/T interfaces. 
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Figure C-6. Connection between Four S/T Interfaces and the QUICC32 
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C.3.1.1 Activation Procedure 


If no S/T transceiver is active, no TCLK clock is generated. Once the first transceiver is 
activated, it will generate a TCLK signal only if DCL and FSC signals are present as well. 


Pseudo DCL and FSC signals generated from one of the baud rate generators (BRG) of the 
QUICC32 can be used to generate the TCLK signal. The BRG can generate a clock based 
on the QUICC32’s system clock. A divider factor should be chosen so that the BRG 
frequency is close to 2.048 MHz. This clock then feeds into the 256-divider circuitry of 
Figure C-4 to generate a pseudo DCL and a pseudo FSC. 


A multiplexer commanded by the QUICC372 is required to select either the BRG signal or 
the TCLK signals of the transceivers to be the clock master generating the DCL and FSC 
signals. 


When no transceiver is activated, the QUICC32 selects the BRG to be the clock master, and 
the S/T interface receives the pseudo DCL and FSC signals. (These two signals are not 
synchronized to the network but are not used to sample data.) 


As the first MC145574 is activated, it will be able to generate the TCLK signal; see 
Figure C-7. This transceiver will then send an interrupt to the QUICC32 (RQ3—tegister 
NR3[3]—meaning Info 2 has been received) indicating that the activation process has 
begun. The QUICC32 then uses the multiplexer to select the TCLK signal of that 
MC 145574 to be the clock master. 


As shown in Figure C-7 and Figure C-8, the TCLK signal is present before the interruption, 
with at least 750 us between the IRQ and the received Info 4. The QUICC32 therefore has 
750 Us to react to the IRQ and to select the new clock master. 
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(Rx Info 3) 


1: 1250 to 1500 ms (= 5 to 6 S/T Frames x 250 ms) 
2: > 750 ms (= 3 S/T Frames x 250 ms) 
3: > 300 ms 





Figure C-7. Timing Diagram for an Activation Initiated by the NT 
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Figure C-8. Timing Diagram for an Activation Initiated by the TE 
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C.3.1.2 Deactivation Procedure 

When the clock-master S/T interface is deactivated, the QUICC32 receives an interrupt 
indicating the deactivation status IRQ3 —tegister NR3 bit 3— meaning Info O of 
Figure C-9 has been received). Then, if another S/T interface is active, its TCLK signal 
must be selected to become the clock master; otherwise, the QUICC32 can select the BRG 
to be the clock master. 


As shown in Figure C-9, the TCLK signal is disabled about 72.8 us after the interruption. 
Therefore, the QUICC32 has 72.8 Us to react to the IRQ and to select another clock master. 


IRQ3 
(Rx Info 0) 


Time 


1: 500 ms (= 2 S/T Frames x 250 ms) 
2: 72.8 ms (= 14 bit x 5.2 ms) 





Figure C-9. Timing Diagram for a Deactivation (Always Initiated by the NT) 
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C.3.2 MC145572 U Interface 


The FREQREF signal of the MC145572 provides a clock synchronized to the network 
timing for the U interface. This frequency reference is a fixed 2.048-MHz clock enabled by 
setting OR8[4] in the MC145572 register set. 


The U interface’s FREQREF differs from the TCLK of the S/T interface. When enabled, 
the FREQREF signal generates the 2.048-MHz clock regardless of the activation status of 
the U interface (but that clock is synchronized to the network only when the U interface is 
activated). Also, FREQREF does not require the DCL and FSC signals to enable clock 
generation. 


Like the S/T interface, on the other hand, the FREQREF signal can be used as the DCL for 
the IDL bus. When divided by 256, FREQREF can also be used to generate the 8-KHz 
frame sync FSC. The same logic design used for the S/T interface must be added to insure 
a correct FSC duty cycle; see Figure C-4. 


Also like the S/T interface, elastic buffers are included to allow the U interface to operate 
with any phase relationship between the IDL frame sync and the network. 


Figure C-10 shows a block diagram of the connection between four U interfaces and the 
QUICC32. The diagram would be the same for up to 10 U interfaces. 
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Figure C-10. Connection between Four U Interfaces and the QUICC32 
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C.3.2.1 Activation Procedure 
During the initialization, the FREQREF signal of each U interface is enabled. 


A multiplexer commanded by the QUICC372 is used to select the U interface clock master. 


When the first MC145572 is activated, its FREQREF signal synchronizes to the network. 
The MC145572 then sends an interrupt to the QUICC32 (IRQI— register NR3[1]— 
meaning uao = | has been received) indicating that the activation process has begun. Before 
responding to LT with act = 1 (which will enable the data transfer), the QUICC32 can 
select, through the multiplexer, this particular FREQREF signal to be the clock master. 


Since the QUICC32 has the initiative to enable the data transfer, there is no timing 
constraint to react to the interrupt. 


C.3.2.2 Deactivation Procedure 


According to the ANSI specification T1.601-1988, prior to deactivating, the LT should 
notify the NT of the pending deactivation by clearing the M4 channel dea bit towards the 
NT for at least three superframes. Then, the NT can be deactivated by sending a 
deactivation request. 


The MC145572 not only has the ability to generate an interrupt after the reception of the 
third dea bit = 0, but also after the reception of the second dea bit = 0. 


When the clock-master U interface is deactivated, the QUICC32 receives an interrupt 
indicating that the second dea bit = 0 has been received. The QUICC32 has then the ability 
to select another activated U interface (if there is one), to be the clock master. The 
QUICC32 has 12 ms (1 superframe) until receiving the next dea bit = 0, indicating the 
pending deactivation, and therefore 12 ms to react to the interrupt. 


If none of the U interfaces are activated, no change in the multiplex selection is required. 


C.3.3 System Configuration 


The following sections provide a checklist of the main features that need to be configured 
for each device. 


C.3.3.1 S/T-Interface Configuration 


Do the following for an S/T-interface configuration: 


e¢ IDL2 with time slot assigner (TSA enabled in reg. OR6[5—7]; TSA selection in 
ORO to ORS) 


¢ Slave mode (DCL & FSC are input) - (pin M/S to GND) 


e TCLK enabled at 2.048 MHz (OR7[5] = 1; BR13[5] = 0; 
BR7[2] = 1) 


e D channel contention procedure disabled (BR7[6] = 1) 
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C.3.3.2 


U-Interface Configuration 


Do the following for U-interface configuration: 


C.3.3.3 


IDL2 with time slot assigner (TSA enabled in reg. OR6[5—7]; TSA selection in 
reg. ORO to ORS) 


Slave mode (DCL & FSC are input) - (pin M/S to GND) 
FREQREE enabled at 2.048 MHz (reg. OR8[4] = 1) 


QUICC32 Configuration 


Do the following for QUICC32 configuration: 


NE eg 


SCC3 using the QMC protocol for handling the different channels of the 
multiplexed [DL2 bus. (D channels are HDLC encoded/decoded and B-channels 
can be configured for transparent or HDLC framing) 


SCCI1 can be configured for Ethernet, HDLC, transparent, or UART. 
SCC2 and SCC4 can be configured for HDLC, transparent, or UART. 


The SPI is connected to the SCP port of each S/T or U interface for handling 
configuration and control information. 


For the U interface, the SPI/SCP connection can be replaced by a connection of 
the 8-bit parallel port of the U transceiver to the processor bus of the QUICC. 


One I/O signal can be dedicated for handling the SCPEN signal of each S/T or 
U interface. 


One interrupt signal can be dedicated for handling the IRQ signal of each S/T or 
U interface. 
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Future Electronics ........... 
NOWaNK se esse teehee ere 
PENSTOCK ................ 
Wyle Electronics ............ 
IDAHO 


Boise 


FAL eonceectn tnt ie a atten 


(805)449-1480 
(818)594-0404 
(303)237—1400 
(303)232-2008 


(303)373-4540 


. (303)799-0258 


(303)790-1662 
(303)799-7845 


(303)457-9953 


(203)243-1731 


(203)250-1319 
(203)250-0083 
(203)271-5700 


(203)265-7741 
(203)269-8077 


(407)865-7900 


(813)530-1665 
(813)530-1222 


(305)429-8200 
(305)420-0500 


(954)428-9494 
(954)426-4043 
(954)677-3500 
(954)486-1151 


. (407)333-9300 


(813)507—-5000 
(813)287-1578 
(813)376-3004 


(407)740—7450 


(407)865-9555 
(407)896-8350 


(904)668-7772 


(813)287-1578 
(813)247-7556 


(407)657—3300 
(407)672-1114 


(404)447-4767 


(404)497—1300 
(770)623-4400 


(770)441-7676 
(770)448—1300 
(770)734-9990 
(770)441-9045 


(208)376-8080 
(208)342-4311 


ILLINOIS 

Addison 

Wyle Laboratories ............ (708)620—0969 
Arlington Heights 

Hamilton/Hallmark ........... (847)797-7300 
Chicago 

PAL fom pce ctda teats eerie te oad (708)843-—0034 

Newark Electronics Corp. .. 1-800-4NEWARK 
Hoffman Estates 

Future Electronics ............ (708)882—1255 
Itasca 

Arrow/Schweber Electronics ... (708)250-—0500 


Palatine 


PENSTOCK .............000. (708)934—3700 
Schaumburg 
NG@WAIK. 2) ccuicdorekednecaas (708)310-8980 
INDIANA 


Indianapolis 
Arrow/Schweber Electronics ... (317)299-2071 


Hamilton/Hallmark ........... (317)575—3500 
BAL otis sled dees A aleahic asi (317)469-0441 
Future Electronics ............ (317)469-0447 
Newark ........... 0.0 e ee eee (317)259-0085 
Ft. Wayne 
NOWAIK sa0tcviuiel i vedaescity (219)484—0766 
PENSTOCK .............026. (219)432—1277 
IOWA 
Cedar Rapids 
NG6WarK sscxn4ee cede we kee (319)393-3800 
KANSAS 
Kansas City 
FAM tcc cermn ck fonleaiee Gaels (913)381-—6800 
Lenexa 
Arrow/Schweber Electronics .... (913)541-9542 
Olathe 
PENSTOCK ..............4-. (913)829-9330 
Overland Park 
Future Electronics ............ (913)649-1531 
Hamilton/Hallmark ........... (913)663-7900 
NG@WalnKk: ose 3324 bate edad (913)677-0727 
MARYLAND 
Baltimore 
FAI waccteadioee ceca le geehhets (410)312-0833 
Columbia 
Arrow/Schweber Electronics ... (801)596—7800 
Future Electronics ............ (410)290—0600 
Hamilton/Hallmark ........... (410)720—3400 
PENSTOCK .............+2-- (410)290-3746 
Wyle Electronics ............. (410)312-—4844 
Hanover 
NOWAK ods ae en pS Bd baer ws (410)712-6922 
MASSACHUSETTS 
Bedford 
Wyle Electronics ............. (617)271-9953 
Boston 


Arrow/Schweber Electronics ... (508)658--0900 


FAL Sstacu esos itat wasn a eede (508)779-3111 

NOWANK: « yoseiety eee hEkS 1-800-4NEWARK 
Bolton 

Future Corporate ............. (508)779-—3000 
Burlington 

PENSTOGRK u.cisdercesteuied (617)229-9100 
Peabody 

Hamilton/Hallmark ........... (508)532-3701 
Woburn 

NOWANK sccpctn cua rai veh es (617)935-8350 

MICHIGAN 

Detroit 

FA cio uncwr dite edentaieea (313)513-0015 

Future Electronics ............ (616)698—6800 
Grand Rapids 

Newark .............0e0eeeee (616)954—-6700 


continued on next page 
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UNITED STATES — continued 


MICHIGAN — continued 
Livonia 


Arrow/Schweber Electronics . . . 
Future Electronics .......... 
Hamilton/Hallmark ......... 


Troy 


Newark .............00000- 


MINNESOTA 
Bloomington 


Wyle Electronics ........... 


Burnsville 


PENSTOGK os svetetalooee’ 


Eden Prairie 


Arrow/Schweber Electronics . 


Future Electronics .......... 
Hamilton/Hallmark ......... 


Minneapolis 


NG@WALK ssc cciwau roatlae aos 


MISSOURI 
Earth City 


Hamilton/Hallmark ......... 


St. Louis 


Arrow/Schweber Electronics .. . 
Future Electronics .......... 


NEW JERSEY 
Bridgewater 


PENSTOCK 3: i uceeaceet nbevin 


East Brunswick 


Ne@Wark tcxcac ocsieu cttacwuua 


Fairfield 


PAs rcaien pop ene ted ate 


Marlton 


Arrow/Schweber Electronics ... 
.. (609)988-—1500 


Future Electronics ............ (609)596—4080 


Mt. Laurel 


Hamilton/Hallmark ......... 
Wyle Electronics ........... 


Oradell 


Wyle Electronics ........... 


Pinebrook 


Arrow/Schweber Electronics ... 
Wyle Electronics ........... 


Parsippany 


Future Electronics .......... 
Hamilton/Hallmark ......... 


NEW MEXICO 
Albuquerque 


Hamilton/Hallmark ......... 
Newark ...............0000- 


NEW YORK 
Bohemia 


Newark ...............00e- 


Hauppauge 


Arrow/Schweber Electronics .. . ) 

.. (516)348-3700 
.. (516)234—4000 
.. (516)434-7400 
1-800—-4NEWARK 
.. (516)724—9580 
.. (516)231-—7850 


Future Electronics .......... 
Hamilton/Hallmark ......... 


Newark ...............055 


PENSTOGK 9 fe hicdueians 
Wyle Electronics ........... 


Henrietta 


Wyle Electronics ........... 


Konkoma 


Hamilton/Hallmark ......... 


Pittsford 


Newark ................00- 


Rochester 


Arrow/Schweber Electronics . . 
.. (716)387-9550 
.. (716)387—9600 
.. (716)272-2740 


.. (612 
.. (612 
.. (612 
.. (612 


(810)455—-0850 


.. (313)261-5270 
_. (313)416-5800 


.. (810)583-2899 


... (612)853-2280 


.. . (612)882—7630 


941-5280 
947-0909 
944-2200 
881-2600 


— ee 


.. (612)331-6350 


.. (314)291-5350 


(314)567-—6888 


.. (314)542-9922 


) 
.. (314)469-6805 
) 
.. (314)453-9400 


.. (908)575~9490 
.. (908)937-6600 


.. (201)331-1133 


(609)596-—8000 


_. (609)222-6400 
.. (609)439-9110 


.. (201)261-3200 


(201)227-7880 


_. (201)882-8358 


.. (201)299-0400 
.. (201)515-1644 


.. (505)293-5119 
.. (505)828-1878 


.. (516)567—4200 


(516)231—1000 


.. (716)334-5970 
.. (516)737-0600 


.. (716)381-4244 


. (716)427-0300 


Syracuse 
PAM Acticin sacina aieeung tenes (315)451-4405 
Future Electronics ............ (315)451—2371 
Newark ......... 0.00 eee eees (315)457-4873 
NORTH CAROLINA 
Charlotte 
PAL ois ceed nurciraacrc ete as (704)548-9503 
Future Electronics ............ (704)547—1107 
NGWaANMG weet-c ioe de eda. esawawes (704)535-5650 
Morrisville 
Wyle Electronics ............. (919)469—1502 
Raleigh 
Arrow/Schweber Electronics ... (919)876—3132 
PAU tobhe cian dvareer eis (919)876—-0088 
Future Electronics ............ (919)790-7111 
Hamilton/Hallmark ........... (919)872-0712 
Newark ...............05. 1-800—4NEWARK 
OHIO 
Centerville 


Arrow/Schweber Electronics ... (513)435-5563 
Cleveland 


FAW cbads cea res eltiadered sas (216)446-0061 
NOWAK e540 c5 oc esinds ee dbews (216)391-9330 
Columbus 
NEWANK iccseadiu oh date e288 aren (614)326-0352 
Dayton 
PAs. cccngbt ain Book bee aes ees (513)427-6090 
Future Electronics ............ (513)426—0090 
Hamilton/Hallmark ........... (513)439-6735 
Newark ....... 00.0.0. e cee ee (513)294—8980 
Mayfield Heights 
Future Electronics ............ (216)449-6996 
Miamisburg 
Wyle Electronics ............. (937)436-9953 
Solon 
Arrow/Schweber Electronics ... (216)248-3990 
Hamilton/Hallmark ........... (216)498—1100 
Wyle Electronics ............. (216)248-9996 
Worthington 
Hamilton/Hallmark ........... (614)888-3313 
OKLAHOMA 
Tulsa 
Al ais ctimanyeeih oad dace ets Re (918)492-1500 
Hamilton/Hallmark ........... (918)459-—6000 
Newark ..........-.02.0-0005 (918)252-—5070 
OREGON 
Beaverton 
Arrow/Almac Electronics Corp. . (503)629-8090 
Future Electronics ............ (503)645-9454 
Hamilton/Hallmark ........... (503)526-6200 
Portland 
Pale ca ccee oat eee cuanetsetae (503)297—5020 
Newark ........... 00 eee eens (503)297—1984 
PENSTOG Kress es tapae paws (503)646—1670 
Wyle Electronics ............. (503)598-9953 
PENNSYLVANIA 
Coatesville 
PENSTOCK feces tei hoeuagt (610)383-—9536 
Ft. Washington 
NOWaIK oes ee uta ah gk aes (215)654—-1434 
Pittsburgh 
Arrow/Schweber Electronics ... (412)963-6807 
NGWAMK 13:3¢.6o5 eens tebe (412)788-4790 
TENNESSEE 
Knoxville 
NGOWEIK. dash eicneld edhe d (615)588-6493 
TEXAS 
Austin 
Arrow/Schweber Electronics ... (512)835—4180 
Future Electronics ............ (512)502-0991 
PA 314 d0eaeamoen dd beeen (512)346-6426 
Hamilton/Hallmark ........... (512)219-3700 
NOWaM Ki csccn ean ee eased (972)458—2528 
PENSTOGR a. 26 s¢asa dete sees (512)346-9762 
Wyle Electronics ............. (512)833-9953 


Benbrook 


PENSTOCK cccuscitanweine ys 


Caroilton 


Arrow/Schweber Electronics .. . 


Dallas 


FA ais ganeta ttawea thee a es 
Future Electronics ........... 
Hamilton/Hallmark .......... 
Newark ..............00000- 


EI Paso 


oa ee eae Soe ey amet nae 


Ft. Worth 


Allied Electronics ............ 


Houston 


Arrow/Schweber Electronics .. . 
FAb sad tees atu thse aie 


Newark .............000008- 
Wyle Electronics ............ 


Richardson 


PENS POCK ioxacetadoteaee 
Wyle Electronics ............ 


San Antonio 


FAN ceca tatiees wade eseisat dg 


UTAH 
Draper 


Wyle Electronics ............ 


Salt Lake City 


Arrow/Schweber Electronics . . 
BA secs Sect ed eet da elon 


Newark ..............0-0-085 


West Valley City 


Wyle Electronics ............ 


WASHINGTON 
Bellevue 


Almac Electronics Corp. ..... 
PENSTOGK iso oveescucesnns 


Bothell 


Future Electronics ........... 


Kirkland 


Newark .............20000ee 


Redmond 


Hamilton/Hallmark .......... 
Wyle Electronics ............ 


Seattle 


FA fe atpeltad ok Gu Roaes tine Ae aces 


WISCONSIN 
Brookfield 


Arrow/Schweber Electronics .. . 
Future Electronics ........... 
Wyle Electronics ............ 


Madison 


Newark ............0ce0eeee 


Milwaukee 


FEM tence arg ecraaeeeasea® 


New Berlin 


Hamilton/Hallmark .......... 


Wauwatosa 


Newark .............00-0 eae 


CANADA 


ALBERTA 
Calgary 


PAL 446i Shee boner dad hen ates 


Edmonton 


FANS stactc aca a ettdota wes 
Future Electronics ........... 
Hamilton/Hallmark .......... 


Saskatchewan 


Hamilton/Hallmark .......... 
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(817)249-0442 
(214)380-6464 


(214)231-7195 
(214)437-2437 
(214)553-4300 
(214)458-2528 


(915)577-9531 
(915)772-6367 


(817)336-5401 


(713)647-6868 
(713)952-7088 
(713)785-1155 
(713)781-6100 
(713)894-9334 
(713)784-9953 


(214)479-9215 
(214)235-9953 


(210)738-3330 
(210)734—-7960 


(801)523-2335 


. (801)973-6913 


(801)467-9696 
(801)467-4448 
(801)266-2022 
(801)261-5660 
(801)974~9953 
(206)643-9992 
(206)454-2371 
(206)489-3400 
(206)814-6230 


(206)882—7000 
(206)881—1150 


(206)485-6616 
(414)792-0150 
(414)879-0244 
(414)879-0434 
(608)278-0177 
(414)792~9778 
(414)780-7200 


(414)453-9100 


(403)291-5333 
(403)250-5550 
(800)663-5500 


(403)438-5888 
(403)438-2858 
(800)663-5500 


(800)663-5500 


CANADA — continued 


BRITISH COLUMBIA 
Vancouver 


Arrow Electronics ..... 


Future Electronics ..... 
Hamilton/Hallmark .... 


MANITOBA 
Winnipeg 


[eg \ ieee aon ana tre ee 
Future Electronics ..... 
Hamilton/Hallmark .... 


ONTARIO 
Kanata 


a Oe ee 


ARGENTINA 


Electrocomponentes... 
BK doa Seveeeeesas 


AUSTRALIA 
Avnet VSI Electronics (Aust) 


Veltek Australia Pty Ltd 
AUSTRIA 


EBV Elektronik ....... 
SEI/Elbatex GmbH .... 
Spoerle Electronic ..... 


BELGIUM 


Spoerle Electronic ..... 
EBV Elektronik ....... 
SEl/Rodelco B.V. ..... 


BRAZIL 


Future ............... 
Intertek ...... 2.00002. 
Karimex ............. 


Panamericana ........ 
Siletek ............... 


Teleradio ............. 


BULGARIA 


Macro Group ......... 


CHINA 
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ee ee (604)421-2333 
iat of (604)654—1050 
Care (604)294—1166 
edt: (604)420-4101 


a ile (204)786-3075 
reer (204)944-1446 
saStietlo (800)663-5500 


INTERNATIONAL DISTRIBUTORS 


(5-41) 375-3366 
a laysees (5-41) 372-1101 


canes (61)2 9878-1299 
ee (61)3 9574-9300 
Coane (43) 18941774 
ree (43) 1 866420 
soe (43) 131872700 


(32) 2 725 4660 
(32) 2 716 0010 
ene (32) 2 460 0560 


Sacuay (019) 235-1511 
fa iohs (011) 266-2922 
eles (011) 524-2366 
oonties (011) 221-9411 
Kok (011) 223-0222 
Satek (011) 534-4401 
(001) 5505-2046 
(001) 574-0788 


rr 


wees (359) 2708140 


Advanced Electronics Ltd. ... (852)2 305-3633 


Avnet WKK Components Ltd. 
China El. App. Corp. XiaMan Co. . 


(852)2 357-8888 
(86)10 6818-9750 


Nanco Electronics Supply Ltd. . (852) 2 765-3025 


... Or (852) 2 333-5121 


Qing Cheng Enterprises Ltd. .. (852) 2 493-4202 


CZECH REPUBLIC 


EBV Elektronik ....... 
Spoerle Electronic ..... 
SEI/Elbatex .......... 
Macro Group ......... 


DENMARK 
Arrow Exatec 


ESTONIA 


Arrow Field Eesti ...... 
Avnet Baltronic ....... 


FINLAND 


Arrow Field OY ....... 
Avnet EMG OY ....... 


EBV Elektronik 
FRANCE 


Arrow Electronique .... 
Avnet EMG........... 
EBV Elektronik ....... 
Future Electronics ..... 
Newark .............. 


A/S Avnet EMG ....... 
EBV Elektronik ....... 


si Sate (420) 2 90022101 


behshettitir’ (420) 2 731355 


ree (420) 2 4763707 
ete atars (420) 2 3412182 


esas (45) 44 927000 
mua (45) 44 880800 
sheen (45) 39690511 


eee (372) 6503288 
siposctns (372) 6397000 


eee (358)97 775 71 
Leethone (358)96 13181 
tesa (358)98557730 


.... (33) 149 78 49 78 
.... (33) 149 65 25 00 
Peay (33) 1 40963000 


(33) 1698211114 


hh eee (33) 1 30954060 
.... (33) 169 19 89 00 


London 
NOWAMK 5 4.004.c6rs Oud Daas (519)685—4280 
Mississauga 
PENSTOGK seeds eee hel ee: (905)403-0724 
NEWal Kies Hise icthay ck ee eis (905)670-2888 
Ottawa 
Arrow Electronics ............ (613)226-6903 
PAI ueiaadeod stuns ult rie. (613)820-8244 
Future Electronics ............ (613)727—-1800 
Hamilton/Hallmark ........... (613)226—1700 
Toronto 
Arrow Electronics ............ (905)670—7769 
PA aa aes ced Be Oe nay Keserate cok aes (905)612-9888 
Future Electronics ............ (905)612-—9200 
Hamilton/Hallmark ........... (905)564—6060 
Newark  ——... 6s eee (905)670—2888 


GERMANY 
AVNGL EMG: ciawavesntade des (49) 89 4511001 
EBV Elektronik GmbH ....... (49) 89 99114—0 
Future Electronics GmbH .... (49) 89-957 270 
SEl/Jermyn GmbH .......... (49) 6431-5080 
NeWark 3 i. cceecessaveaeess (49)2154—70011 
Sasco Semiconductor ......... (49) 89-46110 
Spoerle Electronic.......... (49) 6103-304-0 
GREECE 
EBV Elektronik ............... (30) 18414300 
HONG KONG 


(852)2 357-8888 
(852)2 333-5121 


Avnet WKK Components Ltd. .... . 
Nanshing Cir. & Chem. Co.Ltd ... 


HUNGARY 

Spoerle Electronic ............. (36) 11294202 

Macro Group ..............05- (36) 12030277 
INDIA 

Canyon Products Ltd ....... (91) 80 558-7758 
INDONESIA 

P.T. Ometraco ............. (62) 21 619-6166 
IRELAND 

Arrow Electronics ........... (353) 14595540 

EBV Elektronik ............. (353) 14564034 


Future Electronics ............. (353) 6541330 
Macro Group ............45. (353) 16766904 


ITALY 

AvnetEMG SRL .............. (39) 2 381901 

EBV Elektronik SRL ........... (39) 2 660961 

Future Electronics ............. (39) 2 660941 

Silverstar Ltd. SpA ........... (39) 2 66 12 51 
JAPAN 

AMSC Co.,, Ltd. ............ 81—422-54—6800 

Fuji Electronics Co., Ltd. .... 81-3-3814—1411 

Marubun Corporation ....... 81-—3-3639-8951 

Nippon Motorola Micro Elec. . 81-3-3280-—7300 

OMRON Corporation ....... 81-—3-3779-9053 

Tokyo Electron Ltd. ......... 81—3-5561—7254 
KOREA 

Jung Kwang Sa.............. (82)2278-5333 

Lite-On Korea Ltd. ........... (82)2858-3853 

Nasco Co. Ltd............... (82)23772-6800 
LATVIA 

Avnet Baltronic Lid. ........... (371) 8821118 

Macro Group ..............005 (371) 7313195 
LITHUANIA 

Macro Group ..............0.. (370) 7751487 
MEXICO 

PUNO 5 was Seagate tees cease (3) 632-0182 

DICODEl te oak 55 4Gnaa een aay" (5) 705-7422 

FUuture?.ncatasa Prin eatouk eae (3) 122-0043 

Semiconductores Profesionales ... (5) 658-6011 

DICKSON. 524 ws. dh eee Miro beaded te (5) 325-0925 
NETHERLANDS 

HOLLAND 

EBV Elektronik ............. (31) 3465 83010 

Spoerle Electronic ........... (31) 3402 91234 

SEl/Rodelco N.V. ........... (31) 7657 22700 
NEW ZEALAND 

Avnet VSI (NZ) Ltd .......... _ (64)9 636-7801 


QUEBEC 
Montreal 
Arrow Electronics ............ (514)421-7411 
Plies hea aaa eat ccthes oT, 23 (514)694—8157 
Future Electronics ............ (514)694—7710 
Hamilton/Hallmark ........... (514)335-—1000 
Mt. Royal 
Newark ................2205- (514)738-4488 
Quebec City 
Arrow Electronics ............ (418)687—4231 
PRN Bate xtc Poa hemes bea. ne ened (418)682-5775 
Future Electronics ............ (418)877—6666 


NORWAY 

Arrow Tahonic A/S ............ (47)2237 8440 

A/S AvnetEMG ............... (47)6677 3600 

EBV Elektronik ............... (47)2267 1780 
PHILIPPINES 

Alexan Commercial ......... (63) 2241-9493 
POLAND 

EBV Elektronik ............. (48) 713 422944 

Macro GiOup 5 ae8s gadeth ids (48) 22 224337 

SEIEIDAIEK vere. 64.025 eR S (48) 22 6254877 

Spoerle Electronic........... (48) 22 6060447 
PORTUGAL 

Amitron Arrow ............... (35) 114714806 
ROMANIA 

Macro Group ...............-. (401) 6343129 
RUSSIA 

EBV Elektronik ............. (7) 095 9763510 

Macro Group .............. (7) 095 30600266 
SCOTLAND 

EBV Elektronik ............ (44) 141 4202070 
SINGAPORE 

Future Electronics ............. (65) 479-1300 

Strong Pte. Ltd ............... (65) 276-3996 

Uraco Technologies Pte Ltd. .... (65) 545-7811 
SLOVAKIA 

Macro Group ................-. (42) 89634181 
SLOVENIA 

EBV Elektronik ............ (386) 611 330216 

SEl/Elbatex ............... (386) 611 957198 
S. AFRICA 

Avnet-ASD ..............-. (27) 11 4442333 

Reutech Components ....... (27) 11 3972992 
SPAIN 

Amitron Arrow .............. (34) 1 304 30 40 

EBV Elektronik ............. (34) 1 804 32 56 

SEW/Selco S.A. .............. (34) 1637 10 11 
SWEDEN 

AlTOW- TNS 5:5 sae ts hae eed (46) 8 362970 

AvnetEMGAB ............. (46) 8 629 14 00 

EBV Elektronik .............. (46) 405 92100 
SWITZERLAND 

EBV Elektronik .............. (41) 1 7456161 

SEl/Elbatex AG ............. (41) 56 4375111 

Spoerle Electronic ............ (41) 1 8746262 
TAIWAN 


Avnet—Mercuries Co., Ltd 
Solomon Technology Corp. .. 
Strong Electronics Co. Ltd. .. 


_.. (886)2 516-7303 
(886)2 788-8989 
(886)2 917-9917 


THAILAND 
Shapiphat Ltd. .............5. (66)2221-0432 
adage eemantl ch chakmnses or (66) 2221-5384 
TURKEY 
EBV Elektronik ............ (90) 216 4631352 


UNITED KINGDOM 


Arrow Electronics (UK) Ltd.. (44) 1 234 270027 


Avnet EMG............... (44) 1 462 488500 
EBV Elektronik ........... (44) 1 628 783688 
Future Electronics Ltd. ..... (44) 1 753 763000 


(44) 1 628 60600 
(44) 1 420 543333 


Macro Group .............. 
NOWAK: cfsps08 chan etd et 
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MOTOROLA WORLDWIDE SALES OFFICES 


UNITED STATES 

ALABAMA 

Huntsville ................00. (205)464—6800 
ALASKA .................... (800)635-8291 
ARIZONA 

PROGNIX” vsoniyaecnuwepeeate de (602)302-—8056 
CALIFORNIA 

Calabasas .................. (818)878-6800 

LOVING sites ca at. ci tesco inane (714)753-—7360 

Los Angeles ...............5- (818)878—6800 

San Diego ...............05- (619)541-2163 

SUMAY VAIS: ce 5d stan de cg ped eater (408)749-0510 
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